Accessories for MS450 - MS 495 - MS 497
Manual Motor Starters
Ordering Details

MS 497 Manual Motor Starters
Setting range Breaking capacity Type Order code Pack"  Weight
leu (400 V) piece kg
A kA
11 ... 16 100 MS 497 - 16 1SAM 580 000 R1001 1 2.1
14 ... 20 100 MS 497 - 20 1SAM 580 000 R1002 1 2.1
18 ... 25 100 MS 497 - 25 1SAM 580 000 R1003 1 2.1
22 ... 32 100 MS 497 - 32 1SAM 580 000 R1004 1 2.1
28 ... 40 100 MS 497 - 40 1SAM 580 000 R1005 1 2.1
36 ... 50 100 MS 497 - 50 1SAM 580 000 R1006 1 2.1
45 ... 63 100 MS 497 - 63 1SAM 580 000 R1007 1 2.1
57 ... 75 100 MS 497 - 75 1SAM 580 000 R1008 1 2.1
70 ... 90 100 MS 497 - 90 1SAM 580 000 R1009 1 2.1
80 ... 100 100 MS 497 - 100 1SAM 580 000 R1010 1 2.1
Auxiliary Contacts
g (The pilot contact has be mounted first on the MMS)
§ Mounting  Feature Contacts  Type Order code Packm  Weight
\I ? l\ | piece kg
Left Auxiliary 11 HKS4-11 1SAM 401 902 R1001 2 0.03
side contact 20 HKS4-20 1SAM 401 902 R1002 2 0.03
(2 sets maxi) 0 2 HKS4-02 1SAM 401 902 R1003 2 0.03
Pilot contact 11 SK4-11 1SAM 401 904 R1001 1 0.07
Front Auxiliary 11 HK4-11 1SAM 401 901 R1001 10 0.02
contact 1 HK4-W 1SAM 401 901 R1002 10 0.02
Under Voltage Trip
| Mounting Voltage control Type Order code Packm  Weight
§ V (50 Hz) piece kg
8 Left 24 UA4 - 24 1SAM 401 905 R1004 1 0.12
side 110 UA4 -110 1SAM 401 905 R1001 1 0.12
230 UA4 - 230 1SAM 401 905 R1002 1 0.12
400 UA4 - 400 1SAM 401 905 R1003 1 0.12
Right side 230 UA4 -HK-230 1SAM 401 906 R1001 1 0.12
with aux. contacts 400 UA4 - HK-400 1SAM 401 906 R1002 1 0.12
Current Emission Trip
Mounting Voltage control Type Order code Packi"e  Weight
V (50/60 Hz / DC) piece kg
Right (20 ... 70) AA4 - 24 1SAM 401 907 R1001 1 0.11
3 side (70 ... 190) AA4 - 110 1SAM 401 907 R1002 1 0.11
g (190 ... 230) AA4 - 230 1SAM 401 907 R1003 1 0.11
I’ (230 ... 500) AA4 - 400 1SAM 401 907 R1004 1 0.11
Terminal Shrouds
Description Type Order code Pack™  Weight
piece kg
For MS 450 KA 450 1SAM 401 908 R1001 1 0.01
For MS 49x KA 495 1SAM 501 901 R1001 1 0.01
For MS 49x, lugs or terminals connect. KA 495 C 1SAM 501 902 R1001 1 0.03
Sealed Protection for Settings and Isolation Blocks
Description Type Order code Pack Weight
§ piece kg
3 Sealed protection for MS 450 SA 450 1SAM 401 909 R1001 1 0.007
Isolation blocks TB 450 1SAM 401 910 R1001 1 0.300
e Dimensions .......... page 2/10
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Manual Motor Starters MS4xx
Accessories
Ordering details

SST09198

SST08598

Auxiliary switch
HKS4-02

Pilot switch
SK4-11

§ST07798

Open-circuit shunt
release AA4

SST8698

Undervoltage release
UA4-HK

SST 01599

Retrofittable accessories

These parts may be procured in addition to the MS4xx.
They must be mounted by the user.

Type Order code Weight/ | Packing| Price
piece unit
kg piece
Auxiliary switches, for front mounting
HK4-11, 1 NO + 1NC 1SAM 401 901 R1001 |0.02 ‘ 10 ‘
HK4-W, 1 Changeover 1SAM 401 901 R1002 10.02 10
Auxiliary switches, for lateral attachment at left, max. 1 mountable
HKS4-11, 1NO+1NC 1SAM 401 902 R1001 |0.03 2
HKS4-20, 2NO 1SAM 401 902 R1002 |0.03 2
HKS4-02, 2NC 1SAM 401 902 R1003 10.03 2

Signal switch for separate signalling acc. UL508 type E, lateral attachment at left
1NO + 1NC for short circuit signalling, 1INO + 1NC for general tripping

SK4-11 2x: INO + INC | 1SAM 401904 R1001 [0.07 | 1 |
Undervoltage release, for lateral attachment at right

UA4, 24V 50 Hz 1SAM 401 905 R1004 |0.12 1
UA4, 110V 50 Hz 1SAM 401 905 R1001 |0.12 1
UA4, 230V 50Hz/240V60H 1SAM 401 905 R1002 |0.12 1
UA4, 400V 50 Hz 1SAM 401 905 R1003 10.12 1

Undervoltage release with pre-mating auxiliary switch 2 NO,
for lateral attachment at right

UA4-HK, U 230V 50Hz/240V 60 Hz 1SAM 401 906 R1001 |0.13 ‘ 1 ‘
UA4-HK, 400V 50 Hz 1SAM 401 906 R1002 [0.13 1
Shunt release, lateral mounting at the left side 6

AA4, 20-70V, 50/60 Hz | 1SAM 401 907 R1001 |0.11 1
AA4, 70-190V, 50/60 Hz | 1SAM 401 907 R1002 |0.11 1
AA4, 190-330 V, 50/60 Hz | 1SAM 401 907 R1003 |0.11 1
AA4, 330-500 V, 50/60 Hz | 1SAM 401 907 R1004 |0.11 1
Terminal shroud, for additional shock-hazard protection

KA450, forMS45x (@ | 1SAM 401 908 R1001 |0.01 1
KA495, forMS49x (@ | 1SAM 501 901 R1001 |0.01 1
KA495C, forMS49x (@ | 1SAM 501 902 R1001 |0.03 1

Terminal insulation barrier,
DX495 necessary for UL 508E, MS49x-Starter | 1SAM 401 912 R1001 | \ \

Scale cover, lead-sealable

SA450, for MS45x (@ \ 1SAM 401 909 R1001 \0.007 \1 set \
Disconnector module, for producing a visible gap, lockable

TB450, for MS45x | 1SAM 401 910 R1001 [0.30 \ 1
Phase busses MS45x, 108 A, 690 V

PS4-2 without HK, for 2 devices 1SAM 401 911 R1001

PS4-3 without HK, for 3 devices 1SAM 401 911 R1002

PS4-4 without HK, for 4 devices 1SAM 401 911 R1003

PS4-2 with HK, for 2 devices 1SAM 401 911 R1004

PS4-3 with HK, for 3 devices 1SAM 401 911 R1005

PS4-4 with HK, for 4 devices 1SAM 401 911 R1006

Infeed block, 108 A, 690 V, Stranded 50 mm?, finely stranded 35 mm?

S4-MH1, flat | 1SAM 401 911 R1007 |10 \ \
Cover for phase bus poles

BS4-3 | 1SAM 401 911 R1008 | \ \

Switch cubicle mounting kit IP65, with axial extension, lockable in Off position, locked
in On position (6

OHB2AJM, Twist knob black 1SCA 022 384 R6940
OHY2AJM, Twist knob red/yellow 1SCA 022 384 R7080
OXS5X 85, axis 85 mm 1SCA 022 347 R3570
0XS5X105, axis 105 mm 1SCA 022 347 R3650
0XS5X130, axis 130 mm 1SCA 022 353 R4540
0XS5X180, axis 180 mm 1SCA 022 353 R4620
MSMN, driver @ 1SAM 101 923 R0001
@ Is plugged onto the box terminals in each case @ Mounting sequence: Motor protection switch, pilot switch, auxiliary
switch (® Max. ON time: 5 seconds, see also Page 22

@ s plugged onto the housing after removing ® See also MS325 Page 10
the box terminals, if using cable lugs or buses @ Is screwed directly onto the manual motor starter
® Supplied only as a set as 10 scale covers 13





