
Leistungsschalter
Circuit-breaker
Disjoncteur

MS 450, MS 451
MO 450

EN 60947, IEC 60947

Montageanleitung/Assembly Instructions Bestell-Nr./Order No.: 1SA M40 7001 R1001
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1,2 ... 1,5 Nm
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1SA M40 1909 R1001

Order-No. = 10 pieces)
(Bestell-Nr. = 10 Stück

1SA M40 1905 R100.
1SA M40 1906 R100.
1SA M40 1907 R100.

1SA M40 1904 R1001

1SA M40 1902 R100.
1SA M40 1903 R100.
1SA M40 1904 R100.

1SA M40 1901 R100.

1SA M40 1908 R1001
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Technische Änderungen vorbehalten. Bestell-Nr./ Order No.: 1SA M40 7001 R1001
Subject to change without prior notice Printed in the Federal Republic of Germany
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1SA M40 1901 R100.
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1SA M40 1906 R100.
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1SA M40 1904 R100.
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1SA M40 1902 R1002
1SA M40 1903 R1002
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1SA M40 1902 R1003
1SA M40 1903 R1003
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D1, D2, C1, C2; NO/NC L1, L2, L3
T1, T2, T31SA M40 190. R100. 1SA M40 1903 R100.

∅ 5 ... 6 mm / PZ2
0,8 ... 1,2 Nm

7 to 10.3 LB.IN ----
∅ 5 ... 6 mm / PZ2

3 ... 4,5 Nm
27 to 40 LB.IN

2 x 0,5 ... 1,5 mm²
2 x 0,75 ... 2,5 mm² 2 x 0,5 ... 2,5 mm² 2 x 0,75 ... 16 mm²

2 x 0,5 ... 2,5 mm² 2 x 0,5 ... 1,5 mm² 2 x 0,75 ... 16 mm²
1 x 0,75 ... 25 mm²

---- ---- ---- 2 x 0,75 ... 25 mm²
1 x 0,75 ... 35 mm²

AWG 2 x 18 to 14 2 x 18 to 14 AWG 2 x 18 to 3
1 x 18 to 2
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1SA M40 1911 R100.
1SA M40 1911 R1001

1SA M40 1912 R1001

1SA M40 1903 R100.
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Self-Protected  
Combination 
Controller Type E

1SA M40 1911 R1001
1SA M40 1911 R100.
1SA M40 1901 R100.


