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S 200 UDC-K characteristic
Function: protection and control of the circuits like motors, transformers and auxiliary circuits, against 
overloads and short-circuits.
Advantages: no nuisance tripping in the case of functional peak currents up to 10xIn, depending 
on the series; through its highly sensitive thermostatic bimetal trip, the K-type characteristic offers 
protection to damageable elements in the overcurrent range; it also provides the best protection to 
cables and lines.

Applications: commercial and industrial.

Standard: UL 489, CSA 22.2 No. 5  
(only DC, please note polarity of device)

Number Rated Order    Bbn Price Price Weight Pack
of poles current details   4016779 1 piece group 1 piece unit 
 
 
 In A Type code  Order code EAN   kg pc.

1 1 S 201 UDC-K   1 2CDS 271 517 R0217 825924   0.150 10

 1,6 S 201 UDC-K   1.6 2CDS 271 517 R0257 825948   0.150 10

 2 S 201 UDC-K   2 2CDS 271 517 R0277 825955   0.150 10

 3 S 201 UDC-K   3 2CDS 271 517 R0317 825962   0.150 10

 4 S 201 UDC-K   4 2CDS 271 517 R0337 825979   0.150 10

 5 S 201 UDC-K   5 2CDS 271 517 R0357 825986   0.150 10

 6 S 201 UDC-K   6 2CDS 271 517 R0377 825993   0.150 10

 8 S 201 UDC-K   8 2CDS 271 517 R0407 826006   0.150 10

 10 S 201 UDC-K 10 2CDS 271 517 R0427 826013   0.150 10

 13 S 201 UDC-K 13 2CDS 271 517 R0447 826020   0.150 10

 15 S 201 UDC-K 15 2CDS 271 517 R0457 826037   0.150 10

 16 S 201 UDC-K 16 2CDS 271 517 R0467 826044   0.150 10

 20 S 201 UDC-K 20 2CDS 271 517 R0487 826051   0.150 10

 25 S 201 UDC-K 25 2CDS 271 517 R0517  826068   0.150 10

 30 S 201 UDC-K 30 2CDS 271 517 R0527 826075   0.150 10

 32 S 201 UDC-K 32 2CDS 271 517 R0537 826082   0.150 10

 40 S 201 UDC-K 40 2CDS 271 517 R0557 826099   0.150 10

 50 S 201 UDC-K 50 2CDS 271 517 R0577 826105   0.150 10

 60 S 201 UDC-K 60 2CDS 271 517 R0587 826112   0.150 10

 63 S 201 UDC-K 63 2CDS 271 517 R0607 826129   0.150 10

2 1 S 202 UDC-K   1 2CDS 272 517 R0217 825061   0.300   5

 1,6 S 202 UDC-K   1.6 2CDS 272 517 R0257 825160   0.300   5

 2 S 202 UDC-K   2 2CDS 272 517 R0277 825177   0.300   5

 3 S 202 UDC-K   3 2CDS 272 517 R0317 825184   0.300   5

 4 S 202 UDC-K   4 2CDS 272 517 R0337 825191   0.300   5

 5 S 202 UDC-K   5 2CDS 272 517 R0357 825207   0.300   5

 6 S 202 UDC-K   6 2CDS 272 517 R0377 825214   0.300   5

 8 S 202 UDC-K   8 2CDS 272 517 R0407 825221   0.300   5

 10 S 202 UDC-K 10 2CDS 272 517 R0427 825238   0.300   5

 13 S 202 UDC-K 13 2CDS 272 517 R0447 825245   0.300   5

 15 S 202 UDC-K 15 2CDS 272 517 R0457 825252   0.300   5

 16 S 202 UDC-K 16 2CDS 272 517 R0467 825269   0.300   5

 20 S 202 UDC-K 20 2CDS 272 517 R0487 825276   0.300   5

 25 S 202 UDC-K 25 2CDS 272 517 R0517 825283   0.300   5

 30 S 202 UDC-K 30 2CDS 272 517 R0527 825290   0.300   5

 32 S 202 UDC-K 32 2CDS 272 517 R0537 825306   0.300   5

 40 S 202 UDC-K 40 2CDS 272 517 R0557 825313   0.300   5

 50 S 202 UDC-K 50 2CDS 272 517 R0577 825320   0.300   5

 60 S 202 UDC-K 60 2CDS 272 517 R0587 825337   0.300   5

 63 S 202 UDC-K 63 2CDS 272 517 R0607 825344   0.300   5

System 
pro M compact®

S 200 UDC-KSelection tables
MCBs S 200 series UDC 
Universal current range, UL

K
2C

D
C

 0
21

 1
26

 F
00

10
2C

D
C

 0
21

 1
27

 F
00

10

Umax
125 V ...

Umax
60 V ...

02 PRO M eng.indd   50 12/04/12   17:04



2

2/51ABB

Technical details ............................  pag. 11/2 Overall dimensions ........................  pag. 13/3

S 200 UDC-Z  characteristic
Function: protection and control of the electronic circuits against weak and long duration overloads 
and short-circuits.

Applications: commercial and industrial.

Standard: UL 489, CSA 22.2 No. 5  
(only DC, please note polarity of device)

Number Rated Order    Bbn Price Price Weight Pack
of poles current details   4016779 1 piece group 1 piece unit 
 
 
 In A Type code  Order code EAN   kg pc.

1 1 S 201 UDC-Z   1 2CDS 271 517 R0218 826136   0.150 10

 1,6 S 201 UDC-Z   1.6 2CDS 271 517 R0258 826143   0.150 10

 2 S 201 UDC-Z   2 2CDS 271 517 R0278 826150   0.150 10

 3 S 201 UDC-Z   3 2CDS 271 517 R0318 826167   0.150 10

 4 S 201 UDC-Z   4 2CDS 271 517 R0338 826174   0.150 10

 5 S 201 UDC-Z   5 2CDS 271 517 R0358 826181   0.150 10

 6 S 201 UDC-Z   6 2CDS 271 517 R0378 826198   0.150 10

 8 S 201 UDC-Z   8 2CDS 271 517 R0408 826204   0.150 10

 10 S 201 UDC-Z 10 2CDS 271 517 R0428 826211   0.150 10

 15 S 201 UDC-Z 15 2CDS 271 517 R0458 826228   0.150 10

 16 S 201 UDC-Z 16 2CDS 271 517 R0468 826235   0.150 10

 20 S 201 UDC-Z 20 2CDS 271 517 R0488 826242   0.150 10

 25 S 201 UDC-Z 25 2CDS 271 517 R0518 826259   0.150 10

 30 S 201 UDC-Z 30 2CDS 271 517 R0528 826266   0.150 10

 32 S 201 UDC-Z 32 2CDS 271 517 R0538 826273   0.150 10

 40 S 201 UDC-Z 40 2CDS 271 517 R0558 826280   0.150 10

 50 S 201 UDC-Z 50 2CDS 271 517 R0578 826297   0.150 10

 60 S 201 UDC-Z 60 2CDS 271 517 R0588 826303   0.150 10

 63 S 201 UDC-Z 63 2CDS 271 517 R0608 826310   0.150 10

2 1 S 202 UDC-Z   1 2CDS 272 517 R0218 825351   0.300   5

 1,6 S 202 UDC-Z   1.6 2CDS 272 517 R0258 825368   0.300   5

 2 S 202 UDC-Z   2 2CDS 272 517 R0278 825375   0.300   5

 3 S 202 UDC-Z   3 2CDS 272 517 R0318 825382   0.300   5

 4 S 202 UDC-Z   4 2CDS 272 517 R0338 825399   0.300   5

 5 S 202 UDC-Z   5 2CDS 272 517 R0358 825405   0.300   5

 6 S 202 UDC-Z   6 2CDS 272 517 R0378 825412   0.300   5

 8 S 202 UDC-Z   8 2CDS 272 517 R0408 825429   0.300   5

 10 S 202 UDC-Z 10 2CDS 272 517 R0428 825436   0.300   5

 15 S 202 UDC-Z 15 2CDS 272 517 R0458 825443   0.300   5

 16 S 202 UDC-Z 16 2CDS 272 517 R0468 825450   0.300   5

 20 S 202 UDC-Z 20 2CDS 272 517 R0488 825467   0.300   5

 25 S 202 UDC-Z 25 2CDS 272 517 R0518 825474   0.300   5

 30 S 202 UDC-Z 30 2CDS 272 517 R0528 825481   0.300   5

 32 S 202 UDC-Z 32 2CDS 272 517 R0538 825498   0.300   5

 40 S 202 UDC-Z 40 2CDS 272 517 R0558 825504   0.300   5

 50 S 202 UDC-Z 50 2CDS 272 517 R0578 825511   0.300   5

 60 S 202 UDC-Z 60 2CDS 272 517 R0588 825528   0.300   5

 63 S 202 UDC-Z 63 2CDS 272 517 R0608 825535    0.300   5
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