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Resistance and power loss per pole

Type Setting range Resistance per pole Power loss per pole

lower value 
A

upper value 
A

 
Ω

at lower value 
W

at upper value 
W

MS132-0.16 0.10 0.16 66.00 0.7 1.7

MS132-0.25 0.16 0.25 25.50 0.7 1.7

MS132-0.4 0.25 0.40 10.38 0.7 1.7

MS132-0.63 0.40 0.63 4.36 0.7 1.7

MS132-1.0 0.63 1.00 1.605 0.7 1.7

MS132-1.6 1.00 1.60 0.648 0.7 1.7

MS132-2.5 1.60 2.50 0.272 0.7 1.7

MS132-4.0 2.50 4.00 0.106 0.7 1.7

MS132-6.3 4.00 6.30 0.046 0.7 1.7

MS132-10 6.30 10.0 0.024 0.9 2.4

MS132-12 8.00 12.0 0.016 1.0 2.3

MS132-16 10.0 16.0 0.011 1.1 2.8

MS132-20 16.0 20.0 0.0057 1.5 2.3

MS132-25 20.0 25.0 0.0045 1.8 2.8

MS132-32 25.0 32.0 0.0030 1.9 3.1
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MS132 ≤ 10 A
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MS132 > 10 A
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MS132 ≤ 10 A with screw fixing kit FS116 (accessory)
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MS132 > 10 A + with screw fixing kit FS116 (accessory)


