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K and Z Ambient temperature  T (°C/°F)

 In (A) – 40/– 40 – 30/– 22 – 20/– 4 – 10/14   0/32 10/50 20/68 30/86 40/104 50/122 60/140 70/158

  0.5   0.66   0.64   0.61   0.59   0.56   0.53   0.50   0.47   0.43   0.40   0.35   0.31
  1.0   1.32   1.27   1.22   1.17   1.12   1.06   1.00   0.94   0.87   0.79   0.71   0.61
  1.6   2.12   2.04   1.96   1.88   1.79   1.70   1.60   1.50   1.39   1.26   1.13   0.98
  2.0   2.65   2.55   2.45   2.35   2.24   2.12   2.00   1.87   1.73   1.58   1.41   1.22
  3.0   4.0   3.8   3.7   3.5   3.4   3.2   3.0   2.8   2.6   2.4   2.1   1.8
  4.0   5.3   5.1   4.9   4.7   4.5   4.2   4.0   3.7   3.5   3.2   2.8   2.4
  6.0   7.9   7.6   7.3   7.0   6.7   6.4   6.0   5.6   5.2   4.7   4.2   3.7
  8.0 10.8 10.2   9.8   9.4   8.9   8.5   8.0   7.5   6.9   6.3   5.7   4.9
10.0 13.2 12.7 12.2 11.7 11.2 10.6 10.0   9.4   8.7   7.9   7.1   6.1
13.0 17.2 16.6 15.9 15.2 14.5 13.8 13.0 12.2 11.3 10.3   9.2   8.0
16.0 21.2 20.4 19.6 18.8 17.9 17.0 16.0 15.0 13.9 12.6 11.3   9.8
20.0 26.5 25.5 24.5 23.5 22.4 21.2 20.0 18.7 17.3 15.8 14.1 12.2
25.0 33.1 31.9 30.6 29.3 28.0 26.5 25.0 23.4 21.7 19.8 17.7 15.3
32.0 42.3 40.8 39.2 37.5 35.8 33.9 32.0 29.9 27.7 25.3 22.6 19.6
40.0 52.9 51.0 49.0 46.9 44.7 42.4 40.0 37.4 34.6 31.6 28.3 24.5
50.0 66.1 63.7 61.2 58.6 55.9 53.0 50.0 46.8 43.3 39.5 35.4 30.6
63.0 83.3 80.3 77.2 73.9 70.4 66.8 63.0 58.9 54.6 49.8 44.5 38.6

Temperature derating
Max. operating current values depending on the ambient temperature for a circuit-breaker of characteristics type K and Z

Tripping characteristic Z (68 °F)
Breaker calibration temperature 68°F 
See chart below for temperature DeRating

Tripping characteristic K (68 °F)
Breaker calibration temperature 68°F 
See chart below for temperature DeRating

Technical data
S200U & S200UP
UL 489, CSA C 22.2


