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Cable glands
Standard - cable gland

Part no. 
Metric  

thread A

Thread  
lengths B  

(mm)

Cable max  
diameter  

(mm)

Cable min  
diameter  

(mm)

Gland 
Depth C  

(mm)

Gland  
diameter D  

(mm)

Across flats 
dimension E 

 (mm)
Pack 

quantity

Sealing 
washer 

part no.
Locknut 
part no. Colours

248 M16 10 6 4 25.0 22.0 19 100 96 92 � � � �

250 M16 10 10 7 25.0 22.0 19 100 96 92 � � � �

249 M20 11 6 4 25.0 25.0 19 100 97 93 � � � �

251 M20 11 10 7 25.0 25.0 19 100 97 93 � � � �

252 M20 11 13 8 30.5 26.0 23 100 97 93 � � � �

264 M25 12 6 4 25.0 31.5 19 100 98 94 � � � �

265 M25 12 10 7 25.0 31.5  19 100 98 94 � � � �

253 M25 12 13 8 30.5 31.5 23 100 98 94 � � � �

254 M25 12 18 12 32.5 32.0 28 100 98 94 � � � �

255 M32 13 24 18 35.0 41.0 36 100 99 95 � � � �

256 M16  20 6 4 25.0 22.0 19 100 96 92 � � � �

258 M16 20 10 7 25.0 22.0 19 100 96 92 � � � �

257 M20 20 6 4 25.0 25.0 19 100 97 93 � � � �

259 M20 20 10 7 25.0 25.0 19 100 97 93 � � � �

260 M20 20 13 8 30.5 26.0 23 100 97 93 � � � �

266 M25 20 6 4 25.0 31.5  19 100 98 94 � � � �

267 M25 20 10 7 25.0 31.5  19 100 98 94 � � � �

261 M25 20 13 8 30.5 31.5 23 100 98 94 � � � �

262 M25 20 18 12 32.5 32.0 28 100 98 94 � � � �

263 M32 20 24 18 35.0 41.0 36 100 99 95 � � � �

Colour Key: Red � / White � / Black � / Grey �
To order quote part number & colour, e.g. 248-W
Standard cable gland gives good all-round performance and is the corner stone of Elkay’s diverse cable gland range
Cable glands can be supplied assembled with locknuts and sealing washers as required

—
Standard - Cable Gland General purpose IP66 cable gland / Materials: Polyamide 6.6 with nitrile rubber seal /  

Colour: Red RAL 3031 (R), White RAL 9010 (W), Grey RAL 7030 (G), Black RAL 9005 (B)

D A

C B

E

D

A

C

B

E

114 F LE X I B LE CO N D U IT S YS TE M S FO R CR IT I C A L P OW ER & DATA C A B L E PR OTEC TI O N




