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External Internal            SW Thread Complete Cat. No. Std.
Thread Thread mm Length Length Pk.

mm (E) mm (L)

NPT                PG
3/8” PG 7 19.0 15.0 20.0 6402020 50
1/2” PG 9 22.0 20.0 25.0 6402038 50
1/2” PG 11 22.0 20.0 28.0 6402046 50
1/2” PG 13.5 24.0 20.0 30.0 6402054 50
1/2” PG 16 24.0 20.0 30.0 6402055 50
3/4” PG 11 29.0 20.0 30.0 6402060 50
3/4” PG 13.5 29.0 20.0 30.0 6402062 50
3/4” PG 16 29.0 20.0 30.0 6402070 50
3/4” PG 21 32.0 20.0 32.0 6402072 50
1” PG 16 36.0 25.0 35.0 6402087 20
1” PG 21 36.0 25.0 35.0 6402089 20
1” PG 29 42.0 25.0 38.0 6402091 20
1 1/4” PG 29 46.0 25.0 35.0 6402097 20
1 1/4” PG 36 50.0 25.0 42.0 6402099 10
1 1/2” PG 36 52.0 26.0 42.0 6402100 10
1 1/2” PG 48 65.0 26.0 49.0 6402102        5
2” PG 48 65.0 27.0 50.0 6402119        5
NPT                Metric
3/8” M 20 23.0 15.0 26.0 6402214 50
3/8” M 25 28.0 15.0 27.0 6402215 50
1/2” M 20 23.0 20.0 30.0 6402216 50
1/2” M 25 28.0 20.0 32.0 6402217 50
1” M 20 36.0 25.0 31.0 6402218 20
1” M 25 36.0 25.0 31.0 6402219 20

Material:
• Nickel-plated brass

Characteristics:
• NPT external thread
• PG or M internal thread
• Hexagon
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