LO C kn ULS Nickel-Plated Brass Hltﬂd“®

Material: Characteristics:
© Nickel-plated brass © PG and Metric thread

Nickel-Plated Brass

Thread Thickness (E) SW Cat. No. Std.

mm mm Pk.
PG (once according to DIN 46 320)
PG 7 2.9 15 6000070 50
PG 9 2.9 18 6000096 50
PG 11 2.9 21 6000118 50
PG 13.5 3.1 23 6000134 50
PG 16 3.1 26 6000169 50
PG 21 3.6 32 6000215 20
PG 29 4.1 41 6000290 20 u
PG 36 5.1 51 6000363 10 —SwW E
PG 42 5.1 60 6000428 5
PG 48 5.6 64 6000487 5
Metric
M12x 1.5 3 15 6004121 50
M16x 1.5 3 20 6004164 50
M20x 1.5 35 24 6004202 50
M25x 1.5 3.5 30 6004253 25
M32x1.5 4.5 35 6004326 20
M40x 1.5 4.5 45 6004407 10
M50 x 1.5 4.5 55 6004504 10
M 63 x 1.5 6 70 6004636 5
Material: Characteristics:
e Nickel-plated brass ¢ PG and Metric thread

Applications:

e EMC applications
Nickel-Plated Brass, Ribbed

Thread Thickness (E) SwW Cat. No. Std.
mm mm Pk.
PG
PG 7 2.9 15 6011007 50
PG 9 2.9 18 6011009 50 E
PG 11 3.1 21 6011011 50 g
PG 13.5 3.1 23 6011013 50 Q
PG 16 3.1 26 6011016 50
PG 21 3.6 32 6011021 20 :
PG 29 4.1 41 6011029 20 %SWJ gl s
PG 36 5.1 51 6011036 10
PG 42 5.1 60 6011042 10
PG 48 5.6 64 6011048 10
Metric
M12x 1.5 3 15 6011112 50
M16x 1.5 3 20 6011116 50
M 20 x 1.5 35 24 6011120 50
M25x 1.5 3.5 30 6011125 25
M32x1.5 4.5 35 6011132 20
M 40 x 1.5 4.5 45 6011140 10
M50 x 1.5 53 55 6011150 10
M 63 x 1.5 6 70 6011163 10

This is one of our most popular
series and is usually kept in stock.
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