
END STOPS
End Stops prevent terminal
blocks and other DIN Rail
mount components and
devices from moving
laterally on the rail. They
are available in polyamide
6.6 and metal
configurations for
35mm, 32mm, and
15mm DIN rails.
CA102 and CA202 are
large endstops for
heavy duty
applications. CA103
is a screwless
endstop and snaps
on to the DIN rail.

SPACER / SEPARATOR
CASP is a DIN Rail
mountable spacer generally
used for circuit separation.

DIN RAIL
MOUNTING FOOT
CMTB-35 is used to
assemble components on a
DIN rail. Comes with pre-
punched holes.

• Support bracket for DIN rail 
mounting parts

• Hole Qty x dia., 4x4.3mm,
2x5mm

GROUP IDENTIFICATION
GMH6 & GMH7 is used for
custom identification for
assembled terminal blocks. A
small piece of paper can be
inserted in the slot which is
covered with a transparent
plastic sheet.

CA602CA702 CA802

Polyamide 6.6

20 x 28 x 8 mm

Cat. No. Std. Pk.

CA602 50

15 mm
DIN Rails

Material

Dimensions 
H x L x W

Suitable for

Polyamide 6.6

34 x 44 x 9 mm

Cat. No. Std. Pk.

CA702 50

32 and 35 mm
DIN Rails

CA102 CA202

Polyamide 6.6

46 x 50 x 9 mm

Cat. No. Std. Pk.

CA102 50

32 and 35 mm
DIN Rails

Polyamide 6.6

44.5 x 50 x 9.5 mm

Cat. No. Std. Pk.

CA202 50

35 mm
DIN Rails

Polyamide 6.6

32 x 45 x 8 mm

Cat. No. Std. Pk.

CA802 50

35 mm
DIN Rails

CASP

Polyamide 6.6

29 x 43 x 8 mm

Cat. No. Std. Pk.

CASP 50

All DIN Rails

Polyamide 6.6

18 x 58 x 18 mm

Cat. No. Std. Pk.

CMTB-35 50

Mounting Foot for
35 mm DIN rails

CA502CA302 CA402

Steel

25 x 22.5 x 11.5 mm

Cat. No. Std. Pk.

CA502 50

32 mm DIN Rails

CA103

Polyamide

41 x 35 x 6 mm

Cat. No. Std. Pk.

CA103 50

35 mm DIN Rails

Steel

27 x 39.5 x 16 mm

Cat. No. Std. Pk.

CA302 50

35x7.5mm DIN Rails

Steel

27 x 39.5 x 16 mm

Cat. No. Std. Pk.

CA402 50

35x15 mm DIN Rails

CMTB-35

Polyamide 6.6

46.5 x 44.5 x 9.5 mm

Cat. No. Std. Pk.

GMH6 50

All DIN Rails

GMH6

Polyamide 6.6

46.5 x 44.5 x 19.5 mm

Cat. No. Std. Pk.

GMH7 50

All DIN Rails

GMH7

Material

Dimensions
H x L x W

Suitable for

Material

Dimensions 
H x L x W

Suitable for
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