CY SERIES

SCREW TERMINAL BLOCKS

FEATURES

* Altech CY Series of
Universal Screw Terminal
Blocks featuring global
standards

* Easy snap-on onto
common DIN Rail

* Universal push-in Jumper
System

APPLICATIONS

* Machines

* Control/ Automation
Applications

* Power Distribution

CcY4

SINGLE LEVEL FEED THROUGH TERMINAL BLOCKS
CcY2.5

2 Connection Feed-Through 2 Connection Feed-Through 2 Connection Feed-Through
Dimensions & Weight 2 Jumper Channels 2 Jumper Channels 2 Jumper Channels
Width I 5 mm ] [ 6 mm | 8 mm
Length | ’ 50 mm l ‘ 50 mm \ ' 50 mm
Height w DIN Rail 35 x 7.5 mm 49 mm 49 mm 49 mm
35x15 mm 56.5 mm 56.5 mm 56.5 mm
‘ Weight per piece ’ ’ 83¢g ‘ ‘ 104g ’ ’ 16.1 g
Technical Data/Ratings
Approvals L-\Y IEC L-\Y IEC \ IEC
B\ TING) IEC B\ PG IEC M @ IEC
(EEEEE E220514 °C“s 509!-7-1 E220514 °C“s eo!nq E220514 CC“‘ eos!-m
Wire Size (solid / stranded) 24-12 AWG | 0.2-2.5 mm? 24-10 AWG | 0.2-4 mm? 24-8 AWG 0.2-6 mm?
Voltage Rating 600V 1000V AC/DC 600V 1000V AC/DC 600V 1000V AC/DC
Current Rating 20A 24A 30A 32A 50A 4HA
Torque 36b-in 04Nm 451b-in 0.8Nm 11lb-in 1.2Nm
| Insulation Material \ y Polyamide 66 \ | Polyamide 66 | | Polyamide 66
Installation Instructions
Wire Stripping Length e 8 mm 9mm 10 mm
Screwdriver @ Flat Head 0.5 x 3 mm Flat Head 0.6 x 3.5 mm Flat Head 0.8 x 4 mm
Terminal Blocks Cat. No. Std.Pk.  Cat.No. Std.Pk.  Cat.No. Std. Pk.
Grey (standard) CcY25 100 CY4 100 CY6 100
Red R CY2.5R 100 CY4/R 100 CY6/R 100
Blue BU CY2.5BU 100 CY4/BU 100 CY6/BU 100
Black BL CY2.5BL 100 CY4/BL 100 CY6/BL 100
Orange 0 CY2.5/0 100 CY4/0 100 CY6/0 100
Green G CY2.5/G 100 CY4/G 100 CY6/G 100
Yellow Y CY2.5/ 100 cy4ry 100 cYery 100
White W CY2.5'W CY4/w 100
Accessories Cat. No. Std. Pk. Cat. No. Std. Pk. Cat. No. Std. Pk.
End Plate D EPCY2.5/10 50 EPCY2.5/10 50 EPCY2.5/10 50
Partition Plate D PPCY2.5/10 20 PPCY2.5/10 20 PPCY2.5/10 20
DIN Rail - r ||2511120 20 2511120 20 2511120 20
L CA701-15/S 20 CA701-15/S 20 CA701-15/S 20
End Stop CA702 50 CA702 50 CA702 50
@ CA802 50 CA802 50 CAB02 50
CA103 50 CA103 50 CA103 50
Shorting Link/ 2 pole | |JX2.5/2 100 JX4/2 100 JY6/2 100
Jumpers ™ 3pole ||JX2.5/3 50 JX4/3 50 - -
4 pole ||JX2.5/4 50 JX4/4 50 - -
TOUUOUOU00 5 pole | | JX2.5/5 50 - = = -
6 pole | |JX2.5/6 10 - - - -
7 pole || JX2.5/7 10 - - - -
8 pole ||JX2.5/8 10 JX4/8 50 - -
10 pole || JX2.5/10 10 JX4/10 10 - -
16 pole | |- - JX4/16 10 - -
Marking Tag @ MT5 1 Pk. (100 tags) | | MT6 1 Pk. (100 tags) | | MT8 1 Pk. (100 tags)
Warning Label WLX2.5 1 Pk. (100 tags) | | WLX4 1 Pk. (100 tags) | | WLX6 1 Pk. (100 tags)




CY SERIES
SINGLE LEVEL FEED THROUGH TERMINAL BLOCKS e —

‘ 2 Connection Feed-Through |
Dimensions & Weight | 2Jumper Channels |
j Width \ \ 10 mm |
’ Length ‘ ‘ 50 mm ‘
Height w DIN Rail 35 x 7.5 mm 49 mm
35x 15 mm 56.5 mm
[ Weight per piece ‘ ’ 200g ‘
Technical Data/Ratings
Approvals -\ IEC
ciwus @GR ==
(EEBRE E220514 @., 6094-7-7-1
Wire Size (solid | stranded) 24-6 AWG 0.2-10 mm?
Voltage Rating 600V 1000V AC/DC
Current Rating 65A 57A
Torque 14lb-in 1.2Nm
||nsu|ation Material H Polyamide 66
Installation Instructions
Wire Stripping Length ecem—— 11 mm
Screwdriver @ Flat Head 0.8 x 4 mm
Terminal Blocks Cat. No. Std. Pk.
Grey (standard) cY10 50
Red R CY10/R 50
Blue BU CY10/BU 50
Black BL Il | cyioBL 50
Orange 0 L1 cvio0 50
Green G CY10/G 50
Yellow Y cY10/Y 50
White W cyio/w
Accessories Cat. No. Std. Pk.
End Plate D | EPCY2.5/10 50
Partition Plate C) PPCY2.5/10 20
DIN Rail ~_r | [2511120 20
L_[ | |CA701-15/S 20
End Stop CA702 50
@ CAB02 50
CA103 50
Shorting Link/ 2 pole | |JY10/2 20
Jumpers - 3pole | |- -
4pole | |- -
m 5 po]e s -
6 pole | |- 5
7 pole | |- -
8pole | |- -
10 pole | |- =
16 pole | (- -
Marking Tag MT10 1 Pk. (100 tags)
Warning Label @ WLX10 100




CY SERIES

SCREW TERMINAL BLOCKS

FEATURES

* 3 to 4 connections

* Up to 2 connection points
on each side

* 2 jumper channels for
individual potential
distribution

APPLICATIONS

* Connecting different type
of wires with different wire
sizes into single Terminal
Block

= Simple distribution applica-

tions

MULTIPLE CONNECTION TERMINAL BLOCKS
CY4/4

CY4/3

O—e——0—0
3 Connection Feed-Through 4 Connection Feed-Through
Dimensions & Weight 2 Jumper Channels 2 Jumper Channels
Width | \ 6 mm ] | 6 mm |
Length | ] 58.8 mm ] 1 58.8 mm \
‘ Height w DIN Rail 35 x 7.5 mm 50.7 mm 50.7 mm
\ 35x 15 mm 58.2 mm 58.2 mm
‘ Weight per piece ’ ’ 120¢g ‘ ‘ 140¢g ’
Technical Data/Ratings
Approvals -\ IEC L-\Y IEC
[y ' YO L cosus @D =
EpEE=EE E220514 @, &)9!-7-1 E220514 @., ecs4.7-7-1
 Wire Size (solid / stranded) 24-10 AWG | 0.2-2.5 mm? 24-10 AWG | 0.2-4 mm?
Voltage Rating 600V 1000V AC/DC 600V 1000V AC/DC
Current Rating 30A 32A 30A 32A
Torque 45b-in 0.8 Nm 451b-in 0.8 Nm
‘ Insulation Material ] \ Polyamide 66 \ y Polyamide 66
Installation Instructions
Wire Stripping Length e 9 mm 9mm
Screwdriver @ Flat Head 0.6 x 3.5 mm Flat Head 0.6 x 3.5 mm
Terminal Blocks Cat. No. Std.Pk.  Cat.No. Std. Pk.
Grey (standard) CY4/3 100 CYq/4 100
Red R CY4/3/R 100 CY4/4/R 100
Blue BU CY4/3/BU 100 CY4/4/BU 100
Black BL I || Cv4/3/BL 100 CY4/4/BL 100
Orange 0 CY4/3/0 100 CY4/4/0 100
Green G CY4/3/G 100 CY4/4/G 100
Yellow Y CY4/3/Y 100 CY4/4rY 100
White W CY4/3/W CY4/4/wW
Accessories Cat. No. Std. Pk. Cat. No. Std. Pk.
End Plate D EPCY4/3 50 EPCY4/4 50
DIN Rail ~_r || 2511120 20 2511120 20
CA701-15/S 20 CA701-15/S 20
End Stop CA702 50 CA702 50
@ CAB02 50 CA802 50
CA103 50 CA103 50
Shorting Link/ 2 pole | |JX4/2 100 X472 100
Jumpers ™ 3 pole | [JX4/3 50 JX4/3 50
4 pole || JX4/4 50 JX4/4 50
ToToTTTUnY 5pole | |- = = =
6 pole | |- = = =
7pole | |- o = o
8 pole | |JX4/8 50 JX4/8 50
10 pole | | JX4/10 10 JX4/10 10
16 pole | | JX4/16 10 JX4/16 10
Marking Tag @ MT6 1 Pk. (100 tags) | | MT6 1 Pk. (100 tags)
Warning Label WLX4 1 Pk. (100 tags) | | WLX4 1 Pk. (100 tags)




CY SERIES
FEED THROUGH DOUBLE LEVEL SCREW TERMINAL BLOCKS

ODL2.5(1.S) ODLG2.5 ODLG2.5(1.S)

Double Level Double Level with Offset Internally Double Level with Offset Double Level with Offset Internally
Dimensions & Weight with Offset Shorted Upper / Lower Level Ground Connection Shorted / Ground Connection
Width 5mm 5mm 5mm 5mm
Length 62.0 mm 62.0 mm 62.0 mm 62.0 mm
Height w DIN Rail 35 x 7.5 mm 63.0 mm 63.0 mm 63.0 mm 63.0 mm
35x15mm 70.5 mm 70.5 mm 70.5 mm 70.5 mm
lWeight per piece ‘ ’ 130 ] ‘ 14.2¢ \ y 153 ¢ \ 17.0¢
Technical Data/Ratings
Approvals L-\Y IEC \ IEC 3 IEC e IEC
) = N @ =2 A\ ING) = N @ 1EC
ExEEEE E220514 @, 609’-7-1 Ez0614 @, 609!-7-1 E220614 &, 609’-7-1 E220514 @, 60947-7-1
Wire Size (solid / stranded) 24-12 AWG | 0.2-2.5 mm? 24-12 AWG | 0.2-2.5 mm? 24-12 AWG | 0.2-2.5 mm? 24-12 AWG | 0.2-2.5 mm2
Voltage Rating 300V 800V AC/DC 300V 800 VAC/DC 300V 800V AC/DC 300V 800 VAC/DC
Current Rating 25A 24A 25A 24A 25A 24A - -
Torque 45Ib-in 0.4Nm 45b-n 04Nm 45b-in 0.4Nm 45b-n 04Nm
Insulation Material || Polyamide 66 || Polyamide 66 | | Polyamide 66 | Polyamide 66
Installation Instructions
Wire Stripping Length ee— 8 mm 8 mm 8 mm 8 mm
Screwdriver @ Flat Head 0.6 x 3.5 mm Flat Head 0.6 x 3.5 mm Flat Head 0.6 x 3.5 mm Flat Head 0.6 x 3.5 mm
Terminal Blocks Cat. No. Std. Pk. Cat. No. Std. Pk. Cat. No. Std. Pk. Cat. No. Std. Pk.
Grey [ § | oDL25 50 0DL2.5(1.S) 50 0DLG2.5 [R]] 50 0DLG2.5(L.S) 50
Stackable Clip-on - 0DL2.5A 50 0DL2.5A(LS) 50 0DLG2.5A 50 0DLG2.5A(1.S) 50
Red R 0DL2.5R 50 0DL2.5R 50 - - - -
Blue BU 0DL2.5/BU 50 0DL2.5/BU 50
Black BL 0DL2.5/BL 50 0DL2.5/BL 50
Orange 0 0DL2.5/0 50 0DL2.5/0 50
Green G 0DL2.5/G 50 0DL2.5/G 50
Yellow Y 0DL2.5/Y 50 0DL2.5/Y 50
White w 0DL2.5W 0DL2.5W 50

Accessories Cat. No. Std. Pk. Cat. No. Std. Pk. Cat. No. Std. Pk. Cat. No. Std. Pk.

End Plate Q Front Side | | EPODL2.5 50 EPODL25 50 EPODL2.5 50 EPODL2.5 50
Back Side | | EP10DL2.5 50 EP10DL2.5 50 EP10DL2.5 50 EP10DL2.5 50
DIN Rail 2511120 20 2511120 20 2511120 20 2511120 20
T\3Smmf L35"‘"‘J CA701-15/S 20 CA701-15/S 20 CA701-15/S 20 CA701-15/S 20
End Stop CA702 50 CA702 50 CA702 50 CA702 50
%} CA802 50 CA802 50 CA802 50 CA802 50
CA202 25 CA202 25 CA202 25 CA202 25
Shorting Link/ 2pole | | Jx2.5/2 100 JX2.5/2 100 JX2.5/2 100 JX2.5/2 100
Jumpers 3pole | |JX2.5/3 50 JX2.5/3 50 JX2.5/3 50 JX2.5/3 50
4pole | |Jx2.5/4 50 JX2.5/4 50 JX2.5/4 50 JX2.5/4 50
™ 5pole | |JX2.5/5 50 JX2.5/5 50 JX2.5/5 50 JX2.5/5 50
T 6pole | |JX2.5/6 10 JX2.5/6 10 JX2.5/6 10 JX2.5/6 10
7pole | |JX2.5/7 10 JX2.5/7 10 JX2.5/7 10 JX2.5/7 10
8 pole | |JX2.5/8 10 JX2.5/8 10 JX2.5/8 10 JX2.5/8 10
10 pole | | JX2.5/10 10 JX2.5/10 10 JX2.5/10 10 JX2.5/10 10

Marking Tag . MT5 1Pk.(100tags) | | MT5 1 Pk. (100 tags) MT5 1 Pk. (100 tags) MT5 1 Pk. (100 tags)




CY SERIES

SCREW TERMINAL BLOCKS

HIGHLIGHTS

FEATURES

* 2 connection grounding

terminals

* Yellow/ Green Color as
per Industry standard

* Snap-on feet

APPLICATIONS
* Grounding Applications

GROUND /7 EARTH TERMINAL BLOCKS

" 2 Connection Ground Terminal | | 2 COnnecﬁonEGround Terminal " 2 Connection Ground Terminal |
Dimensions & Weight 2 Jumper Channels 2 Jumper Channels 2 Jumper Channels
]Width \ ] 5mm \ | 6 mm | y 8 mm \
i Length ‘ ‘ 50 mm ‘ ‘ 50 mm ‘ ’ 50 mm ‘
Height w DIN Rail 35 x 7.5 mm 49 mm 49 mm 49 mm
35x 15 mm 56.5 mm 56.5 mm 56.5 mm
\Weigm per piece \ ] 11.7g ‘ ‘ 13.7¢ \ ] 299 \
Technical Data/Ratings
Approvals N IEC -\ IEC -\ IEC
~ oy c us @R =t c us @R L= c us @R 5%
(ERBEE E220514 CC“ 60947-7-1 | | E220514 °C & 609!-7-1 E220514 °C o 6094.7.7-1
Wire Size (solid | stranded) 24-12 AWWG  0.2-2.5 mm? 24-10 AWG | 0.2-4 mm? 24-8 AWG 0.2-6 mm?
Voltage Rating 600V 1000V AC/DC 600V 1000V AC/DC 600V 1000V AC/DC
Current Rating - - - - - -
Torque 3.6 Ib.in 0.4 Nm 4.5 b.in 0.8 Nm 11 Ib.in 1.2Nm
\ Insulation Material [ y Polyamide 66 | | Polyamide 66 | | Polyamide 66
Installation Instructions
Wire Stripping Length e 8 mm 9 mm 10 mm
Screwdriver @ Flat Head 0.5 x 3 mm Flat Head 0.6 x 3.5 mm Flat Head 0.8 x 4 mm
Terminal Blocks Cat. No. std. Pk. Cat. No. Std. Pk. Cat. No. Std. Pk.

| Yellow / Green [N ] 'l CYG2.5 100 .ICYGd 100 'l CYG6 100 '

Accessories Cat. No. Std. Pk. Cat. No. Std. Pk. Cat. No. Std. Pk.
| End Plate D| | EPCY2.5/10 50 ] | EPCY2.5/10 50 | | EPCY2.5/10 50 |
Partition Plate ) | PPCY2.5/10 20 | i PPCY2.5/10 20 | | PPCY2.5/10 20 |
DIN Rail ~r~ | [2511120 50 2511120 50 2511120 50
LI || ca701-15/8 50 CA701-15/S 50 CA701-15/S 50
End Stop CA702 50 CA702 50 CA702 50
@ CAB02 50 CA802 50 CAB02 50
CA103 50 CA103 50 CA103 50
Shorting Link/ 2 pole | [Ix2.5/2 100 JXar2 100 JY6/2 100
Jumpers m 3pole | | JX2.5/3 50 JX4/3 50 - -
4pole | | JX2.5/4 50 JXa/4 50 — =
TOTOO00000 5 pole | | JX25/5 50 2 - A -
6 pole | | JX2.5/6 50 = = = =
7pole | | X257 10 - - - =
8pole | | JX25/8 10 Jxa/8 10 = =
10 pole | | JX2.5/10 10 JX4/10 10 — =
16 pole | |- 2 JX4/16 10 - 2
Marking Tag - MT5 1 Pk. (100 tags)| [ MT6 1 Pk. (100 tags)| [ MT8 1 Pk. (100 tags)
Warning Label WLX2.5 100 WLX4 100 WLX6 100




CY SERIES
GROUND / EARTH TERMINAL BLOCKS SCREW TERMINAL BLOCKS

CYG10

" 2 Connection Ground Terminal
Dimensions & Weight | #dumper Chanineis
| Width | y 10mm \
‘ Length ‘ ’ 50 mm ‘
Height w DIN Rail  35x 7.5 mm 49 mm
35x 15 mm 56.5 mm
’ Weight per piece ‘ ’ 301g ‘
Technical Data/Ratings
Approvals \-\Y IEC
o —— [ us @R L5
CEREEE E220514 °C“s eog!m
Wire Size (solid | stranded) 24-6 AWG | 0.2-10 mm?
Voltage Rating 600V 1000V AC/DC!
Current Rating = =
Torque 14 |b.in 1.2Nm
y Insulation Material \ | Polyamide 66
Installation Instructions
Wire Stripping Length e 11 mm
Screwdriver % Flat Head 0.8 x 4 mm
Terminal Blocks Cat. No. Std. Pk.
| Yellow / Green [N ' CYG10 50
. CYG4 Ground Block Assembly '
Accessories Cat. No. Std. Pk.
| End Plate D| EPCY2.5/10 50
| Partition Plate ) I PPCY2.5/10 20
DIN Rail ~ | [2511120 50
| | CA701-15/S 50
End Stop CA702 50
H CAB02 50
CA103 50
Shorting Link/ 2 pole JY10/2 20
Jumpers ™ 3 pole - o
4 pole - -
TTUTOU000  Spole | |- _
6 pole = o
7 pole - -
8 pole - =
10 pole - -
16 pole - -
Marking Tag MT10 1 Pk. (100 tags)
Waminglabel  >X="| |WLX{0 100




CY SERIES

SCREW TERMINAL BLOCKS

HIGHLIGHTS

FEATURES

* CYF4 Series accepts
5x20mm fuse types

* 6mm wide compact design

* 2 internal Jumper Channels

Fuse Blocks, 5 x 20mm
CYF4L6-60V

o

CYF4L110-240V
fine ot

: 219
s’ u

Fuse Block 5x 20 mm

Fuse Block 5x 20 mm, LED Fuse Block 5 x 20 mm, LED

* Enclosed, no endplates Dime"sions & Weight 2 Jumper Channels ‘ ’ 2 Jumper Channels ‘ ‘ 2 Jumper Channels
C 2?;] :Iidversion with LED ‘ iy l ‘ G l ‘ 6 mm | ‘ S \
for blown fuse indication | Length || 58.8 mm || 56.8mm || 56.8mm \
i eight w DIN Rail 35 x 7.5 mm A mm A mm 4mm
No polartty. required Height w DIN Rail 35x 7.5 724 724 72.4
APPLICATIONS 35x 15 mm 79.9 mm 79.9 mm 79.9 mm
- Control system with fuse ’ Weight per piece ] ’ 20.2¢ l ’ 1744 ‘ ‘ 174¢ ’
protection Technical Data/Ratings
[ Ap "
 Approvals \ IEC IEC 3 1EC
‘ 5\ G 1EC B\ ) 1EC I -\ YR IEC
EEEEE E220514 8., 6094—-7-1 E220514 .. 60947-7-1 | | E220514 @. 6094.7-7-1
Wire Size (solid / stranded) 24-10 AWG 0.2-4 mm? 24-10 AWG 0.2-4 mm? 24-10 AWG 0.2-4 mm?
Voltage Rating 600V 1000V AC/DC 600V 1000V AC/DC 600V 500V AC/DC
Current Rating 10A 10A 10A 10A 10A 10A
Torque 4.5 Ib-in 0.5Nm 4.51b-in 0.5Nm 4.5 Ib-in 0.5Nm
Insulation Material | | Polyamide 66 \ ] Polyamide 66 | \ Polyamide 66
Fuse Specifications
Fuse Type 5x20/ 5x25 mm 5x20/ 5x25 mm 5x20 / 5x25 mm
LED Indicator Voltage - 6-60VAC/DC 110-240V AC/DC
Installation Instructions
Wire Stripping Length eest=— 10 mm 10 mm 10 mm
Screwdriver @ Flat Head 0.6 x 3.5 mm Flat Head 0.6 x 3.5 mm Flat Head 0.6 x 3.5 mm
Terminal Blocks Cat. No. Std. Pk. Cat. No. Std. Pk. Cat. No. Std. Pk.
ey R I | P Fr R [
ue - -
. A -I:”:] Black BL CYF4/BL 50 CYFAL6-60V/BL 50 CYF4L110-240V/BL 50
Accessories Cat. No. Std. Pk. Cat. No. Std. Pk. Cat. No. Std. Pk.
DIN Rail -~ r | |2511120 20 2511120 20 2511120 20
| | CA701-15/S 20 CA701-15/S 20 CA701-15/S 20
End Stop CA702 50 CA702 50 CA702 50
H CA802 50 CA802 50 CA802 50
CA202 50 CA202 50 CA202 50
Shorting Link/ 2 pole | | JX4/2 100 JX4/2 100 JX4/2 100
Jumpers 3 pole | |JX4/3 50 JX4/3 50 JX4/3 50
m
4 pole || JX4/4 50 JXd/4 50 JXa/4 50
m 5 po[e o = - - - -
6pole | |- = = = = -
7pole | |- - - - - -
8 pole | | JX4/8 10 JX4/8 10 JX4/8 10
10 pole | | JX4/10 10 JX4/10 10 JX4/10 10
CYF4 Fuse 16 pole | | JX4/16 10 JX4/16 10 JX4/16 10
Block Assembly Marking Tag @ MT6 1 Pk. (100 tags) | | MT6 1 Pk. (100 tags) | | MT6 1 Pk. (100 tags)
Waming Label WLX4 1 Pk. (100 tags) | | WLX4 1 Pk. (100 tags) | [ WLX4 1 Pk. (100 tags)




Blade/ Knife Style Disconnect Terminal Blocks

CYDLK4

CYDLGK4

CY SERIES

SCREW TERMINAL BLOCKS

LS [T e HIGHLIGHTS
FEATURES
* Knife/ Blade Style Discon-
nect Terminals
o—or o = CYK4 Standard Knife
o—" 0 s — " ° Disconnect
- = CYDL Multi-Level Knife
Kaie Stye Disconnect o Jo: Kafe Stye Disconnect ’ Top: Knfe Style Disconnect Dlscopsct
2 Jumper Channels ottom: ough Terminal id: rough Termina
. . . 2x2 Jumper Channels Bottom: Ground APPLICATIONS
Dimensions & Weight ‘ || 2x2 Jumper Channels | . Tost & Measurement
’wmm ‘ ‘ 6 mm \ ’ 6mm ‘ ‘ 6mm ‘ * Control and Regulation
L 588 945 945 b
‘ ength ‘ ‘ ¢ mm ‘ ’ = mm ‘ I = mm l * Applications featuring Utility
Height w DIN Rail 35 x 7.5 mm 51.5mm 67.6 mm 67.6 mm Instruments and associated
35x 15 mm 56.6 mm 751 mm 751 mm Transformers
| Weight per piece || 133¢ || 275¢ || 329¢ | B Specially designed socket
headed screw allowing easy
Technical Data/Ratings test point access
Approvals L-\Y IEC Y IEC \ IEC
. B\ YIG) IEC N @ IEC M @ IEC
EREEE E220514 8., 609!-7—1 220514 °C°s 6094-7-7-1 E220514 Q. m’-m
Wire Size (solid / stranded) 24-10 AWG | 0.2-4 mm2 24-10 AWG | 0.2-4 mm2 24-10 AWG | 0.2-4 mm2
Voltage Rating 600V 1000V AC/DC 300V 630VAC/DC 300V 500V AC/DC
Current Rating Disconnect (Top) 26A 28A 26A 20A 26A 20A
Current Rating Feed Thru (Mid) - - 30A 30A 30A 30A
Torque 4.51b-in 0.5Nm 4.5 |b-in 0.5Nm 4.5 |b-in 0.5Nm
Insulation Material || Polyamide 66 || Polyamide 66 || Polyamide 66
Installation Instructions
Wire Stripping Length ee=" 10 mm 8 mm 8 mm
Screwdriver @ Flat Head 0.5 x 3 mm Flat Head 0.6 x 3.5 mm Flat Head 0.8 x 4 mm
Terminal Blocks Cat. No. Std.Pk.  Cat.No. Std.Pk.  Cat.No. std. Pk.
Grey (standard) [ 1| CYK4 50 CYDLK4 50 CYDLGK4 50 Additional colors available.
Blue BU I || CYK4/BU 50 CYDLK4/BU 50 CYDLGK4/BU 50 =
Black BL - CYK4/BL 50 CYDLK4/BL 50 CYDLGK4/BL 50 .-DD
Accessories Cat. No. Std. Pk. Cat. No. Std. Pk. Cat. No. Std. Pk.
DIN Rail ~_r || 2511120 20 2511120 20 2511120 20
L_[ | |CA701-15/5 20 CA701-15/S 20 CA701-15/S 20
End Stop CA702 50 CA702 50 CA702 50
@ CA802 50 CA802 50 CA802 50
CA202 50 CA202 50 CA202 50
Shorting Link/ 2 pole | | JX4/2 100 JX4/2 100 JX4/2 100
Jumpers m 3pole | | JX4/3 50 JX4/3 50 JX4/3 50
4 pole | | JX4/4 50 JXa/4 50 JXa/4 50
m 5 mle e 5 f— o o —
6pole | |- - - - - -
7 pole | |- - = = = =
8 pole | | JX4/8 10 JX4/8 10 JX4/8 10
10 pole | | JX4/10 10 JX4/10 10 JX4/10 10
16 pole | | JX4/16 10 JX4/16 10 JX4/16 10
Marking Tag MT6 1 Pk. (100 tags) | | MT6 1 Pk. (100 tags) | | MT6 1 Pk. (100 tags) :
Warning Label = | |wixe 1Pk (100 tags) | | WLX4 1 Pk (100 tags) | | WLX4 1 Pk (100 tags) S




CY SERIES

SCREW TERMINAL BLOCKS

FEATURES

* Top Level fuse link for
5x20mm fuse types

* Bottom Level Feed-
Through Terminal 30A

* 6mm wide compact design

* 2 internal jumper channels
on each level

* CYDLFA4L version with
LED for blown fuse
indication

* Blocks can be used in AC
& DC applications

APPLICATIONS

= Tight Space Fuse
applications

* No need for additional
Feed-Through Terminal

* Control Systems with fuse
applications

CYDLF4L6-60V

=)

11

\i"v

v
7

Multi-Level Fuse Blocks, 5 x 20mm + Feed Through

CYDLF4L110-240V

(

=

n\..

i}

-

i

Top: Fuse Block, 5x20mm | | Top: Fuse Block, 5x20mm, LED | | Top: Fuse Block, 5x20mm, LED |
. . g Bottom: Feed Through Terminal | | Bottom: Feed Through Terminal | | Bottom: Feed Through Terminal
imensions & Welght 2x2 Jumper Channels I 2x2 Jumper Channels | 2x2 Jumper Channels
Width ‘ ’ 6 mm ‘ ‘ 6 mm ‘ ‘ 6 mm ‘
Length \ ] 94.5 mm \ [ 94.5 mm \ \ 94.5mm \
Height w DIN Rail 35 x 7.5 mm 90.9 mm 90.9 mm 90.9 mm
35x 15 mm 98.4 mm 98.4 mm 98.4 mm
Weight per piece | ] 30.0g \ [ 31.0¢ | | 3104 \
Technical Data/Ratings
Appl‘ovals “ I EC > EC
crMus @B IEC A\ PG B\ YG)
(E&EBEE E220514 8., 6094771 | | E220514 © °| eoga7-7-1 | | E220514 @, 60947-7-1
Wire Size (solid / stranded) 24-10 AWG | 0.2-4 mm? 24-10 AWG | 0.2-4 mm2 24-10 AWG | 0.2-4 mm?
Voltage Rating 300V 1000V AC/DC 300V 1000V AC/DC 300V 500VAC/DC
Current Rating Fuse (Top) 10A 10A 10A 10A 10A 10A
Current Rating Feed Thru (Bottom) 30A 30A 30A 30A 30A 30A
Torque 4.5 Ib-in 0.5 Nm 4.5 Ib-in 0.5Nm 4.5 Ib-in 0.5Nm
\ Insulation Material | \ Polyamide 66 \ | Polyamide 66 \ \ Polyamide 66
Fuse Specifications
Fuse Type 5x20 / 5x25 mm 5x20 / 5x25 mm 5x20 / 5x25 mm
LED Indicator Voltage - 6-60V AC/DC 110-240V AC/DC
Installation Instructions
Wire Stripping Length ees—— 9mm 9mm 9mm
Screwdriver @ Flat Head 0.6 x 3.5 mm Flat Head 0.6 x 3.5 mm Flat Head 0.6 x 3.5 mm
Terminal Blocks Cat. No. Std. Pk. Cat. No. std. Pk. Cat. No. Std. Pk.

Additional colors available.

N .

CYDLGF4 assembly
with ground

Grey (standard)
Blue BU
Black BL

CYDLF4
CYDLF4/BU
CYDLF4/BL

CYDLF4L6-60L
CYDLF4L6-60L/BU
CYDLF4L6-60L/BL

50
50
50

CYDLF4L110-240V 50
CYDLF4L110-240V/BU 50
CYDLF4L110-240V/BL 50

Accessories Cat. No. Std. Pk. Cat. No. Std. Pk. Cat. No. Std. Pk.
DIN Rail ~r | [2511120 20 2511120 20 2511120 20
LTS | |caro1-1558 20 CA701-15/S 20 CA701-15/S 20
End Stop CA702 50 CA702 50 CA702 50
@ CA802 50 CA802 50 CA802 50
CA202 50 CA202 50 CA202 50
Shorting Link/ 2pole | [ Jxar2 100 Jxar2 100 X472 100
Jumpers m 3 pole | | JX4/3 50 JX4/3 50 JX4/3 50
4pole | |Jx4/4 50 JXa/4 50 JXa/4 50
TUOMTOIT 5 pole | |- i 2 £ = 2
pole | |- = = - = =
7pole | |- = = = = =
8 pole | | JX4/8 10 Jxa/8 10 Jxa/8 10
10 pole | | JX4/10 10 JX410 10 JX410 10
16 pole | | JX4/16 10 JXa16 10 JX4116 10
Marking Tag - MT6 1 Pk. (100 tags) | [ MT6 1 Pk. (100 tags) | [ MT6 1 Pk. (100 tags)
Warning Label WLX4 1 Pk. (100 tags) | | WLX4 1 Pk. (100 tags) | | WLX4 1 Pk. (100 tags)




Multi-Level Fuse Blocks, 5 x 20mm + Feed Through + Ground
CYDLGF4

CYDLGF4L6-60V CYDLGF4L110-240V

CY SERIES

Top: Fuse Block, 5x20mm
Mid: Feed Through Terminal
Bottom: Ground

Top: Fuse Block, 5x20mm, LED
Mid: Feed Through Terminal
Bottom: Ground

Top: Fuse Block, 5x20mm, LED
Mid: Feed Through Terminal
Bottom: Ground

SCREW TERMINAL BLOCKS

HIGHLIGHTS

FEATURES

* Top Level fuse link for
5x20mm fuse types

* Middle Level Feed-
Through

* Bottom Level Grounding
Terminal

= 6mm wide compact design

* 2 internal jJumper channels

Dimensions & Weight on each level
. 2x2 Jumper Channels ‘ 2x2 Jumper Channels 2x2 Jumper Channels - CYDLFAL version with
Width || 6 mm || 6 mm || 6 mm LED for blown fuse
\ Length | ] 94.5 mm \ | 94.5 mm | | 94.5 mm indication
= : * Blocks can be used in AC
Height w DIN Rail  35x 7.5 mm 90.9 mm 90.9 mm 90.9 mm & DC applications
35x 15mm 98.4 mm 98.4 mm 98.4 mm
] Weight per piece ’ ] 408g \ ] 354¢ \ ] 354g \ APPLICATIONS
Technical Data/Ratings ~Tight: Space Fuoe
Aot = . = - o applications
N @ IEC W @ IEC s @ IEC * No need for additional
(CEREEE E220514 8. 60947-7-1 | | E220514 8. 60947-7-1 | | E220514 8., 60947-7-1 Feed-Through Terminal
Wire Size (solid / stranded) 24-10 AWG 0.2-4 mm? 24-10 AWG 0.2-4 mm? 24-10 AWG 0.2-4mm? | ° Control Systems with fuse
Voltage Rating 300V 1000V AC/DC 300V 1000V AC/DC 300V 500vAcDC|  @pplications
-
Current Rating Fuse (Top) 10A 10A 10A 10A 10A 10A
Current Rating Feed Thru (Mid) 30A 30A 30A 30A 30A 30A
Torque 4.5 1b-in 0.5 Nm 4.5 Ib-in 0.5Nm 4.5 Ib-in 0.5Nm
' Insulation Material || Polyamide 66 | | Polyamide 66 || Polyamide 66
Fuse Specifications
Fuse Type 5x20 / 5x25 mm 5x20 / 5x25 mm 5x20 / 5x25 mm
LED Indicator Voltage - 6-60VAC/DC 110-240V AC/DC
Installation Instructions
Wire Stripping LENgth ee——" 9 mm 9mm 9mm
Screwdriver @ Flat Head 0.6 x 3.5 mm Flat Head 0.6 x 3.5 mm Flat Head 0.6 x 3.5 mm
Terminal Blocks Cat. No. Std. Pk. Cat. No. std. Pk. Cat. No. Std. Pk.
Grey (standard) - CYDLGF4 50 CYDLGFAL6-60L 50 CYDLGF4L110-240V 50 Additional colors available.
Blue BU I || CYDLGF4/BU 50 CYDLGFAL6-60L/BU 50 CYDLGF4L110-240V/BU 50
Black BL - CYDLGF4/BL 50 CYDLGF4L6-60L/BL 50 CYDLGF4L110-240V/BL 50 .-DD
Accessories Cat. No. Std. Pk. Cat. No. Std. Pk. Cat. No. Std. Pk.
DIN Rail ~_r | | 2511120 20 2511120 20 2511120 20
| | CA701-15/8 20 CA701-15/S 20 CA701-15/S 20
End Stop CA702 50 CA702 50 CA702 50
@ CA802 50 CA02 50 CA802 50
CA202 50 CA202 50 CA202 50
Shorting Link/ 2pole | | JX4/2 100 JX4/2 100 JX4/2 100
Jumpers ™ 3pole | | JX4/3 50 JX4/3 50 JX4/3 50
4 pole | | JX4/4 50 JX4/4 50 JX4/4 50
TUoToooie 5 pole | |- _ _ - i o
6 pole | |- 2 2z 2 i =
7pole | |- - - = = =
8 pole | | JX4/8 10 JX4/8 10 JX4/8 10
10 pole | | X440 10 JX4/10 10 JX4/10 10
16 pole | | JX4/16 10 JX4/16 10 JX4/16 10
Marking Tag i:;; MT6 1 Pk. (100 tags) | | MT6 1 Pk. (100 tags) | | MT6 1 Pk. (100 tags)
Warning Label WLX4 1 Pk. (100 tags) | | WLX4 1 Pk. (100 tags) | | WLX4 1 Pk. (100 tags)




CY SERIES

SCREW TERMINAL BLOCKS

HIGHLIGHTS

FEATURES

* Modified version of CYDLF4

with 2 equipotential
connections on each side
* 6mm wide compact design

* 2x2 internal jumper channels
* CYDLFALRL version with LED

for blown fuse indication

CYDLF4LRL6-60V CYDLF4LRL110-240V

Multi-Level Fuse Blocks, 5x20mm, 4 Connection Points
CYDLF4LR

* Blocks can be used in AC & Fuse Block, 5x20mm Fuse Block, 5x20mm , LED Fuse Block, 5x20mm , LED
DC applications Dimensions & Weight with 4 Connection Points with 4 Connection Points | with 4 Connection Points
2x2 Jumper Channels ‘ 2x2 Jumper Channels 2x2 Jumper Channels
APPLICATIONS ‘Width ‘ ’ 6 mm ‘ ‘ 6 mm ‘ ‘ 6 mm ‘
* Tight Space Fuse applications
= Mulake fiss areicaiins |Lengm | y 94.5mm \ | 94.5mm | \ 94.5mm \
* Control Systems with fuse Height w DIN Rail 35 x 7.5 mm 90.9 mm 90.9 mm 90.9 mm
applications 35x 15mm 98.4 mm 98.4 mm 98.4 mm
‘Weight per piece ‘ | 3494 ‘ ‘ 3009 ‘ ‘ 300¢ ‘
Technical Data/Ratings
Approvals L-\Y IEC -\ IEC ’ IEC
P\ G IEC B\ P IEC 5\ PG lEC
(EERBEE E220514 8., eos!-m E220514 8. soa’-m E220514 @, 6)9!—7-1
Wire Size (solid / stranded) 24-10 AWG | 0.2-4 mm? 24-10 AWG | 0.2-4 mm? 24-10 AWG | 0.2-4 mm?
Voltage Rating 300V 1000V AC/DC 300V 1000V AC/DC 300V 500V AC/DC
Current Rating 10A 10A 10A 10A 10A 10A
Torque 4.5 Ib-in 0.5Nm 4.5 |b-in 0.5Nm 4.51b-in 0.5Nm
Insulation Material || Polyamide 66 || Polyamide 66 || Polyamide 66
Fuse Specifications
Fuse Type 5x20 / 5x25 mm 5x20 / 5x25 mm 5x20/ 5x25 mm
LED Indicator Voltage - 6-60VAC/DC 110-240V AC/DC
Installation Instructions
Wire Stripping Length e 9mm 9 mm 9 mm
Screwdriver @ Flat Head 0.6 x 3.5 mm Flat Head 0.6 x 3.5 mm Flat Head 0.6 x 3.5 mm
Terminal Blocks Cat. No. Std.Pk.  Cat.No. Std.Pk.  Cat.No. Std. Pk.
Additional colors available. Grey (standard) ] CYDLFALR 50 CYDLFALRL6-60L 50 CYDLFALRL110-240v 50
.E‘.DD Blue BU I || CYDLFALR/BU 50 CYDLFALRL6-60L/BU 50 CYDLF4LRL110-240V/BU 50
Black BL Il | | CYDLFALR/BL 50 CYDLF4LRL6-60L/BL 50 CYDLFALRL110-240V/BL 50

Accessories Cat. No. Std. Pk. Cat. No. Std. Pk. Cat. No. Std. Pk.
DIN Rail - | | 2511120 20 2511120 20 2511120 20
| | CA701-15/S 20 CA701-15/S 20 CA701-15/S 20
End Stop CA702 50 CA702 50 CA702 50
@ CA802 50 CA802 50 CA802 50
CA202 50 CA202 50 CA202 50
Shorting Link/ 2 pole | | JX4/2 100 JX4/2 100 JX4/2 100
Jumpers ™ 3pole | | JX4/3 50 JX4/3 50 JX4/3 50
4 pole | | JX4/4 50 JX4/4 50 JX4/4 50
TOUTO00000  Spole | |- o - o Z ~
6pole | |- - - - - -
7pole | |- - = = = =
8 pole | | JX4/8 10 JX4/8 10 JX4/8 10
10 pole | | JX4/10 10 JX4/110 10 JX4/10 10
16 pole | | JX4/16 10 JX4/16 10 JX4/16 10
Marking Tag @ MT6 1 Pk. (100 tags) | | MT6 1 Pk. (100 tags) | | MT6 1 Pk. (100 tags)
Warning Label WLX4 1 Pk. (100 tags) | | WLX4 1 Pk. (100 tags) | | WLX4 1 Pk. (100 tags)




Multi-Level Fuse Blocks, 5x20mm, 4 Connection Points + Ground

CYDLGF4LR

CY SERIES

SCREW TERMINAL BLOCKS

CYDLGF4LRL6-60V CYDLGF4LRL110-240V

HIGHLIGHTS

FEATURES

N p * Modified version of CYDLGF4
T S i with 2 equipotential
Connections on each side
* 5x20mm fuse link
* Bottom Level Grounding
ne —= Terminal
- * 6mm wide compact design
Fuse Block, 5x20mm Fuse Block, 5x20mm , LED Fuse Block, 5x20mm,LED | . 55 internal jumper channels
Dimensions & Weight with 4 Connection Points with 4 Connection Points with 4 Connection Points - CYDLGF4LRL version with
Bottom: Ground Bottom: Ground Bottom: Ground P s
| 2x2 Jumper Channels 2x2 Jumper Channels 2x2 Jumper Channels . ;E?:l::::gf:: Luss;'::‘d:gt:n
] Width \ y 6 mm y ] 6mm | | 6mm DC applications
] Length | | 94.5mm y ] 94.5mm ‘ | 94.5mm y APPLICATIONS
Height w DIN Rail  35x 7.5 mm 90.9 mm 90.9 mm 90.9 mm « Tight Space Fuse
35x 15mm 98.4 mm 98.4 mm 98.4 mm applications
‘ Weight per piece ‘ ’ M5g ’ ’ 3549 l ’ 3549 * Multi-wire fuse applications
Technical Data/Ratings ~ Gontro) Systems with:fuse
rrm—— =~ . = . w . applications
Tioak [ is @R IEC c us @R IEC c [ () IEC
(EREEE E220514 CC"S 60947-7-1 E220514 °C'“ 60947-7-1 | | E220514 °C“5 60947-7-1
Wire Size (solid / stranded) 24-10 AWG 0.2-4 mm? 24-10 AWG 0.2-4 mm? 24-10 AWG 0.2-4 mm?
Voltage Rating 300V 1000V AC/DC 300V 1000V AC/DC 300V 500V AC/DC
Current Rating Fuse 10A 10A 10A 10A 10A 10A
Torque 4.51b-in 0.5Nm 4.5 |b-in 0.5Nm 4.5 |b-in 0.5Nm
[Insulation Material | | Polyamide 66 ] | Polyamide 66 | [ Polyamide 66
Fuse Specifications
Fuse Type 5x20 / 5x25 mm 5x20 / 5x25 mm 5x20/ 5x25 mm
LED Indicator Voltage - 6-60VAC/DC 110-240V AC/DC
Installation Instructions
Wire Stripping Length ee—=— 9mm 9 mm 9 mm
Screwdriver @ Flat Head 0.6 x 3.5 mm Flat Head 0.6 x 3.5 mm Flat Head 0.6 x 3.5 mm
Terminal Blocks Cat. No. Std.Pk.  Cat.No. Std. Pk. Cat. No. Std. Pk.
Grey (standard) . CYDLGFALR 50 CYDLGFALRL6-60L 50 CYDLGFALRL110-240V 50 Additional colors available.
Blue BU CYDLGFALR/BU 50 CYDLGFALRL6-60L/BU 50 || CYDLGFALRL110-240V/BU 50 ..D[:]
Black BL - CYDLGF4LR/BL 50 CYDLGFALRL6-60L/BL 50 CYDLGFALRL110-240V/BL 50 -
Accessories Cat. No. Std. Pk. Cat. No. Std. Pk. Cat. No. Std. Pk.
DIN Rail ~_r | | 2511120 20 2511120 20 2511120 20
| | CA701-15/S 20 CA701-15/S 20 CA701-15/S 20
End Stop CA702 50 CA702 50 CA702 50
H CA802 50 CA802 50 CA802 50
CA202 50 CA202 50 CA202 50
Shorting Link/ 2 pole | |JX4/2 100 JX4/2 100 JX4/2 100
Jumpers ™ 3pole | | JX4/3 50 JX4/3 50 JX4/3 50
4 pole | | JX4/4 50 JX4/4 50 JXa/4 50
TOOTOOOT 5 pole | | z , = = -
6pole | |- - - - - -
7pole | |- = = = = S
8 pole | | JX4/8 10 JX4/8 10 JX4/8 10
10 pole | | JX4/10 10 JX4/10 10 JX4/10 10
16 pole | | JX4/16 10 JX4/16 10 JX4/16 10
Marking Tag 5;9 MT6 1 Pk. (100 tags) | | MT6 1 Pk. (100 tags) | | MT6 1 Pk. (100 tags)
Warning Label WLX4 1 Pk. (100 tags) | | WLX4 1 Pk. (100 tags) | | WLX4 1 Pk. (100 tags)




CY SERIES

SCREW TERMINAL BLOCKS

HIGHLIGHTS

FEATURES

* CYDLF4FT: 2 independent
Feed-Through Terminals

* CYDLGF4FT 2 independent
Feed-Through Terminals +
Grounding Terminal

* 6mm wide compact design

* 2x2 internal jumper channels

Multi-Level Feed-Through Terminal Blocks

CYDLFAFT

CYDLGFAFT

- Same Profile as CYDLF Fuse 2 Feed-Through Terminals 2 Feed-Through Terminals
Block and CYDLK Disconnect | Dimensions & Weight 2x2 Jumper Channels 2x283ttom: G(r:(r):nd .
Block allows jumpering to both UTOS IR
Fuse and Disconnect \Widﬂ‘ l ’ 6 mm ‘ ‘ 6 mm
Terminals Length || 94.5mm || 945 mm

APPLICATIONS Height w DIN Rail 35 x 7.5 mm 90.9 mm 90.9 mm

« Tight Space Wiring 35x15mm 98.4 mm 98.4 mm
Applications ‘ Weight per piece ‘ I 2524¢ ‘ l 318¢

= Combined Fuse & Disconnect z Z
Projects wih linked DIN Ral [ connical Data/Ratings
Space Approvals -\ { IEC L=\ IEC

, cosaus @ — coasus @R ==
(E&EBEE E220514 @, 609!—7-1 E220514 @, 6094.7-7-1
Wire Size (solid / stranded) 24-10 AWG 0.2-4 mm2 24-10 AWG 0.2-4 mm?
Voltage Rating 300V 1000V AC/DC 300V 1000V AC/DC
Current Rating Feed Thru (Top) 30A 30A 30A 30A
Current Rating Feed Thru (Bottom) 30A 30A 30A 30A
Torque 4.5 1b-in 0.5Nm 4.5 Ib-in 0.5Nm
‘ Insulation Material ] [ Polyamide 66 \ \ Polyamide 66
Installation Instructions
Wire Stripping Length e 9 mm 9 mm
Screwdriver @ Flat Head 0.6 x 3.5 mm Flat Head 0.6 x 3.5 mm
Terminal Blocks Cat. No. Std.Pk.  Cat.No. Std. Pk.
Additional colors available. Grey (standard) [ || CYDLF4FT 50 CYDLGF4FT 50
— Blue BU CYDLF4FTBU 50 CYDLGF4FT/BU 50
..DI:I Black BL . CYDLF4FT/BL 50 CYDLGFA4FT/BL 50

Accessories Cat. No. Std. Pk. Cat. No. Std. Pk.
DIN Rail ~_r | | 2511120 20 2511120 20
LS | | cA701-15/8 20 CA701-15/S 20
End Stop CA702 50 CA702 50
@ CA802 50 CAB02 50
CA202 50 CA202 50
Shorting Link/ 2 pole | | JX4/2 100 JXar2 100
Jumpers ™ 3 pole | | JX4/3 50 JX4/3 50
4pole || JX4/4 50 JX4/4 50
i RS pole | |- S i A
6pole | |- - = =
7pole | |- = = =
8 pole || JX4/8 10 JX4/8 10
10 pole | | JX4/10 10 JX4/10 10
16 pole | | JX4/16 10 JX4/16 10
Marking Tag - MT6 1 Pk. (100 tags) | | MT6 1 Pk. (100 tags)
Warning Label WLX4 1 Pk. (100 tags) | | WLX4 1 Pk. (100 tags)




CY SERIES

ACCESSORIES SCREW TERMINAL BLOCKS

Jumpers / Short Links

Terminal Block Series  Poles Cat. No.  Std. Pk.
2 Pole JX2.5/2 100
CY2.5 Series 3 Pole JX2.5/3 50
5 Pole JX2.5/5 50
6 Pole JX2.5/6 10
7 Pole JIX2.5/7 10
8 Pole JX2.5/8 10
10 Pole  JX2.5/10 10

) 2 Pole JXar2 100
CY4 Series 3 Pole JX4/3 50
CYG4 Series 4 Pole JXa/4 50

gm 8Pole  JX4/8 10
CYDL Serd 10 Pole  JX4/10 10
nes 16 Pole  JX4/16 10

CY6 Series 2 Pole Jyer2 100

CYG6 Series

CY10 Series 2Pole  JY10/2 10

CYG10 Series

Endplates Partition Plates

Terminal Block Cat. No. Dimensions Std. Pk. Terminal Block Cat. No. Dimensions Std. Pk.
CY2.5/CYG2.5 CY2.5/CYG2.5

CY4/CYGA CY4/CYG4

CY6/0YGE EPCY2510  413x50x15mm 50 CY6/CYGE PPCY25/10  42x58x2mm 0
CY10/CYG10 CY10/CYG10

CY4/3 EPCY4/3 43x58x 1.5 mm 50

cY4/4 EPCY4/4 43x65x 1.5 mm 50
End Stops

CA802 CA103 CA104
(screwiess snap-on) (screwless snap-on)

Cat. No. Dimensions  Std. Pk. Cat. No. Dimensions Std. Pk. Cat.No. Dimensions  Std. Pk. Cat.No. Dimensions Std. Pk.
CA802 45x32x8mm 50 CA202 44.5 x50 x 9.5 mm50 CA103 41 x35x6mm 50 CA104 36x41x10mm 50






