
BJ Bonding Jumpers
For Rigid Steel, IMC and EMT.

14" - Use with Type AX 24" - Use with Type AXB, TX and EX

Trade Size 
(Inches)

Catalog Number

Trade Size 
(Inches)

Catalog NumberMin. Max. Min. Max.

1/2 3/4 BJ-0507-14 1/2 3/4 BJ-0507-24

1 1-1/4 BJ-1012-14 1 1-1/4 BJ-1012-24

1-1/2 2 BJ-1520-14 1-1/2 2 BJ-1520-24

2-1/2 3 BJ-2530-14 2-1/2 3 BJ-2530-24

3-1/2 4 BJ-3540-14 3-1/2 4 BJ-3540-24

5 6 BJ-5060-14 5 6 BJ-5060-24

Applications
•	 Type	BJ	-	For	bonding	two	rigid,	EMT	or	IMC	steel	conduits	

together.	

Standard Materials
•	 Clamps	-	malleable	or	ductile	iron
•	 U-bolts	-	steel
•	 Braids	-	tin	copper

Finish
•	 Clamps	and	U-bolts	are	hot	dip	galvanized

Options
•	 Available	in	custom	lengths.	Contact	your	local	representative	

for	pricing	and	availability.

NEC/CEC Certifications and Compliances
•	 UL	Standard:	467
•	 UL	Listed:	E-24264
•	 CSA	Standard:	C22.2	No.	41
•	 CSA	Certified:	15978
•	 Fed.	Spec:	W-F-406E
• NEMA:	FB-1

Type BJ

NEC/CEC: 
Listed for Ordinary Locations

© February 2017
164

CO
MM

ER
CI

AL
 A

ND
 IN

DU
ST

RI
AL

 F
ITT

IN
GS

: E
XP

AN
SI

ON
 A

ND
 D

EF
LE

CT
IO

N 
FIT

TIN
GS




