
Cable Gland Accessories and Tools

Serrated Washers – Stainless Steel
• Available in plated steel or stainless steel as standard, these ”shake-proof” serrated washers fitted internally to the equipment and before 

a locknut act as an anti-vibration device to prevent the gland and locknut arrangement from inadvertently loosening in service.

Metric
Thread

Metric 
Catalog Number

Box  
Quantity NPT

NPT 
Catalog Number

Box  
Quantity

M16 16SW4 500 — — —

M20 20SW4 500 1/2 050NPTSW4 100

M25 25SW4 500 3/4 075NPTSW4 100

M32 32SW4 200 1 100NPTSW4 50

M40 40SW4 100 1-1/4 125NPTSW4 50

M50 50SW4 100 1-1/2 150SPTNW4 10

M63 63SW4 50 2 200NPTSW4 5

M75 75SW4 50 2-1/2 250NPTSW4 5

M90 90SW4 10 3 300NPTSW4 1

M100 100SW4 10 3-1/2 350NPTSW4 1

Metric
Thread NPT

Dimensions mm (in) Weight 
kg (lbs)B C

C

B

M16 — 19 (0.75) 25.4 (10) 0.01 (0.02)

M20 1/2 24 (0.94) 32 (1.26) 0.01 (0.02)

M25 3/4 33 (1.30) 40 (1.57) 0.01 (0.02)

M32 1 42 (1.65) 44 (1.73) 0.01 (0.02)

M40 1-1/4 55 (2.17) 59 (2.32) 0.02 (0.04)

M50 1-1/2 65 (2.56) 80 (3.15) 0.02 (0.04)

M63 2 70 (2.76) 100 (3.94) 0.06 (0.13)

M75 2-1/2 85 (3.35) 112 (4.41) 0.09 (0.20)

M90 3 100 (3.94) 120 (4.72) 0.11 (0.24)

M100 3-1/2 110 (4.33) 150 (5.91) 0.16 (0.35)

Hazardous Location Fittings: cabLe gLand accessories and tooLs
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