
Areamaster™ Generation 2 HL Zone 1 LED Luminaire
Floodlight for Hazardous Locations

ATEX/IECEx: 
Zone 1, 2, 21 and 22 
Ex eb mb op is IIC 

 II 2 GD 
IP66 
IK08

Areamaster Generation 2 Accessory Weights

Description Weight in kg (lbs)

AMHZL1, AMHZL2, AMHZL3 Luminaires 16.5 (36.5)

Yoke Bracket 1.41 (3.1)

Visor 0.2 (0.4)

Guard 0.2 (0.4)

Safety Cable 0.2 (0.4)

Crossarm Mounting Bracket G-AM-8-CA 1.4 (3.1)

Pipe or Wall Mount Bracket G-AM-8-WB 2.9 (6.4)

Poletop Slip-Fitter  GSF20 1.4 (3.1)

Poletop Slip-Fitter AMLEDSF1 2.4 (5.3)

Poletop Slip-Fitter GAM8SF —

Replacement Drivers

Voltage
Driver 

Wattage
Constant 

Current Setting
Luminaire  

Models CCT Catalog Number

BU

100 530ma AMHZL1

5000K

APMZ100C090UD534000K

3000K

150 680ma AMHZL2

5000K

APMZ150C135UD684000K

3000K

150 930ma AMHZL3

5000K

APMZ150C135UD934000K

3000K

LED/FLOODLIGHTS: NEC/CEC, ATEX/IECEx ENCLOSED AND GASKETED
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