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NEC:
Class I, Division 1 and 2, Groups B, C, D 
Class II, Division 1 and 2, Groups F, G
Class III
NEMA 3•, 3R•, 4, 4X, 7CD, 9FG

EBR 30, 60, 100 and 150 Amp Series Receptacles
Explosionproof, Dust-Ignitionproof
With Disconnect Switch or Circuit Breaker. Weatherproof Spring Cover. 600 Vac Max. 250 Vdc Max. 

Replacement Parts

Description Catalog Number

30 Amp, 2W, 3P Receptacle Interior EBRI3023

30 Amp, 3W, 4P Receptacle Interior EBRI3034

60 Amp, 2W, 3P Receptacle Interior EBRI6023

60 Amp, 3W, 4P Receptacle Interior EBRI6034

100 Amp, 2W, 3P Receptacle Interior EBRI1023

100 Amp, 3W, 4P Receptacle Interior EBRI1034

150 Amp, 3W, 4P Receptacle Interior EBRI15034

30 Amp, 2W, 3P Disconnect Interlock Rod Assembly DEJS30

30 Amp, 3W, 4P Disconnect Interlock Rod Assembly DEJS30

60 Amp, 2W, 3P Disconnect Interlock Rod Assembly DEJS60A

60 Amp, 3W, 4P Disconnect Interlock Rod Assembly DEJS60B

100 Amp, 2W, 3P Disconnect Interlock Rod Assembly DEJS100A

100 Amp, 3W, 4P Disconnect Interlock Rod Assembly DEJS100B

30 Amp, 2W, 3P  Breaker Interlock Rod Assembly DEJS30

30 Amp, 3W, 4P  Breaker Interlock Rod Assembly DEJS30

60 Amp, 2W, 3P  Breaker Interlock Rod Assembly DEJS60A

60 Amp, 3W, 4P Breaker Interlock Rod Assembly DEJS60B

100 Amp, 2W, 3P Breaker Interlock Rod Assembly DEJS100A

100 Amp, 3W, 4P Breaker Interlock Rod Assembly DEJS100B

150 Amp, 3W, 4P Breaker Interlock Rod Assembly DEJS100B

• Flip cover suitable for NEMA 3, 3R only. 
 NEMA 4 rating maintained with Appleton NEMA 4 plug installed. Install screw cover for 4, 4X. Both covers are included with product.




