General Accessories

Robroy enclosures are created in standard forms and shapes, but the ability to customize into unique end user
configurations may be the single best reason to buy Robroy products. Certain accessories are available by part number
and can be added at the time of the enclosure purchase, or added later as a separate item.

By comparison, modifications are considerably more complex and end user specific and they must be implemented
before the enclosure leaves the factory. All items listed as Accessories are available as separately priced items.

Breather Vent - 4X
Robroy’s non-metallic Breather Vent allows an enclosure to “breathe”
— literally allowing the free passage of air while maintaining UL Type 4X ’ e CATALOG NUMBER
enclosure integrity as a recognized component. @ / REBVAXIIT
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Drain Vent - 4X

Robroy’s new non-metallic Drain Vent reliably protects electrical
equipment housed inside an enclosure by properly draining unwanted
moisture or accumulated water from within, while maintaining UL Type

CATALOG NUMBER

14 4X enclosure integrity as a recognized component. REDVAXKIT
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Plugglt!”

- Superior corrosion resistance compared to rust-prone
carbon steel and other metallic alternatives helps ensure

increased enclosure life expectancy.

- Cost effective when compared to either carbon or stainless

steel alternatives.

- Considerably better long-term resistance to UV degradation

versus UV-susceptible soft rubber plugs that turn brittle from

extreme temperature variations and repeated UV exposure.

« Will not create galvanic corrosion associated with

dissimilar metals sometimes used in electrical enclosures.

+ Maintains all chemical resistance features of current

AttaBox products.

+ Flame retardant material to UL 94V-0.

+ A submersion/hosedown rated component for use in
electrical enclosures UL recognized to type 4X and 6P.

+ |EC tested to IP66 and IP68.
+ Temperature Rating: -26°F to +257°F (-32°C to +125°C)

(6 MAX)
(1.5 MIN.)
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OE REF. - NOM. COMMON INDUSTRY
HOLE DIA. RANGE APPLICATIONS
conFig1 | Sy T | NA | 1/2" Dia. Hole
1.00" 0.22" 035" 088" | 044" 0.63" - 0.69" 0.56" .
REHPSERIES 1 (2540) | (559) | (889) | (2235) | (m1e) | CONFIG2 | (i600-1746) | (1i2z) | 5/8"Dia Hole
CONFIG 3 (1‘)9-?55 :gb§(154) ((1’-7?287) 3/4” Dia. Hole
120" 0.22" 0.33" 1.04" 0.81" 0.88" \ -
REHPSERIES 1.5 (30.48) (5.:59) (838) (26.39) (20.57) CONFIG 3.5 (22.35) N/A 1/2" Conduit
0.88" - 1.00” 1/2" Conduit
CONFIG4 | (9335 - 95 40) N/A 22mm PB
150" 0.22" 038" | 138 0.85" 106" - 112" 103" " -
REHPSERIES 2 (3810) | (559) | (963) | (35.05) | (2159) | CONFIGS | (5697 2845) | (2676) 3/4” Conduit
122" - 128" 119"
CONFIG6 | (3573-3251) | (30.22) 30mm PB
138" - 150" . .
REHPSERIES 3 (ébogs) (052529) (0936%) (178%) (;43;9) CONFIG 7 (35.05 - 3810) N/A 1" Conduit
; : ) . . 169" - 1.75" 65 " ]
CONFIG 8 (42 67 - L 45) (41 91) 1'1/4 Conduit
2.00" - 212" . )
REHPSERIES 4 275" 0.22" 0.47" 263" 197 | CONFIGO | (50780 - 53.85) N/A 1-1/2" Conduit
(69.85) | (5.59) (1041) | (66.67) | (50.04) [Fonecqo (2.50" - 2.56") (2.1.4") 2" Conduit
63.50 - 65.09 61.89
338" 0.22" 0.34" 338" 2.97" 3.00" ., .
REHPSERIES 5 (85.85) (5.59) (8:63) (85.85) (75.44) CONFIG 1 (76.20) N/A 2-1/2" Conduit
4.00" 022" 034" | 400" | 359" 362" . .
REHPSERIES 6 (101.60) (5.59) (8:63) (101.60) (9119) CONFIG 12 (91.95) N/A 3" Conduit
450" 022" 0.38" 450" | 409" 412" ., -
REHPSERIES 7 (114.30) (5.59) (9.63) (114.30) (103.88) CONFIG 13 (104.65) N/A 3-1/2" Conduit
5.00" 0.22" 0.47" 5.00" 459" 462" . }
REHPSERIES 8 (12700) | (559) | (1041) | (127.00) | (116.58) | CONFIG 14 (117.35) N/A 4" Conduit
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General Accessories

Louver Plate Vent
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Note: Kit includes LP1 plus silicone pack
and four rivets.
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SLICONE SER (10 CUT-0UT DETAIL

CATALOG NUMBER DESCRIPTION

AH-V60 Small Vent (60mm)

AH-V80 Large Vent (80mm)

Drain & Vent

CATALOG NUMBER

REDV1PVC

REDVK3KIT

Note: Kit includesDVIPVC plus silicone
pack and four rivets.

CATALOG NUMBER SERIES TYPE
2PKSSCE* CE Cover
4PKBPSS** FR, CE Back Panel
4PKBPT** T Back Panel
6PKBPT** T Back Panel
8PKBPT** T Back Panel

Note: *includes cover screws and o-rings.
**includes back panel screws and washers.



Vapor Capsule

Robroy Vapor Capsules contain a unique vapor phase inhibitor
designed to protect metallic surfaces within an enclosure against
airborne corrosion. REVC21

Note: Radius of Protection: 2 ft.
Normal Life Span: 1yr.

CATALOG NUMBER

Plastic Print Pocket

RObroy,S Print Pocket is self adhesive CATALOG NUMBER HEIGHT
and can be utilized to store prints or
other important documents within
the enclosure.

REPRTPKT 9.3" 10.4" 1.2"

Mountable Carrying Handle

! CATALOG NUMBER
031 RECH109506
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mounting screws. PM6-8
PM10-12

PM14-16
PM18-24

= Kit fits enclosure side that will be mounted perpendicular to pole.
\j{ Comes with top and bottom flanges, stainless steel straps, and
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General Accessories
Nylon Cord Grip Fittings

Nylon cord grips are durable and easy to install. The body and CATALOG HUB CABLE INSIDE
i ; ; i NUMBER DIAMETER QISR EODY
sealing nut are manufactured with a tough, impact resistant nylon. RANGE DIAMETER
Together the nut and washer form a positive sgalmg grip when RE5122 12" 250-312 625
installed through an enclosure yvall. The oil resistant neoprene RE5123 12" 312-375 625
grommet and nylon washer fit tightly around an entrance cord, "
. . . . RE5124 1/2 375-.438 625
sealing out moisture, dust and foreign materials.
RE5125 1/2" .438-.500 625
NEMA STD FBI-1983 RE5126* 112" 500-.562 625
UL STD 514 File No. E53599 Type 4 RE5146 3/4 562-625 788
CSA STD 22.2 No. 18 File No. 28985 Type 4 , ,
*Cable jacket may have to be stripped for clearance.
HAZ LOC NEC 501-4(b), 502-4(a)(2), 503-3(a)
Class I, Div 2, Class Il Div 1 and 2; Class Il Div 1and 2
NOMINAL O.D.
SIZE TYPE 2 COND 3 COND 4 COND
SV-SVT 24 25 26
SJ-SJO 31 34 36
18 $-S0 39 4 Lk
SJTO 30 33 36
STO 38 39 42
SJ-SJO 33 36 39
. $-S0 4 43 49
SITO 32 35 39
STO 39 42 47
SJO
.50 43 47 6
14 53 .56
STO s o .59
BDC : : 40
S-S0 67
12 STO 56; '2;* 67
BDC ’ : 45
S-S0 75
Cable Glands 10 sT0 64 69 74
BDC 64 68 0
CATALOG
NUMBER DESCRIPTION
S-S0 79 90 .97
RENPT 3/8 3/8" Nylon NPT cable gland 8 STO '81 .85 .96
14 BDC : ‘ .68
RENPT 1/2 1/2" Nylon NPT cable gland
S-S0 1.07
- RENPT 3/4 3/4” Nylon NPT cable gland 6 STO 91 .99
.95 1.00
§ RENPT 1 1" Nylon NPT cable gland BDC 80
7]
3 550 1.09 125 129
= 4 STO 110 s 130
o BDC ) ) 94
7]
STO
2 BDC 129 134 1.08

Dimensional data is taken from various cable manufacturers.
It is not guaranteed but usable for general purposes.




Back Panels

-

CATALOG
e MATERIAL GRADE FINISH
A Aluminum 3003-H14 None
Painted
cs Carbon Steel 1008/1010 White
Enamel
. Smooth/
ABS ABS Plastic Polymer Textured

Note: Available for all product families unless otherwise specified
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Enclosure Specific Accessories | Back Panels

TYPICAL SERIES DESIGNATORS: CO, FR, CE, AH BACK PANEL DIMENSIONS

Nsl'jﬁ'gR BT (A) BT(CS)  BT(ABS) PANELTYPE HOLE DIA. # OF HOLES (ASI‘.,:’lJJEAIF(I:;\IZJANI) (CA;(UVI\SIE)FIIE( tSEEEL) Sl:NF(Z\:%HfBS
I I I I B R O P U R
N I N O I B - RO I P POV S g
N S IO TN N I O I P UV [ R
s | 688 | o | em | em o | on | om ol am | g | o
I SN N I N - RO I P OV [ g
wos | 888 | o | smlem o | on | om ol am | | | o
e | 888 | g | sa lem o | on | m ol 0 e |
o | 0% | g | wm em o | on | m ol m U | b | o
s | 2% | W% | ma om0 | os 2ol m o | g | o
T N e I T B - RO I P [ P g
BPIBI6 | (8 ) | e | Gy | 0 | © | et 4 1941, | 54lb. cF
BP20T6 | (00 | (e | s | Ge) | o | 0L | o | Rat & 4 225b. | 61lb. CF
was | 2B | 2| 2mas w0 | o5 | 2 || L | s | @ | o

Caution: Metric units are for reference do not convert.
Note: When specifying combine Size ID Number and Material Suffix. Example: BP66A for 6x6 Aluminum Back Panel

TRITON SERIES BACK PANEL DIMENSIONS

WEIGHT WEIGHT
SIZHID i ALUMINUM CARBON STEEL
NUMBER ‘ SUFFIX: A ) ( SUFFIX: CS )
21.00 17.00 19.25 15.25 128 105 .50
BPT2420 (533) (432) (489) (387) 3) 3) Flat (13) 4 45 lbs 10.8 lbs
21.00 21.00 19.25 19.25 128 105 .50
BPT2424 (533) (533) (489) (489) @3) 3) Flat (13) 4 5.5 lbs 13.4 lbs
27.00 17.00 25.25 15.25 128 105 .50
BPT3020 (686) (432) (641) (387) 3) 3) Flat (13) 4 5.8 lbs 14 lbs
27.00 21.00 25.25 19.25 128 105 .50
14 BPT3024 (686) (533) (647) (489) 3) 3) Flat (13) 4 7 lbs 17 lbs
33.00 27.00 31.25 25.25 128 105 .50
BPT3630 (838) (686) (794) (641) 3) 3) Flat (13) 4 11 lbs 27 lbs
>
(=) 45.00 33.00 43.25 31.25 128 105 .563
8 BPT4836 (1143) (838) (1099) (794) 3) 3) Formed (14) 8 20 lbs 47 lbs
[V}
7] 57.00 33.00 55.25 31.25 128 105 .563
2 BPT6036 (1448) (838) (1403) (794) 3) 3) Formed (14) 8 25 lbs 60 lbs
5. 64.00 21.00 62.00 19.00 128 105 .563
7] BPT7225 (1626) (533) (1575) (483) 3) 3) Formed (14) 10 18.5 lbs 43 lbs
% 64.00 22.00 62.00 20.00 128 105 .563
BPT7249 (1626) (559) (1575) (508) 3) 3) Formed (14) 10 38 lbs 86 lbs
* 64.00 2750 62.00 25.50 128 105 .563
BPT7260 (1626) (698) (1575) (648) 3) 3) Formed (14) 10 46 lbs 109 lbs
% 82.00 33.50 80.00 31.50 0.125 0.105 0.563
BPT9072 (2083) (851) (2032) (800) 3) 3) Formed (14) 10 72 lbs. 164 lbs.

* Set of two panels
Caution: Metric units are for reference;do not convert.
Note: When specifying combine Size ID Number and Material Suffix. Example: BPT3024CS for 30x24 Carbon Steel Back Panel.
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DURASHIELD DU BACK PANEL DIMENSIONS

SACKIPANEL BA BB BC BD BE BF BG Bi  JHOF
BPDU33A 56‘;? 22%2) N/A | N/A fﬁg ?553 24875)’ NA | 2
BPDU34A 56‘;‘)* 23226) N/A | N/A ?9% ?859‘; (38237) NA |2
BOUSSA | i | ) | ) | VA o) | o9 | G | 0n | °
BPOUSSA | T (o) | e | VA | Gon | () | Ges) | (7o) | 6
BourA | G | o MR e | ae) | om) | oon) | 6
BPOUTIIA | N G | e | VA | w03 | G | Gon) | ©
BPOUTOT0A | 0 | o) | (oo | VA | Gy | G | o) | (o) | 6
BPOUTOT6A | 0 e | (o) | VA | () | 7y | (s | Ge) | ©
BOURIA | S Do) | o) | (e | (e | G | G | Gony |
BPDUTGI6A | (b Gy | Gso) | VA | () | 7y | (s | Ge) | ©

Caution: Metric units are for reference; do not convert.

DURASHIELD DUL BACK PANEL DIMENSIONS

MoDEL No. BA BB BC o oF
BPDU1812A 2;5913 8442? (82-1456) (;.gg) A
BPDU1816A 1(;*786‘)) 2;*6225) 2322863) 2;211; A
BPDU2416A ?;5%9) (2;432‘; 1(;?‘; 2 ;621; A

Caution: Metric units are for reference; do not convert.
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Enclosure Specific Accessories | Back Panels

BANTAMBOX BACK PANEL DIMENSIONS

SIZE ID PANEL HOLE # OF

NUMBER ) E8 EX EL EE) TYPE DIA. HOLES
N N N T N R TR
BPB080SP %% (2736) %52;; é@? ?&g Flat (2..137) "
e N 0 it ) ) (i a o o
PR | (s it () ) (o a o o
SN B B N R
BPB1212P (‘;1421) (1%303) (3;1) ?;38? o(.g)s Flat &, 1 ;;) i
el (s (7o) (120 o1 ) Flat () .
BPB2012P (159 (109 (160 (50 o) Flat s ’
BPB2412P (30 (o) o0 8 o9 Flat o .
ik (51 (2 (160 (19 ) Flat © ‘
BPB3415P (1219665) (513379) (23.2606) (1;.1421) (02150) Flat & 1;;) A
kbl () () (50 (i) 05) Fat 5 ‘
BPB24167 20 (150) (202 (13) 25) Flat o :
N N Bl B R BECE e
BPE3G20P () (189 (500 (i) 25 Fat 5 ‘
BPB3023 (250) (220 b o o Fat 020 .
Caution: Metric units are for reference; do not convert.

ENDURANCE BACK PANEL DIMENSIONS

NUMBER BA BB B BL BT (A) Ve tre HOLES
PrERD 252 (159 (o (1) "o Flat ® °
BPE1620 (360 i) G2 20) "o la A ;

16 [ (360 (i) G2 o0 "% Fla 3 :
BPE2016 (1861()1) (133[-;(; (12:2% 2 323909; o.((;z)ao fat (381) .

N B B RN N T

SRR - R T - - T

S

S N N T
HE BN AN NN R AT R

Caution: Metric units are for reference; do not convert.




VIKING BACK PANEL DIMENSIONS

NUMBER BA BB BK BL BT(R) "PE e HOLES
ik (92'322) (51370) (;'gg) (13'133) '(()28)0 flat (35;1) 4
BPV1010 (3':3) éfss) (;%) (;33) '(()28)0 flat (381) b
BPV147 8286?; (?’313) (1219162) (15'1303) '(()28)0 flat (381) 4
BPV1410 8286?; (gfg) (1219162) (;k%) '(()28)0 flat s 4
ovin | B me | omepa o :
I R N T :
= N R T :
I R R R T
e Z6 | Eno | ome o opm e m
e | mR | pn | ome o omm om0
BPV75 (61505) ?95% (1305) (2'53.2) '(()f)o flat (3{;1) 4
BPVTT (?2351) (?Z;) (153'2;'5) (153'31.'5) '(()3)0 flat (35;1) &
BPV105 (92'223) :(%9% (g;o ) (2'53.;) '(()f)o flat (381) b
BPVS5 agg) (31'(?3) (3'53;) (3'53.;) .(();3)0 flat (3531) b
Caution: Metric units are for reference; do not convert.

MACHOBOX BACK PANEL DIMENSIONS

gD, BA BB BK BL BT (A) BT (CS) HoLe A
BPM2020 ( 2;‘7) (13;37) 2 355275) 235827?; 0(.3)8 0é (;5 o.(z7?5 R
BPM2420 (52529) (13587) (11?8295) 2??8275) O(’%8 033(;5 O'(27?5 4
BPM2424 (59) (559) (459) (i59) o 53 0 4

Caution: Metric units are for reference; do not convert.
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Enclosure Specific Accessories
Latches for Field Replacements or Modifications

TLL1S0WTKIT SSLKIT - TLL150KIT

LATCHES FOR FIELD REPLACEMENT

MAINTAINS

S|
Ha CONFIGURATION FAMILY L L,
Standard link lock latch used on Triton
TLLISOKIT HWT T Series Type 12, 3R and 4X
Standard link lock latch used on Triton
TLLISOWTKIT HWT T Series Type 4X top & bottom
Standard padlock latch used for “HPL”
SSLKIT HPL CE designations Type 4X
14 HASPKITSS
> FIELD REPLACEMENTS OR MODIFICATIONS
o
§ doIZEIDS CONFIGURATION FAMILY AN
g Stainless steel alternate hasp
=, HASPKITSS N/A T pin for Triton
3 Series enclosures

Fiberglass alternate

HASPKITFG N/A T hasp pin for Triton Series
enclosures




Enclosure Specific Accessories | Mounting Feet

Centurion Series Mounting Feet

J P /J CENTURION SERIES MOUNTING FEET DIMENSIONS
i s - -
& £
A - 0 P Q
T % % J
RV ON i 4 ° ol V- 3 207 8.46 571 571 8.46
(215) (145) (145) (215)
~ - 907 10.46 571 771 8.46
0o (266) (145) (196) (215)
& = 12.46 771 971 10.46
L 4 J L7 109 (316) (196) (247) (266)
1 14.46 9.71 .71 12.46
16.46 .71 13.71 14,46
CEMTGFTKIT
1513 (418) (297) (348) (367)

DuraShield Mounting Feet

033 [9] ‘] I R

DURASHIELD D SERIES OPTIONAL MOUNTING

USED WITH MOUNTING MTG FOOT

MODEL NO. QXR KIT NO.

O O
— \
= DUS54W 323x5.98 DUMTGKIT
(82 x152)
Q 3.23x9.84
- DU594W (82 x 250) DUMTGKIT
047 112
Y ©) &
=] 8 T ) 3 DU774W (‘;133: 17 5362) DUMTGKIT
0.39 [10) _f
SIDE VIEW
BACK VIEW DU7114W 433 x71.26 DUMTGKIT
(110 x 286)
7.87 x 11.06
DU10105W (200 x 281) DUMTGKIT
7.87 x 16.77
DU10165W (200 x 426) DUMTGKIT
12.20 x 15.20
DU14144W (310 x 386) DUMTGKIT
13.98 x 16.77
. | DU16165W (355 x 126) DUMTGKIT 14
L T I B r 0.79
r —l DURASHIELD DL SERIES OPTIONAL MOUNTING >
?0.276 2
] o] USED WITH MOUNTING MOUNTING MTG FOOT o
(_ﬁ 9 MODEL NO. QXR SXT KIT NO. 17
b ¢ it 0
: ; )
12.66 x 11.34 =,
DUL18127W (321x 288) N/A DULMTGKIT g
13.53x15.73 | 17.70 x 11.56
S Q
DUL18168W (344 X 400) (450 x 294) DULMTGKIT
1.34 20.63 x 17.70 | 24.80 x 13.53
| - { DUL24168W (524 X 450) (630 x 344) DULMTGKIT
- I 1 L
& & o ,
| ;._'_; '\_'_i _f :r Caution: Metric units are for reference; do not convert.
FRONT VIEW 126

SIDE VIEW




General Accessories
Exhaust Filter

CATALOG NUMBER DIMENSIONS (INCHES) NEMA
—
e , REEF00003 421X 421in 12
=== =
e e — . REEF10003 59x59in 12
Z=— — —
o = — .
o p— — REEF20003 8.03x 8.03 in 12
r;:f;;_l--q ’///:f'.-——"l 1 —
= — == .
Zz== = == REEF30003 9.9x9.9in 12
REEF40003 12.8x12.8in 12
Filter Fan
S CATALOG NUMBER FLOW DIMENSIONS (INCHES) PERFORMANCE VOLTAGE
— REFFS4023A3 Standard 421 % 4.21 X 2.00 15 CFM 15V
e L} ‘
- — REFFS4023A4 Standard 421X 421 2.00 15 CFM 230V
35—
P — REFFS4210A3 Standard 59X5.9X2.9 46 CFM 15V
7
7 REFFS4210A% Standard 59X5.9X2.9 46 CFM 230V
W e
o REFFS4411A3 Standard 8.03 x 8.03 x 4.05 76 CFM 15V
|
- —
; ;;;" REFFS4411AL Standard 8.03 x 8.03 x 4.05 76 CFM 230V
sl REFFS4620A3 Standard 9.9x9.9x5.0 168 CFM 15V
>
REFF4830A3 Standard 9.9x9.9x5.0 168 CFM 230V
REFFS4830A3 Standard 12.8%12.8 x 6.3 359 CFM 15V
REFFS4830A4 Standard 12.8%12.8 x 6.3 359 CFM 230V
REFFS4830A9 Standard 12.8%12.8 x 6.3 318 CFM 400V
REFFH4883A3 High 12.8%12.8 x 6.3 483 CFM 15V
REFFH4883A4 High 12.8%12.8 x 6.3 483 CFM 230V
REFFH4883A9 High 12.8%12.8 x 6.3 483 CFM 400 V
14
- Filter Media
(2]
(2]
3 CATALOG NUMBER DIMENSIONS (INCHES) NEMA
(7]
g. REFM00100 33x33 12
©
G REFM10100 46X 46 12
REFM20100 6.6 X 6.6 12
REFM30100 85x85 12
REFM40100 12 x 11 12




Heater with Thermostat

CATALOG NUMBER DIMENSIONS (INCHES) PERFORMANCE VOLTAGE
REHT125A33 5.4 X 41X 4.5 125 W 15V
REHT125A44 5.4 X 41X 4.5 125 W 230V
REHT1200A33 5.4 X 41X 4.5 200 W 15V
REHT1200A44 5.4 X 41X 4.5 200 W 230V
REHT400A33 75X 41X 45 400 W 15V
REHT400A44 75X 41X 45 400 W 230V
REHT800A33 75X 41X 4.5 800 W 15V
REHT800A%44 75X 41X 45 800 W 230V
Touch Proof Heater
CATALOG NUMBER DIMENSIONS (INCHES) PERFORMANCE VOLTAGE
REH501025 4.92 x 1.61 x 1.61 25W 100 - 240
REH501050 4.92 x 1.61 x 1.61 50W 100 - 240
REH501075 5.51X 2.76 X 2.48 75W 100 - 240
REH501100 5.51X 2.76 X 2.48 100W 100 - 240
REH501150 8.86 X 2.76 X 2.48 150W 100 - 240
Variable Temp Thermostat
CATALOG NUMBER SCALE DIMENSIONS (INCHES) PERFORMANCE
(NC) max 250V AC / 16A (p.f. 0.95), 2A (p.f. 0.75) / 50 / 60Hz,
RETC301110 Celsius 2.36 X 1.54 X 1.67 Max 72V DC | max 30W
(NC) max 250V AC / 16A (p.f. 0.95), 2A (p.f. 0.75) / 50 / 60Hz,
RETF301111 Fahrenheit 2.36 X 1.54 X 1.67 max 72V DC | max 30W
RETC301120 (NO) 236 x 154 x 167 | Max 250V AC / 16A (p.f. 0.95), 2A (p.f. 0.75) / 50 / 60Hz,
Celsius max 72V DC / max 30W >
(NO) max 250V AC / 16A (p.f. 0.95), 2A (p.f. 0.75) / 50 / 60Hz, =
RETF301121 Fahrenheit 2.36 X 1.54 X 1.67 Max 72V DC / max 30W B
(NCNO) max 250V AC / 16A (p.f. 0.95), 2A (p.f. 0.75) / 50 / 60Hz, ‘g
RETTC301230 Celsius 2.36 X 2.85 X 1.67 max 72V DC / max 30W =3
)
(NCNO) max 250V AC / 16A (p.f. 0.95), 2A (p.f. 0.75) / 50 / 60Hz, n
RETTF301231 Fahrenheit 2.36x2.85x1.67 max 72V DC / max 30W




General Accessories
LED Lighting

CATALOG FUNCTION D'g‘ﬁgﬁé‘;g"s PERFORMANCE VOLTAGE
REML400000 Motion Sensor 14 x1.5x15 24-265V (AC/DC) 0/50/60 Hz, 4W 24-265V
RESL400100 On/off Switch 14 x1.25x 1.5 24-265V (AC/DC) 0/50/60 Hz, 4W 24-265V

CAIALOd DESCRIPTION ey
REWCF400702 Female 25x.5
REWCM400703 Male 25x.5

CATALOG DIMENSIONS
NUMBER UESCRIGHION (INCHES)

2z REDC400721 Daisy chain w/female to male connector, 20" 20

Door Switch

Y

CATALOG DIMENSIONS
DESCRIPTION (INCHES)

NUMBER

REDSP310000 AC-Door switch-plain plunger 2.87x119 x 118
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Mechanical Changeover Hygrostat

CATALOG NUMBER DIMENSIONS (INCHES) PERFORMANCE

REMCH301410 2.36 X 1.54 x 1.67 max 230V AC, 2A hum, 5A dehum

Power Cord

CATATDS DESCRIPTION D'("I",ﬂ“:ég;"s PERFORMANCE VOLTAGE

NUMBER

RELC400711 Power Cord, 118" long 118 24-265V (AC/DC) 0/50/60 Hz, 4W 24-265V
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