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Pump Motors
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(a) See notes on inside back flap.

ALL ABOVE RATINGS CAN BE UL 1081 COMPLIANT THROUGH MOD EXPRESS. SEE THE MOD EXPRESS PROGRAM SECTION IN THIS CATALOG 
FOR MORE DETAILS.

All threaded shaft single phase motors are connected single rotation - CCW when viewing drive end.

Hp RPM NEMA 
Frame

Catalog 
Number

List 
Price

Mult. 
Sym.

“C” 
Dim.

Aprx. 
Wt. (lb)

Full Load 
Efficiency Voltage Full Load 

Amps
EISA 

Status (a) Notes (a)

56J, Foot Mounted

1/3
3600 56J CJL1205A 271 K 11.91 24 58 115/230 3.1 C
1800 56J CJL1301A 407 K 11.89 23 60 115/230 3 C 30

1/2
3600 56J CJL1303A 282 K 12.51 27 66 115/230 3.7
1800 56J CJL1304A 460 K 12.14 26 62 115/230 4.2 C 30

3/4
3600 56J CJL1306A 359 K 13.39 29 69 115/230 5.5
1800 56J CJL1307A 528 K 12.25 34 63 115/230 5.4 C

1 3600 56J CJL1309A 368 K 13.89 33 65 115/230 7 C 30
1 1/2 3600 56J CJL1313A 511 K 13.89 37 78.5 115/230 6.5 C

2 3600 56J CJL1317A 684 K 13.25 44 70 115/230 13 C 30

56J, Footless

1/3
3600 56J JL1205A 238 K 11.89 27 58 115/230 3.1 C
1800 56J JL1301A 274 K 11.89 23 60 115/230 3 C 30

1/2
3600 56J JL1303A 268 K 12.51 26 66 115/230 3.7 C
1800 56J JL1304A 322 K 12.14 25 62 115/230 4.2 C 30

3/4
3600 56J JL1306A 352 K 13.39 28 69 115/230 5.5 C
1800 56J JL1307A 407 K 13.89 33 68 115/230 5.1 C 30

1 3600 56J JL1309A 365 K 13.89 33 65 115/230 7 C 30
1 1/2 3600 56J JL1313A 509 K 13.89 37 78.5 115/230 6.5 C

2 3600 56J JL1317A 628 K 13.25 43 70 115/230 13 C 30
3 3600 56J JL1323A 645 K 14.13 52 82.5 230 13 C 30

56C, Footless

1/3
3600 56C VL1205A 258 K 11.32 27 54 115/230 3.5 C
1800 56C VL1301A 310 K 11.32 26 60 115/230 3 C 30

1/2
3600 56C VL1303A 297 K 12.00 26 66 115/230 3.7 C
1800 56C VL1304A 370 K 11.57 25 62 115/230 4.2 C 30

3/4
3600 56C VL1306A 353 K 12.88 30 69 115/230 5.5 C
1800 56C VL1307A 483 K 11.75 34 63 115/230 5.4 C

1
3600 56C VL1309A 373 K 13.40 32 65 115/230 7 C 30
1800 56C VL1318A 512 K 12.75 41 67 115/230 6.2 C 2

1 1/2 3600 56C VL1313A 509 K 13.01 35 78.5 115/230 6.5 C
2 3600 56C VL1317A 659 K 12.75 43 70 115/230 13 C 30
3 3600 56C VL1323A 681 K 13.63 49 82.5 230 13 C 30

Jet Pump, 
Single Phase, 
ODP

1/3 thru 3 Hp 56J and 56C

Applications: Residential and industrial pumps, swimming pool pumps, etc.

Features: Diecast aluminum end plates with machined steel bearing seat insert.


