
142

—
IEEE 841XL, P-base solid shaft pump, three phase, TEFC
3 thru 75 Hp

Applications:

	· Normal, medium, and 
high thrust applications

	· Severe duty 
applications

	· Harsh environments

	· Petro chemical

	· Pulp and paper

	· Wastewater

	· Aggregate

Features:

	· Vertical lifting provisions for ease of installation

	· Severe Duty construction for harsh environments

	· Meets and exceeds the requirements of IEEE 
Std. 841 -2009

	· Inpro/seals at drive end and opposite drive end

	· Inverter ready winding construction

	· Stainless steel nameplates and drains

Hp RPM NEMA 
Frame

Catalog 
Number

 Disc. 
Sym.

“C” 
Dim.

Aprx. 
Wt. (lb)

Full Load 
Efficiency Voltage Full Load 

Amps
Notes

(a)

Medium thrust

3
3600 182LP VLECP83660T-4 PV3 22.68 95 86.5 460 3.6 1

1800 182LP VLECP83661T-4 PV3 22.68 108 90.2 460 4.1 1

5
3600 184LP VLECP83663T-4 PV3 22.68 123 88.5 460 5.7 1

1800 184LP VLECP83665T-4 PV3 22.68 115 89.5 460 6.6 1

7 1/2
3600 213LP VLECP83769T-4 PV3 24.71 171 91.7 460 8.6 1

1800 213LP VLECP83770T-4 PV3 24.71 178 91.7 460 9.5 1

10
3600 215LP VLECP83771T-4 PV3 24.71 189 91 460 11.3 1

1800 215LP VLECP83774T-4 PV3 24.71 231 91.7 460 12.2 1

15
3600 254LP VLECP82394T-4 PV3 29.53 239 91 460 17 1

1800 254LP VLECP82333T-4 PV3 29.53 268 92.4 460 17.6 1

20
3600 256LP VLECP84106T-4 PV3 29.53 310 91 460 22 1

1800 256LP VLECP82334T-4 PV3 34.59 420 93 460 23 1

25
3600 284LP VLECP84107T-4 PV3 36.31 396 91.7 460 28 1

1800 284LP VLECP84103T-4 PV3 36.31 437 93.6 460 30 1

30
3600 286LP VLECP84108T-4 PV3 36.31 400 91.7 460 34 1

1800 286LP VLECP84104T-4 PV3 36.31 460 93.6 460 36 1

40
3600 324LP VLECP84109T-4 PV3 38.56 607 92.4 460 44 1

1800 324LP VLECP84110T-4 PV3 38.56 741 94.1 460 46 1

High thrust

50
3600 326VP VPECP84114T-4 PV3 35.24 635 93 460 55 1

1800 326VP VPECP84115T-4 PV3 35.24 700 94.5 460 57 1

60
3600 364VP VPECP84310T-4 PV3 37.27 999 93.6 460 66 1

1800 364VP VPECP84314T-4 PV3 37.27 910 95 460 68 1

75
3600 365VP VPECP84313T-4 PV3 37.27 1005 93.6 460 81.5 1

1800 365VP VPECP84316T-4 PV3 37.27 965 95.4 460 86 1

(a) See notes on inside back flap.
Red catalog number indicates NEW product.
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