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Technical Drawing

The Little General MSPS, MSPH Series

Product Configurator Example MSPS -EE 15 SS

ADJUSTING

SCREW

ø1-7/8
(47.6)

2-29/32
(73.8)

2-3/8
(60.3)

COMMON

TERMINAL

NORMALLY 

OPEN TERMINAL

NORMALLY

CLOSED TERMINAL

PRESSURE PORT

ø1-9/16
(47.6)

2-9/16
(65)

1/16
(1.6)

1.344
(34)

4-1/16
(103)

3-7/16
(86.5)

4-3/4
(121)

2.00
(50.8)

1.863
(47)

3-11/16
(93)

11/16  (17.5)

3-7/16
(87.3)

1/8
(3.2)

1.00
(25.4)

MOUNTING
SURFACE

NORMALLY CLOSED
TERMINAL

ADJUSTING
SCREW

WIRE
CLAMP

1/2" NPT CONDUIT
CONNECTION

ø .203 (5.1) 

MOUNTING HOLES (2 PLACES)  

PRESSURE
PORT

COMMON
TERMINAL

NORMALLY OPEN
TERMINAL

MOUNTING
SURFACE  (REF)

GROUND
SCREW

CONDUIT HOLE
(REF)

.918
(23.3)

Enclosure

MSPS Stripped version

MSPH Housed version

Limit Switch

-DD
SPST normally open; 15 amps @ 125/250 VAC; 
0.5 amps @ 125 VDC; 0.25 amps @ 250 VDC

-EE SPST normally open; 3 amps @ 125/250 VAC

-FF SPDT; 3 amps @ 125/250 VAC

-JJ
SPDT; 15 amps @ 125/250 VAC; 0.5 amps @ 
125 VDC; 0.25 amps @ 250 VDC

-MM SPST normally open; 25 amps @ 125/250 VAC

Pressure Connection
SS Stainless steel, 1/8” NPT male

PLS Plastic, 1/8” NPT male

P4
Brass, 7/16-24UNS-2A for 1/4” 
tube connection

Diaphragm Material

Blank Buna-N (standard)

-E Ethylene propylene (EPR)1

-F FDA approved Buna-N

-N Neoprene

-V Viton® diaphragm

Options

-Z1 Oxygen cleaned 

-Sxxx
Factory preset 
(consult factory)

SF 3 NSF 18 approved

Pressure Range
Adjustable Range Approx. Deadband Proof

Decreasing - psi (bar) Increasing - psi (bar)     (Actuation Value) Pressure

Min. Max. Min. Max. psi (bar) psi (bar)

              .5 (.03) 4.5 (.3) 1 (.07) 5 (.3) .2-.5 (.01-.03) 100 (6.7)

              1.5 (.1) 14.2 (.9) 2.3 (.2) 15 (1) .3-.8 (.02-.05) 100 (6.7)

                10 (.6) 92.1 (6.1) 17.9 (1.2) 100 (6.7) 2-7.9 (.1-.5) 1502 (10)
              .5 (.03) 4.3 (.3) 1.2 (.08) 5 (.3) .2-.7 (.01-.05) 100 (6.7)

              1.5 (.1) 14 (.9) 2.5 (.2) 15 (1) .3-1 (.02-.07) 100 (6.7)

                10 (.6) 91 (6) 19 (1.3) 100 (6.7) 2.6-9 (.2-.6) 1502 (10)

Limit

Switch

EE, FF

DD or JJ

100 (6.7)

100 (6.7)

05

15

100

05

15

100

                .5 (.03)     4.2 (.3)       1.3 (.09)        5 (.3)           .2-.8 (.01-.06)          05

                1.5 (.1)     13.8 (1)       2.7 (.2)        15 (1)          .3-1.2 (.02-.08)            15

                10 (.6)     89.5 (6.2)   20.5 (1.4)    100 (6.7)       2.8-10.5 (.2-.7)            100

Pressure
Range

MM

1502 (10)

NOTES:
1 Only available with 05 and 15 pressure ranges. 
2 MSPS - 100 range models are 100 psi proof.
3 Not available with MSPH. SF option 
   automatically selects FDA approved 
   diaphragm, O-Ring, and 300 Series SS 
   pressure port.

Consult Sales Drawing for alternative limit switches.

Stripped MSPS Housed MSPH

Dimensions in inches (mm)


