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1-½” Heavy Duty Hydraulic Regulator Series 20597

Technical Drawings
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Example:  20597S6WQ2
 

Product Confi gurator

Adjustment Method

Blank Manual 

F Pneumatic motor

G Hydraulic motor

Series

20597S6WQ2 1-1/2” Pressure regulator

IN OUT

VENT

FLOW PATTERN

1.  INLET - (2) 1" NPT; OUTLET - (1) 1 1/2" NPT; VENT - (1) 1" NPT

8.  OUTLET PRESSURE: 150 TO 1500 PSI

7.  DIMENSIONS IN [  ] ARE IN MILLIMETERS AND ARE FOR REFERENCE ONLY.

6.  COEFFICIENT OF FLOW [Cv]: INLET - SUPPLY 20.0:  VENT 0.5

5.  MATERIALS OF CONSTRUCTION ALL WETTED PARTS - STAINLESS STEEL: O-RINGS - BUNA-N STD.

4.  FLOW: 1 1/8" FULL FLOW

3.  MEDIA HYDRAULIC OIL, LUBRICATED WATER.

2.  WORKING PRESSURE - INLET 3000 PSI

NOTES: UNLESS OTHERWISE SPECIFIED
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Product Number Inlet Outlet Vent Gauge Port Cv Supply Cv Vent
20415 (Single Inlet) 1" NPT 1" NPT ½" NPT 3/8” NPT 9.8 0.6
20115 (Dual Inlet) 1" NPT 1" NPT ½" NPT 3/8” NPT 13.6 0.9
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Regulated Pressure Range (Manual)

Blank High sensitivity 300 - 1600 psi (21 - 110 bar)

-1 Full range 500 - 3300 psi (34 - 228 bar)

Regulated Pressure Range (Failsafe) 
F & G Models

Blank High sensitivity 300 - 1600 psi (21 - 110 bar)

-1 Full range 500 - 3000 psi (34 - 207 bar)

Option

Blank NPT porting

-MS SAE porting

-SS Stainless steel fl anges & trim

Dimensions in inches (mm)


