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Mounted Ball Bearings EM __
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| Duty: Light N
le—H 7
Rolling Elements:  Ball s
Housing:  Stamped Steel Three Bolt it
Flange
Self Alignment:  +/- 1.5 Degrees A " LT -
Lock:  Setscrew l &
Seal: Contact P
Temperature: -20°to 200°F
. BC ﬁé’&
Relube: No ol
D

SSF3S 100 Series Light Duty Stamped Steel Three Bolt Flanges - Setscrew Locking

Bore Dimensions inch / mm

. Steady . .
Diameter padial Load  Part No. Dearing N
inch Ib/N 1 & L J

700
39/16 |213/16| 43/64 | 11/37 | 11/64 13/16 | 11/16 | 13/16 | 21/64 | 11/32 1/4 1.0
34 3114 SSF3s-112 LS-112 90.5 71.4 171 8.7 4.4 20.6 27.0 30.2 51.2 8.7 6.4 se .45
7/8 SSF3S-114 LS-114
800
33/4 3 43/64 | 11/32 | 11/64 | 55/64 [ 17/64 | 13/8 | 27/32 | 11/32 1/4 1.3
19016 3558 SSF3SMS | LSS | 953 | 762 | 174 | 87 44 | 218 | 282 | 349 | 564 | 87 64 | | 50
1 SSF3S-116 LS-116
11/8 SSF3S-118 LS-118
1100
4716 | 39/16 | 17/23 | 13/32 | 13/64 | 57/64 | 15/32 | 119/32(221/32| 3/8 17/64 1.5
131 F3S-11 LS-11
316 4893 SSF3s-119 S-119 112.7 90.5 18.8 10.3 5.1 22.6 29.4 40.5 67.5 9.5 6.7 38 .68
11/4 SSF3S-120S | LS-120S
11/4 SSF3S-120 LS-120
1400
413/16|3 15/16 | 53/64 | 13/32 | 13/64 | 31/32 | 19/32 |155/64| 31/16 | 27/64 | 5/16 1.8
1378 6227 SSF3s-122 LS-122 122.2 | 100.0 21.0 10.3 5.1 24.6 325 47.2 77.8 10.7 7.9 38 .82
17/16 SSF3S-123 LS-123
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