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5965B

2.10
(53.3)

1.53 (38.9)

1.38 (35.1)

1.25
(31.8)

2.07 (52.6)

PRODUCT DIMENSIONS  Inches (mm)

Straight Blade Devices
Plugs; 15 and 20 Amp 125V; 2-Pole 3-Wire

PLUGS  Inches (mm)

Description Color Cord Diameter Catalog Number

Hospital grade; water/dust-tight; 
white nylon

White .300-.655 
(7.6-16.6)

8266TSP 8366TSP

Hospital grade; transparent  
nylon/polycarbonate

Transparent .245-.655 
(6.2-16.6)

8266T 8366T

Thermoplastic Black 
Gray
Yellow

.245-.655 
(6.2-16.6)

5965B
5965BGRY 
5965BY

5364B
    —
5364BY

Watertight; elastomeric Yellow .300-.655 
(7.6-16.6)

14W47BRY 14W33BRY

Dust-tight; elastomeric Yellow .300-.655 
(7.6-16.6)

1447BRY 1433BRY

ANGLE PLUGS  Inches (mm)

Description Color Cord Diameter Catalog Number

Hospital grade; angle 12 position;
transparent nylon/polycarbonate

Transparent .300-.625 
(7.6-15.9)

8295T 8395T

Angle 12 position; black and  
white nylon

Black/White .300-.625 
(7.6-15.9)

5295 5395

WEATHER PROTECTIVE BOOTS
Description Color Catalog Number

Thermoplastic elastomer boot  
for use with 5266N and 5965B  
series plugs

Black
Yellow

5200BPB*
5200BP*

Note: *Not UL Listed or CSA Certified.
           See page Q-8 for horsepower ratings.
           See page A-10 for hospital grade features and specifications.
           See page J-2 for corrosion-resistant features and specifications.
           See page I-2 for water/dust-tight features and specifications.
           See page A-43 for more information on weather protective boots.

5295

5965B

5200BPB,  
5200BCB  

w/5200BSRB

5295

NEMA 5-15
15A 125V

NEMA 5-15
15A 125V

NEMA 5-20
20A 125V

NEMA 5-20
20A 125V
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5969B

1.53 (38.9)

1.38 (35.1)

2.68
(68.1)

1.88
(47.8)

1.88
(47.8) .125 (3.18)

1.38
(35.1)

1.75
(44.5)

PRODUCT DIMENSIONS  Inches (mm)

Straight Blade Devices
Connectors; 15 and 20 Amp 125V; 2-Pole 3-Wire

CONNECTORS  Inches (mm)

Description Color Cord Diameter Catalog Number

Hospital grade; water/dust-tight; 
white nylon

White .300-.655 
(7.6-16.6)

8269TSC 8369TSC

Hospital grade; transparent  
nylon/polycarbonate

Transparent .245-.655 
(6.2-16.6)

8269T 8369T

Thermoplastic Black 
Gray
Yellow

.245-.655 
(6.2-16.6)

5969B
5969BGRY 
5969BY

5369B
    —
5369BY

Watertight; elastomeric Yellow .300-.655 
(7.6-16.6)

15W47BRY 15W33BRY

Dust-tight; elastomeric Yellow .300-.655 
(7.6-16.6)

1547BRY 1533BRY

Weather protective pigtail outlet  inches (mm)

Description Color Cord Diameter Catalog Number

Yellow neoprene with three  
6" (152.4) No. 14 wire leads

Yellow .300-.625 
(7.6-15.9)

    — 5393

WEATHER PROTECTIVE BOOTS
Description Color Catalog Number

Thermoplastic elastomer boot  
for use with 5369N and 5369B series 
connectors

Black
Yellow

5200BCB*
5200BC*

Thermoplastic elastomer  
sealing ring for use with 5200 series 
connector boot

Black
Yellow

5200BSRB*
5200BSR*

Note: *Not UL Listed or CSA Certified.
           See page Q-8 for horsepower ratings.
           See page A-10 for hospital grade features and specifications.
           See page J-2 for corrosion-resistant features and specifications.
           See page I-2 for water/dust-tight features and specifications.
           See page A-43 for more information on weather protective boots.

5393

5369B

5200BPB,  
5200BCB  

w/5200BSRB

5393

NEMA 5-15
15A 125V

NEMA 5-20
20A 125V
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PLUGS  Inches (mm)

Description Color Cord Diameter Catalog Number

Hospital grade; water/dust-tight;  
white nylon

White .300-.655 
(7.6-16.6)

8666TSP 8466TSP

Sentinel yellow; nylon/polymer Yellow .245-.655 
(6.2-16.6)

BRY5666NSY BRY5466NSY

Thermoplastic Black .245-.655 
(6.2-16.6)

5666B 5464B

Dust-tight; elastomeric Yellow .300-.655 
(7.6-16.6)

1449BRY 1448BRY

ANGLE PLUGS  Inches (mm)

Description Color Cord Diameter Catalog Number

Hospital grade; angle 12 position;
transparent nylon/polycarbonate

Transparent .300-.625 
(7.6-15.9)

8695T 8495T

Angle 12 position; black and  
white nylon

Black/White .300-.625 
(7.6-15.9)

5695 5475

WEATHER PROTECTIVE BOOTS
Description Color Catalog Number

Thermoplastic elastomer boot  
for use with 5266N and 5965B  
series plugs

Black
Yellow

5200BPB*
5200BP*

Note: *Not UL Listed or CSA Certified.
           See page Q-8 for horsepower ratings.
           See page A-10 for hospital grade features and specifications.
           See page J-2 for corrosion-resistant features and specifications.
           See page I-2 for water/dust-tight features and specifications.
           See page A-43 for more information on weather protective boots. 
           Not all TECH-SPEC® features apply to these devices; consult factory.

5666B

5695

5200BPB,  
5200BCB  

w/5200BSRB

5464B

Straight Blade Devices
Plugs; 15 and 20 Amp 250V; 2-Pole 3-Wire

NEMA 6-20
20A 250V

NEMA 6-20
20A 250V

NEMA 6-15
15A 250V

NEMA 6-15
15A 250V

PRODUCT DIMENSIONS  Inches (mm)

5666B

2.10
(53.3)

1.53 (38.9)

1.38 (35.1)

1.25
(31.8)

2.07 (52.6)

5659
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CONNECTORS  Inches (mm)

Description Color Cord Diameter Catalog Number

Hospital grade; water/dust-tight;  
white nylon

White .300-.655 
(7.6-16.6)

8669TSC 8469TSC

Sentinel yellow; nylon/polymer Yellow .245-.655 
(6.2-16.6)

BRY5669NSY BRY5469NSY

Thermoplastic Black .245-.655 
(6.2-16.6)

5669B 5469B

Dust-tight; elastomeric Yellow .300-.655 
(7.6-16.6)

1549BRY 1548BRY

WEATHER PROTECTIVE BOOTS
Description Color Catalog Number

Thermoplastic elastomer boot for 
use with 5369N and 5369B series 
connectors

Black
Yellow

                  5200BCB*
                  5200BC*

Thermoplastic elastomer sealing  
ring for use with 5200 series  
connector boot

Black
Yellow

                  5200BSRB*
                  5200BSR*

Note: *Not UL Listed or CSA Certified.
           See page A-10 for hospital grade features and specifications.
           See page J-2 for corrosion-resistant features and specifications.
           See page I-2 for water/dust-tight features and specifications.
           See page A-43 for more information on weather protective boots. 
           Not all TECH-SPEC® features apply to these devices; consult factory.

NEMA 6-20
20A 250V

NEMA 6-15
15A 250V

5669B

5200BPB,  
5200BCB  

w/5200BSRB

5469B

Straight Blade Devices
Connectors; 15 and 20 Amp 250V; 2-Pole 3-Wire

PRODUCT DIMENSIONS  Inches (mm)

5669B

1.53 (38.9)

1.38 (35.1)

2.68
(68.1)




