Delivery Systems

Metal Raceway Technical Information

Metal Raceway Profiles Quick Reference Guide inches (mm)
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Metal Raceway Series Wire Fill Capacities
Power Voice Data Data
(THHN/T90 Nylon) (Copper Cables) (Multimode Fiber Optic Cables)
#14 #12 #10 4-Pair | 25-Pair Type Cat. Cat. Cat. Cat. 6 | (2) or (4) Fiber | Fiber Optic | Fiber Optic
AWG | AWG | AWG : " | RG5OU |  5e 6 6A STP | Round Cable | Jumpers | Zip Cord
Wire O.D. (inches) 0.111 0.13 0.164 0.19 0.41 0.242 | 0.21 0.25 0.35 0.29 0.19 0.118 0.12x0.24
Wire Area (square in.) 0.0097 | 0.0133 | 0.0211 [ 0.0283 | 0.1320 | 0.0460 | 0.0346 | 0.0491 | 0.0962 | 0.0660 0.0283 0.0109 0.0288
Channel Area ) . .
Square inches (cm?) 40% Wire Fill Capacity
HBL500 0.22 (1.4) 7 5 3 2 0 1 2 1 1 1 2 8 2
HBL700 0.26 (1.7) 10 7 4 3 0 2 3 2 1 1 3 8 3
HBL750 0.40 (2.6) 12 9 5 6 1 3 5 3 2 2 6 15 6
HBL2000 | 0.89 (5.7) 7 7 0 13 3 8 10 7 4 5 13 33 12

Note: Pathway (Raceway) fill shall be 40% maximum. Raceway fittings and outlets/receptacles reduce the cross section of the raceway system, thus reducing overall
cable fill capacity.

Metal PlugTrak® Specifications

Receptacle configuration NEMA 5-15R

Wire size #12 AWG stranded copper

Receptacle face Thermoplastic

Receptacle rating 15A 125V

Material Steel

Codes/Standards

TIA/EIA 569B Commercial Building Standard for Telecommunications Pathways and Spaces
UL Standard UL 5 Surface Metal Raceway and Fittings

UL File Number E253976 / E253830 / E253833

CSA Standard Surface Metal ~ C22.2 No. 62 Surface Raceway Systems

Metal PlugTrak® is a registered trademark of Hubbell incorporated.
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