Straight Blade Devices
NEMA® Configuration Chart

15 Ampere 20 Ampere 30 Ampere 50 Ampere 60 Ampere

Receptacle / Receptacle /
Conn. Body Conn. Body

A-21, A-23 A-21, A-23

Plug / Inlet Plug / Inlet |Receptacle Receptacle Receptacle

&
&

2 Pole / 2 Wire

1-15R 1-15P
A-3t0 A20, |A-6,A9,A-10, |A-3to A5 A-7 |A-6,A-9, A-10, |A-24
A-22, A-23 A-18t0 A-20, [to A-15,A-17, |A-18t0 A-20

b B 'ﬁ .ﬁ

A-25 A-25

»
g *
i

=
:5 5-15R 5-15P 5-20R 5-20P 5-30R 5-30P 5-50R 5-50P
s AT7t0A-10, |A9 A10,A-18|A3 A6to  |A®6,AD, A0, |A24 A-24 A-25 A-25
=] A-17 to A-20 to A-20 A-10,A-17to |A-18to A-20
2 A-20
=
~
2
£ 6-15R 6-15P 6-20R 6-20P 6-30R 6-30P 6-50R 6-50P
A-10 A-10
7-15R 7-15P
[] A-21 A-21 A-24 A-24 A-25 A-25
=
e
) 10-20R 10-20P 10-30R 10-30P 10-50R 10-50P
A-24 A-24 A-25 A-25 A-26 A-26
oL} oG oG
125/250V AC | 14 vl [x M 0 [x vl [x
T =
w w W
14-30R | 14-30P 14-50R 14-50P 14-60R | 14-60P

A-24 A-24 A-25
oG

A-26 A-26

30 250V AC

3 Pole / 4 Wire Grounding

i
I
N[
<u %
>
Pk
-<[|x[| %

15-30R 15-30P 15-50R 15-50P 15-60R 15-60P
A-21 A-25 A-26 A-26

30Y 8 = [
120/208V AC &

—_

=
—
»
@ ;
o
N
<[ =
X

4P/ AW

18-20P 18-50R 18-50P 18-60R 18-60P

g A-10
s
M sarv 2%
5 24-15P
HOW TO USE THIS CHART:
For quick reference, this chart shows the configuration,

g 9 NEMA

primary catalog section and page number where the

devices are shown. Configuration

Catalog Section A-3
Open Slots indicates and Page Number
Receptacle / Connector Body
configurations (female).

5-15R

Closed Slots indicates
Plug / Inlet configurations (male).
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