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High copper alloy BARTAP™ for joining a range
of cable to bar or pad. One-wrench installation.
DURIUM™ nut and lockwasher.
Catalog Copper T
Number Conductor B H J (Max) W
QGFL1CB1 #10 Sol-#1 Str 1-1/8 1-7/8 3/8 1/4 1
QGFL1CB1T6 #10 Sol-#1 Str 1-1/8 2-3/8 3/8 34 1
QGFL26B1 #8 Sol-#2/0 Str 1-1/4 2118 3/8 1/4 1-1/8
QGFL26B1T6 #8 Sol-#2/0 Str 1-1/4 2-5/8 3/8 3/4 1-1/8
QGFL26B2* #3 Sol-#2/0 Str 1-1/4 2-8/25 12 1/4 1-1/8
QGFL26B2T6* #8 Sol-#2/0 Str 1112 2-40/50 112 34 1-1/8
QGFL29B1* #6 Str-250 kemil 1-2/5 2-5/8 112 1/4 1-3/8
QGFL29B1T6* #6 Str-250 kemil 1-5/8 3-1/8 112 3/4 1-3/8
QGFL31B1* 2 AWG-350 kemil 1-3/4 2-7/8 12 1/4 1-5/8
QGFL31B1T6* 2 AWG-350 kemil 1-3/4 3-1/4 112 34 1-5/8
QGFL34B1 1/0-500 kemil 2 3118 112 1/4 1-3/4
QGFL34B1T6 1/0-500 kemil 2 3-58 112 3/4 1-3/4
QGFL39B1 350 kemil-750 kemil 2114 3114 12 1/4 1-3/4
QGFL39B1T6 350 kemil-750 kemil 2114 3-58 112 34 1-3/4
QGFL44B1 750 kemil-1000 kemil 2:1/4 3-3/8 112 1/4 2118
QGFL44B1T6 750 kemil-1000 kemil 2114 4-1/8 112 3/4 2-1/8
QGFL46B1 1000 kemil-1500 kemil 2-1/4 4 12 1/4 24112
QGFL46B1T6 1000 kemil-1500 kemil 2-1/4 4112 112 34 2112
QGFL48B1 1500 kemil-2000 kemil 2-1/4 4-3/4 112 1/4 3
* Can be installed side by side or in-line on NEMA drilled bar.
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TRANSFORMER TAP ADAPTER = y | [t e
Copper and Aluminum - 314 1{317 T
A l A BV ‘@ "
Cast in one piece from copper alloy. Transformer \l\
tap adapter designed to accommodate from 1 ' 7 9/16
to 6 NEMA drilled copper or aluminum terminal P
taps from a single secondary transformer outlet. H———— )
Tin-plated. Order mounting hardware and tap Fig. 1
terminals separately.
Catalog Fig. A H - 3—>
Number No. Diameter Ref. L P P e B R
FCB63-4N 1 0.50 5.25 375 2.25 .L_ @ @
FCB63-6N 2 0.50 525 5.50 2.25 13
FCB64-4N 1 075 575 400 275 Ho el
FCB64-6N 2 0.75 575 575 2.75 1_;'4_ ® 6
FCB65-4N 1 100 700 4.25 400 A e
FCB63-2NP300 | Not Shown 0.50 5.00 3.50 3.00 i:
FCB64-44NP50 | Not Shown 075 9.0 500 500 l—p—+] Fig. 2

NOTE: All pads are NEMA drilled.

Blue highlighted items are industry standard and most frequently ordered.






