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Small Terminals BURNDY®

Blue highlighted items are industry standard and most frequently ordered.

TYPES T-F AND YAD-F

HYLUG™

Uninsulated Compression
Terminal, Fork Tongue

Type T-F is constructed in the same manner
as the type "T" and employs a fork tongue.

The fork permits rapid installation of the ter-
minal under a screw head without complete-
ly removing the screw. Two or more terminals
may be stacked easily on a common stud.
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Bulk Wire
Catalog Wire Stud Dimensions Catalog Installation Strip
Number Range Size C L Max. Y Max. Z Min. Number Tooling Length
T18-6F 4-6 .28 .68 .55 .25 YAD18-6F Non-Ratchet:
T18-8F 6-8 .31 .74 .57 .27 YAD18-8F Y10D, Y10-22
T18-10F

22-18
8-10 .37 .74 .58 .29 — Ratchet: MR8G98

9/32�

T18-14F .47 .92 .69 .39 YAD18-14F Y8MRB-1, MR20
T14-6F 4-6 .28 .68 .55 .25 YAD14-6F Non-Ratchet:
T14-8F 6-8 .31 .74 .57 .27 YAD14-8F Y10D, Y10-22
T14-10F

20-14
8-10 .37 .74 .58 .29 YAD14-10F Ratchet: MR8G98,

9/32�

T14-14F .47 .92 .69 .39 YAD14-14F Y8MRB-1, MR20
T10-6F 4-6 .28 .74 .61 .25 YAD10-6F Non-Ratchet:
T10-8F 6-8 .31 .80 .63 .27 YAD10-8F Y10D, Y10-22
T10-10F

12-10
8-10 .41 .87 .68 .32 YAD10-10F Ratchet: MR8G98,

11/32�

T10-14F .50 1.00 .75 .39 — Y8MRB-1, MR20


