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Technical Data 10372
Effective June 2015

Low Profile Compact Circuit Protector (CCPLP)
UL Class G, CC, midget and IEC 10x38mm fused disconnect switches

Eaton.com/bussmannseries

Catalog numbers:
Class G fuses

Catalog number

Poles Volts AC Amps SCCR (kA)Screw terminal Pressure plate terminal

CCPLP-1-20G-S CCPLP-1-20G-P 1 600 20 100

CCPLP-2-20G-S CCPLP-2-20G-P 2 600 20 100

CCPLP-3-20G-S CCPLP-3-20G-P 3 600 20 100

Agency information: UL 98 Listed, File E302370, Guide WHTY, IEC 60947-3 AC-23A, CE, RoHS compliant.

Class CC fuses

Catalog number

Poles
Volts 
AC

Max 
amps

SCCR 
(kA)

Horsepower rating (Vac)

Screw terminal Pressure plate terminal 120 240 480 600

CCPLP-1-30CC-S CCPLP-1-30CC-P 1 600 30 200 0.5 — — —

CCPLP-2-30CC-S CCPLP-2-30CC-P 2 600 30 200 — 2 — —

CCPLP-3-30CC-S CCPLP-3-30CC-P 3 600 30 200 — 3 4 7.5

Agency information: UL 98 Listed, File E302370, Guide WHTY, cULus to CSA Standard 22.2 No. 4-04, File E302370, Guide WHTY7, IEC 60947-3 AC-23A, CE, RoHS compliant.

13/32”x1-1/2” UL midget fuses

Catalog number

Poles Volts AC Max amps SCCR (kA)Screw terminal Pressure plate terminal

CCPLP-1-30M-S CCPLP-1-30M-P 1 240 30 10

CCPLP-2-30M-S CCPLP-2-30M-P 2 240 30 10

CCPLP-3-30M-S CCPLP-3-30M-P 3 240 30 10

Agency information: UL 508 Listed, File E320230, Guide NRNT, cULus Listed to CSA 22.2 No. 14-05, File E320230, Guide NRNT7, IEC 60947-3 AC-23A, CE, RoHS compliant.

10x38 IEC Class gG and aM fuses

Catalog number

Poles Fuse class
Volts AC  

(amp range) SCCR (kA)Screw terminal Pressure plate terminal

CCPLP-1-30M-S CCPLP-1-30M-P 1
gG 500 (0-25) / 400 (32) 120

aM 550 (0-16) / 400 (20-32) 120

CCPLP-2-30M-S CCPLP-2-30M-P 2
gG 500 (0-25) / 400 (32) 120

aM 550 (0-16) / 400 (20-32) 120

CCPLP-3-30M-S CCPLP-3-30M-P 3
gG 500 (0-25) / 400 (32) 120

aM 550 (0-16) / 400 (20-32) 120

Agency information: UL 508 Listed, File E320230, Guide NRNT, cULus Listed to CSA 22.2 No. 14-05, File E320230, Guide NRNT7, IEC 60947-3 AC-23A, CE, RoHS compliant.

The CCPLP has the smallest footprint of any UL 98 Listed fused 
disconnect switch along with up to a 200kA SCCR to help improve 
equipment SCCR.

Built-in switch handle / fuse access door interlock prohibits removing 
the fuse under load.




