CURRENT IN AMPERES o
o o o o O o0 ocooo
Q o o o o oocood 8 8 8 8 88883 8 8 8 8 868688
o (@) (@] a o O O O 00
- S w3 0 ONDO~ Q 8 9 3 83R83L Q R 9 83 3R88se° Q 8 9 B3 2R388¢°
1000 1000
900 = — ~ 900
800 ) = 800
700 0 o) o o D 700
-~ N ) To} — N < le}
600 ‘ ‘ M . 600
500 ‘ \ \ \ 500
400 \ \ 400
300 \ \ \ 300
200 \\ \ \ \\ 200

70
60

100
%0 \ \ \‘ ééo
\

50

\

), \ 40
\
\
\

40

\
so \

30

\ .
\

0 \ 10
9 9
° \ \ ° -
) <
a \
= 6 ‘ s M
O 5 [ ]
O I 5 _
LI_' 1 Z
0 4 ‘ \ 4
1 )
| m
Z ] \ 20
e
W O
=2 2!
'_
1 1
9 9
.8 8
7 .7
6 .6
5 5

09 09

.08 .08
.07 .07
.06 .06
.05 .05

i \ \ | i
\ \ \
\ \
\\

A\

300 /
700 /
(@]

o o o (@] O O O o0oo0oo o (@] o O o OO o o o O O O OO0 o o o o O O OO0oOOo
- N M < n © ~o0ooo o (@] o O O OO o o o o O O O OoOOo o o o O O OO0OO0COo
- « ¥ 0 ©Nw0o0 Q B 9 B 8RE&8 s 5 8 5 8386068
CURRENT IN AMPERES - o =
43825
MINIMUM MELTING  1jME—CURRENT CHARACTERISTIC CURVES . 5
- ® COOPER Bussmann
For LPN—-RK LOW PEAK (RK1) FUSES Fuse Links. In o o o Bsi
BASIS FOR DATA Standards Dated 305—1 A
1. Tests made at LOW VOLTAGE AC to- Rev =
2. Curves are plotted to MINIMUM Test points so variations should be +10% OF CURRENT Date 9—-12-01
PAGE 1 OF 2 een _AQT115




CURRENT IN AMPERES 5 o 6 o6 o0 ocoool
© o o o o oooo0d S & 8 & 886888 S s & 8 88888
o (@] (@] a o O O O OO0
2 8 B % 88R38° & 8 ¢ 8ggs8ge S 8 ¢ ggggss S 8 § 8gg8s8
1000 ‘ ‘ ‘ 1000
900 e} 900
800 % g
n o o ] 8 (@) o
700 - | (O - - ©
600 \ \ 600
500
\ ‘ 500
400 ‘\ \ “ 400
300 \ ‘\ 300
200 \ \\ 200
100 100
90 90
80 \ A \ 80
g \ \\ \ -
60 \ \ \\ ‘\ \ 60
50 \ 50
)
40 \ \ “ “ 40
- AR A \ \ -
20 \ \\ \ 20
10 - 10
9 9
8 ) 8
wn 7/ 7 §
% 6
5
O 5 =
L
0 4 \ 4
%)
z 50
(@)
w 5
=2 20
'_
1 1
9 9
.8 8
7 .7
6 .6
5 5
4 .4
.3 3
2 2
N 1
.09 .09
.08 .08
.07 07
.06 .06
.05 \ .05
.04 L | | | \ \ .04
03 ‘ \ 03
.02 \\ (02
.01 \ t \ 01
@) o (@] (@] o o O OO0O0 a o o o O O o0 o0 o o o o O O O0Oo (@] o (@] (@] o O O OoOO0o
- ~N M < Te} © ™~ oo O (@] o (@] (@] O O O o0 o o o (@] O O OO0 o o o a O O O OO0
- N ™M < n © ™~ oo o O o (@] (@] o O O OO0 @) o o a O O OO0oOo
— N M < Te} O ™~ 0 oo (@] o (@] a O O OO0
CURRENT IN AMPERES - o oY w e 0o
43826

TOTAL CLEARING

cor LPN—RK LOW PEAK® (RK1) FUSES

BASIS FOR DATA Standards

1. Tests made at

LOW VOLTAGE VAC

TIME—CURRENT CHARACTERISTIC CURVES

Fuse Links. In

Dated

7
COOPER Bussmann

St. Louis, MO 63178

2. Curves are plotted ta

MAXIMUM

PAGE 1 OF 2

Test points so variations should be —10% OF CURRENT

No. 505-2 Rev.A
Date . 9—12—01
een _AO1115




