Fastening Systems — Ty-Rap® High-Performance Cable Ties, Tools & Accessories

C-58

Line panel edges and knockouts!

Extruded Grommeting

e Used to line panel edges and knockouts where the chafing
of passing wires is a concern

e Available in 8 stock sizes in 100-ft. lengths for panels

of applications

from .040" (1.02mm) to .250" (6.35mm) thick
e A variety of stocked materials to cover a wide range
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CAT. NO. MATERIAL IN./MM IN./MM IN./MM IN./MM FLAMMABILITY Qty.
GRNY-040-9-C  Natural Nylon .04/1.02 .04/1.02 19/4.83 13/3.18 94 V-2 1.(100 ft)
GRNY-052-9-C Natural Nylon .05/1.32 .04/1.02 19/4.83 13/3.18 94 V-2 1(100ft)
GRNY-062-9-C Natural Nylon .06/1.57 .05/1.14 .20/5.08 17/4.32 94 V-2 1(100 ft)
GRNY-085-9-C Natural Nylon .09/2.16 .05/1.14 .20/5.08 17/4.32 94 V-2 1(100 ft,)
GRNY-100-9-C Natural Nylon 10/2.54 .05/1.14 .22/5.89 .21/5.33 94 V-2 1(100 ft)
GRNY-125-9-C Natural Nylon 13/3.18 05/1.27 .22/5.89 21/5.21 94 V-2 1(100 ft)
GRNY-187-9-C Natural Nylon 19/4.75 .05/1.27 .27/6.86 .28/6.99 94 V-2 1(100 ft.)
GRNY-250-9-C Natural Nylon .25/6.35 .051.27 .28/7.11 .379/.40 94 V-2 1(100 ft)
GRNY-040-0-C Black Nylon .04/1.02 .04/1.02 .19/4.83 13/3.18 94 V-2 1(100 ft.)
GRNY-052-0-C Black Nylon .05/1.32 .04/1.02 .19/4.83 13/3.18 94 V-2 1(100 ft)
GRNY-062-0-C Black Nylon .06/1.57 .05/1.14 .20/5.08 A7/4.32 94 V-2 1(100 ft)
GRNY-085-0-C Black Nylon .09/2.16 .05/1.14 .20/5.08 A7/4.32 94 V-2 1(100 ft)
GRNY-100-0-C  Black Nylon 10/2.54 05/1.14 22/5.89 21/5.33 94 V-2 1 (100 ft)
GRNY-125-0-C Black Nylon 13/3.18 .05/1.27 .22/5.89 21/5.21 94 V-2 1(100 ft)
GRNY-187-0-C Black Nylon 19/4.75 .05/1.27 .27/6.86 .28/6.99 94 V-2 1(100 ft.)
GRNY-250-0-C Black Nylon .25/6.35 .06/1.27 .28/7.11 .379/.40 94 V-2 1(100ft)
GRPE-040-9-C Natural Polyethylene .04/1.02 .04/1.02 .19/4.83 13/3.18 94 HB 1 (100 ft)
GRPE-052-9-C Natural Polyethylene .05/1.32 .04/1.02 .19/4.83 13/3.18 94 HB 1(100 ft)
GRPE-062-9-C Natural Polyethylene .06/1.57 .05/1.14 .20/5.08 17/4.32 94 HB 1(100 ft)
GRPE-085-9-C Natural Polyethylene 09/2.16 05/1.14 .20/5.08 17/4.32 94 HB 1(100 ft)
GRPE-100-9-C Natural Polyethylene 10/2.54 .05/1.14 .22/5.89 .21/5.33 94 HB 1(100 ft.)
GRPE-125-9-C Natural Polyethylene 13/3.18 .05/1.27 .22/5.89 21/5.21 94 HB 1(100ft)
GRPE-187-9-C Natural Polyethylene 19/4.75 .05/1.27 .27/6.86 .28/6.99 94 HB 1(100 ft)
GRPE-250-9-C Natural Polyethylene .25/6.35 .05/1.27 28/7.11 .379/.40 94 HB 1(100 ft)
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