
Important Notification 

Subject: Catamount SKU Updates – changes in product properties 

Date: March 14, 2020 

Please be advised that ABB is implementing manufacturing changes which will affect the properties of 
certain Catamount SKUs. 

The attached document sets forth in tabular detail the new SKU properties highlighted in green and the 
former SKU properties without highlighting.   

ABB encourages customers to make note of these property changes when ordering Catamount products 
and adjust accordingly.  These changes will be integrated into our supply chain beginning March 14, 
2020.   

These manufacturing changes will be implemented in a phased approach.  Accordingly, ABB will provide 
future updates once the implementation is completed and final properties of the impacted Catamount 
SKUs are determined. 

Regards, 

Danny Berkowitz 
Product Manager – Fastening Systems 
ABB Electrification Products (ELIP) 

ABB Inc. 
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cULus 225mm (8.87") 1.57mm (0.06") 60.33mm (2.38") 178 N (40 LBS) ERG50 / 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No

UL9C45 203mm (8.0") 6.35mm (0.25") 50.0mm (1.97") 180 N (40 LBS) WT199 / 3-5 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21 AH-2 NYLON WEATHERABLE / UV BLACK MX MEXICO No No No No

cULus 105mm (4.13") 1.57mm (0.06") 22.2mm (0.87") 80 N (18 LBS) ERG50 / 1-3 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON NATURAL US U.S.A. No No No No
UL9C45 112mm (4.40") 1.5mm (0.06") 25.0mm (0.98") 80 N (18 LBS) WT199 / 1-3 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 N/A NYLON NATURAL MX MEXICO No No No No

cULus 364mm (14.35") 1.57mm (0.06") 101.6mm (4.0") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No
UL9C45 363mm (14.3") 3.17mm (0.125") 76.0mm (3.0") 220 N ( 50 LBS) WT199 / 6-8 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK MX MEXICO Yes No Yes Yes

cULus 105mm (4.13") 1.57mm (0.06") 22.2mm (0.87") 80 N (18 LBS) ERG50 / 1-3 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON NATURAL US U.S.A. No No No No
UL9C45 112mm (4.40") 1.5mm (0.06") 25.0mm (0.98") 80 N (18 LBS) WT199 / 1-3 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 N/A NYLON NATURAL MX MEXICO No No No No

cULus 148mm (5.84") 1.57mm (0.06") 36.5mm (1.44") 178 N (40 LBS) ERG50 / 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No
UL9C45 142mm (5.6") 1.5mm (0.06") 32.0mm (1.26") 130 N ( 30 LBS) ERG50 / 3-5 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21 AH-2 NYLON WEATHERABLE / UV BLACK MX MEXICO No No No No

cULus 148mm (5.84") 1.57mm (0.06") 36.5mm (1.44") 178 N (40 LBS) ERG50 / 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No
UL9C45 142mm (5.6") 1.5mm (0.06") 32.0mm (1.26") 130 N ( 30 LBS) ERG50 / 3-5 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21 AH-2 NYLON WEATHERABLE / UV BLACK MX MEXICO No No No No

cULus 148mm (5.84") 1.57mm (0.06") 36.5mm (1.44") 178 N (40 LBS) ERG50 / 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON NATURAL US U.S.A. No No No No
UL9C45 142mm (5.6") 1.5mm (0.06") 32.0mm (1.26") 130 N ( 30 LBS) ERG50 / 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON NATURAL MX MEXICO No No No No

cULus 148mm (5.84") 1.57mm (0.06") 36.5mm (1.44") 178 N (40 LBS) ERG50 / 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON NATURAL US U.S.A. No No No No
UL9C45 142mm (5.6") 1.5mm (0.06") 32.0mm (1.26") 130 N ( 30 LBS) ERG50 / 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON NATURAL MX MEXICO No No No No

cULus 148mm (5.84") 1.57mm (0.06") 36.5mm (1.44") 179 N (40 LBS) ERG50 / 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No
UL9C45 142mm (5.6") 1.5mm (0.06") 32.0mm (1.26") 130 N ( 30 LBS) ERG50 / 3-5 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21 AH-2 NYLON WEATHERABLE / UV BLACK MX MEXICO No No No No

cULus 364mm (14.35") 1.57mm (0.06") 101.6mm (4.0") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL US U.S.A. No No No No
UL9C45 363mm (14.3") 3.17mm (0.125") 102.0mm (4.0") 220 N ( 50 LBS) WT199 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL MX MEXICO Yes No Yes Yes

cULus 364mm (14.35") 1.57mm (0.06") 101.6mm (4.0") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No
UL9C45 363mm (14.3") 3.17mm (0.125") 76.0mm (3.0") 222 N ( 50 LBS) WT199 / 6-8 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK MX MEXICO Yes No Yes Yes

cULus 192mm (7.56") 1.57mm (0.06") 47.6mm (1.87") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL US U.S.A. No No No No
UL9C45 190mm (7.50") 3.17mm (0.12") 45mm (1.75") 222 N ( 50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 WHITE NYLON / NYLON BLANCO MX MEXICO Yes No Yes Yes

cULus 105mm (4.13") 1.57mm (0.06") 22.2mm (0.87") 80 N (18 LBS) ERG50 / 1-3 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No
UL9C45 112mm (4.40") 1.5mm (0.06") 25.0mm (0.98") 80 N (18 LBS) WT199 / 1-3 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21 N/A NYLON WEATHERABLE / UV BLACK MX MEXICO No No No No

cULus 286mm (11.25") 1.57mm (0.06") 77.7mm (3.06") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL US U.S.A. No No No No
UL9C45 282mm (11.1") 3.17mm (0.125") 76.0mm (3.0") 222 N ( 50 LBS) ERG50 / 6-8 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL MX MEXICO Yes No Yes Yes

cULus 105mm (4.13") 1.57mm (0.06") 22.2mm (0.87") 80 N (18 LBS) ERG50 / 1-3 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON NATURAL US U.S.A. No No No No
UL9C45 112mm (4.40") 1.5mm (0.06") 25.0mm (0.98") 80 N (18 LBS) WT199 / 1-3 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 N/A NYLON NATURAL MX MEXICO No No No No
cULus 101.6mm (4.00") 1.57mm (0.06") 101.6mm (4.0") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No

UL9C45 363mm (14.3") 3.17mm (0.125") 76.0mm (3.0") 222 N ( 50 LBS) WT199 / 6-8 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK MX MEXICO No No No No

cULus 101.6mm (4.00") 1.57mm (0.06") 101.6mm (4.0") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL US U.S.A. No No No No
UL9C45 363mm (14.3") 3.17mm (0.125") 102.0mm (4.0") 220 N ( 50 LBS) WT199 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL MX MEXICO No No No No

cULus 105mm (4.13") 1.57mm (0.06") 22.2mm (0.87") 80 N (18 LBS) ERG50 / 1-3 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No
UL9C45 104mm (4.1") 1.5mm (0.06") 22mm (0.86") 80 N (18 LBS) WT199 / 1-3 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21 N/A NYLON WEATHERABLE / UV BLACK MX MEXICO No No No No

cULus 286mm (11.25") 1.57mm (0.06") 77.7mm (3.06") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No
UL9C45 282mm (11.1") 3.17mm (0.125") 76.0mm (3.0") 222 N ( 50 LBS) WT199 / 6-8 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK MX MEXICO Yes No Yes Yes

cULus 286mm (11.25") 1.57mm (0.06") 77.7mm (3.06") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No
UL9C45 282mm (11.1") 3.17mm (0.125") 76.0mm (3.0") 222 N ( 50 LBS) WT199 / 6-8 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK MX MEXICO Yes No Yes Yes

cULus 286mm (11.25") 1.57mm (0.06") 77.7mm (3.06") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL US U.S.A. No No No No
UL9C45 282mm (11.1") 3.17mm (0.125") 76.0mm (3.0") 222 N ( 50 LBS) ERG50 / 6-8 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL MX MEXICO Yes No Yes Yes

cULus 286mm (11.25") 1.57mm (0.06") 77.7mm (3.06") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL US U.S.A. No No No No
UL9C45 282mm (11.1") 3.17mm (0.125") 76.0mm (3.0") 222 N ( 50 LBS) ERG50 / 6-8 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL MX MEXICO Yes No Yes Yes

cULus 377mm (14.83") 4.75mm (0.19") 103.1mm (4.06") 534 N (120 LBS) ERG120 5-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No
UL9C45 373mm (14.7") 55mm (0.59") 102.0mm (4.0") 534 N ( 120 LBS) WT197 / 5-8, MS90387-2 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK MX MEXICO No No No No

cULus 377mm (14.83") 4.75mm (0.19") 103.1mm (4.06") 534 N (120 LBS) ERG120 5-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No
UL9C45 373mm (14.7") 55mm (0.59") 102.0mm (4.0") 534 N ( 120 LBS) WT197 / 5-8, MS90387-2 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK MX MEXICO No No No No

cULus 377mm (14.83") 4.75mm (0.19") 103.1mm (4.06") 534 N (120 LBS) ERG120 5-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL US U.S.A. No No No No
UL9C45 373mm (14.7") 55mm (0.59") 102.0mm (4.0") 534 N ( 120 LBS) WT197 / 5-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL MX MEXICO No No No No

cULus 377mm (14.83") 4.75mm (0.19") 103.1mm (4.06") 534 N (120 LBS) ERG120 5-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL US U.S.A. No No No No
UL9C45 373mm (14.7") 55mm (0.59") 102.0mm (4.0") 534 N ( 120 LBS) WT197 / 5-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL MX MEXICO No No No No

cULus 364mm (14.35") 1.57mm (0.06") 101.6mm (4.0") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No
UL9C45 363mm (14.3") 3.17mm (0.125") 102.0mm (4.0") 222 N ( 50 LBS) WT199 / 6-8 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK MX MEXICO Yes No Yes Yes

cULus 364mm (14.35") 1.57mm (0.06") 101.6mm (4.0") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL US U.S.A. No No No No
UL9C45 363mm (14.3") 3.17mm (0.125") 102.0mm (4.0") 222 N ( 50 LBS) WT199 / 6-8 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL MX MEXICO Yes No Yes Yes

cULus 364mm (14.35") 1.57mm (0.06") 101.6mm (4.0") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL US U.S.A. No No No No
UL9C45 363mm (14.3") 3.17mm (0.125") 102.0mm (4.0") 222 N ( 50 LBS) WT199 / 6-8 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL MX MEXICO Yes No Yes Yes
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cULus 192mm (7.56") 1.57mm (0.06") 47.6mm (1.87") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No

UL9C45 185mm (7.3") 3.17mm (0.125") 44.0mm (1.73") 222 N ( 50 LBS) ERG50 / 6-8 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK MX MEXICO Yes No Yes Yes

cULus 192mm (7.56") 1.57mm (0.06") 47.6mm (1.87") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No
UL9C45 185mm (7.3") 3.17mm (0.125") 44.0mm (1.73") 222 N ( 50 LBS) ERG50 / 6-8 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK MX MEXICO Yes No Yes Yes
cULus 192mm (7.56") 1.57mm (0.06") 47.6mm (1.87") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL US U.S.A. No No No No

UL9C45 185mm (7.3") 3.17mm (0.125") 44.0mm (1.73") 222 N ( 50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL MX MEXICO Yes No Yes Yes
cULus 192mm (7.56") 1.57mm (0.06") 47.6mm (1.87") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL US U.S.A. No No No No

UL9C45 185mm (7.3") 3.17mm (0.125") 44.0mm (1.73") 222 N ( 50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL MX MEXICO Yes No Yes Yes
cULus 225mm (8.87") 1.57mm (0.06") 60.33mm (2.38") 178 N (40 LBS) ERG50 / 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No

UL9C45 203mm (8.0") 6.35mm (0.25") 50.0mm (1.97") 180 N (40 LBS) WT199 / 3-5 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21 AH-2 NYLON WEATHERABLE / UV BLACK MX MEXICO No No No No
cULus 225mm (8.87") 1.57mm (0.06") 60.33mm (2.38") 178 N (40 LBS) ERG50 / 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON NATURAL US U.S.A. No No No No

UL9C45 203mm (8.0") 1.5mm (0.06") 50.0mm (1.97") 180 N (40 LBS) WT199 / 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON NATURAL MX MEXICO No No No No

cULus 225mm (8.87") 1.57mm (0.06") 60.33mm (2.38") 178 N (40 LBS) ERG50 / 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON NATURAL US U.S.A. No No No No

UL9C45 203mm (8.0") 1.5mm (0.06") 50.0mm (1.97") 180 N (40 LBS) WT199 / 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON NATURAL MX MEXICO No No No No

cULus 148mm (5.84") 1.57mm (0.06") 36.5mm (1.44") 179 N (40 LBS) ERG50 / 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON NATURAL US U.S.A. No No No No

UL9C45 142mm (5.6") 1.5mm (0.06") 32.0mm (1.26") 180 N ( 40 LBS) WT199 / 3-5 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21 AH-2 NYLON NATURAL MX MEXICO No No No No

cULus 148mm (5.84") 1.57mm (0.06") 36.5mm (1.44") 179 N (40 LBS) ERG50 / 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON NATURAL US U.S.A. No No No No

UL9C45 142mm (5.6") 1.5mm (0.06") 32.0mm (1.26") 180 N ( 40 LBS) WT199 / 3-5 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21 AH-2 NYLON NATURAL MX MEXICO No No No No

cULus 105mm (4.13") 1.57mm (0.06") 22.2mm (0.87") 80 N (18 LBS) ERG50 / 1-3 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No

UL9C45 104mm (4.1") 1.5mm (0.06") 22mm (0.86") 80 N (18 LBS) WT199 / 1-3 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21 N/A NYLON WEATHERABLE / UV BLACK MX MEXICO No No No No
cULus 192mm (7.56") 1.57mm (0.06") 47.6mm (1.87") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No

UL9C45 185mm (7.3") 3.17mm (0.125") 44.0mm (1.73") 222 N ( 50 LBS) ERG50 / 6-8 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK MX MEXICO No No No No
cULus 192mm (7.56") 1.57mm (0.06") 47.6mm (1.87") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No

UL9C45 185mm (7.3") 3.17mm (0.125") 44.0mm (1.73") 222 N ( 50 LBS) ERG50 / 6-8 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK MX MEXICO Yes No Yes Yes
cULus 286mm (11.25") 1.57mm (0.06") 77.7mm (3.06") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No

UL9C45 282mm (11.1") 3.17mm (0.125") 76.0mm (3.0") 222 N ( 50 LBS) WT199 / 6-8 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK MX MEXICO Yes No Yes Yes
cULus 364mm (14.35") 1.57mm (0.06") 101.6mm (4.0") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No

UL9C45 363mm (14.3") 3.17mm (0.125") 102.0mm (4.0") 222 N ( 50 LBS) WT199 / 6-8 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK MX MEXICO Yes No Yes Yes
cULus 279mm (11.0") 1.57mm (0.06") 85.7mm (3.37") 178 N (40 LBS) ERG50 / 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No

UL9C45 290mm (11.4") 6.35mm (0.25") 76.0mm (3.0") 180 N (40 LBS) WT199 / 3-5 -20oC (-4oF) 105oC (220oF) -30oC (-20oF) TYPE 21 AH-2 NYLON WEATHERABLE / UV BLACK MX MEXICO No No No No
cULus 279mm (11.0") 1.57mm (0.06") 85.7mm (3.37") 178 N (40 LBS) ERG50 / 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No

UL9C45 290mm (11.4") 6.35mm (0.25") 76.0mm (3.0") 180 N (40 LBS) WT199 / 3-5 -20oC (-4oF) 105oC (220oF) -30oC (-20oF) TYPE 21 AH-2 NYLON WEATHERABLE / UV BLACK MX MEXICO No No No No
cULus 279mm (11.0") 1.57mm (0.06") 85.7mm (3.37") 178 N (40 LBS) ERG50 / 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL US U.S.A. No No No No

UL9C45 290mm (11.4") 6.35mm (0.25") 76.0mm (3.0") 180 N (40 LBS) WT199 / 3-5 -20oC (-4oF) 105oC (220oF) -30oC (-20oF) TYPE 21 AH-2 NYLON NATURAL MX MEXICO No No No No
cULus 105mm (4.13") 1.57mm (0.06") 22.2mm (0.87") 80 N (18 LBS) ERG50 / 1-3 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No

UL9C45 112mm (4.40") 1.5mm (0.06") 25.0mm (0.98") 80 N (18 LBS) WT199 / 1-3 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21 N/A NYLON WEATHERABLE / UV BLACK MX MEXICO No No No No
cULus 377mm (14.83") 4.75mm (0.19") 103.1mm (4.06") 534 N (120 LBS) ERG120 5-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No

UL9C45 360mm (14.2") 15mm (0.59") 102.0mm (4.0") 222 N (120 LBS) ERG120 5-8 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21S N/A BLACK NYLON / NYLON NOIR MX MEXICO No No No No
cULus 105mm (4.13") 1.57mm (0.06") 22.2mm (0.87") 80 N (18 LBS) ERG50 / 1-3 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No

UL9C45 102mm (4.00") 1.5mm (0.06") 16mm (.625") 80 N (18 LBS) ERG50 1-3 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21 N/A BLACK NYLON / NYLON NOIR MX MEXICO No No No No
cULus 148mm (5.84") 1.57mm (0.06") 36.5mm (1.44") 178 N (40 LBS) ERG50 / 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No

UL9C45 142mm (5.60") 1.5mm (0.06") 32mm (1.25") 134 N (30 LBS) ERG50 3-5 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21 N/A BLACK NYLON / NYLON NOIR MX MEXICO No No No No
cULus 192mm (7.56") 1.57mm (0.06") 47.6mm (1.87") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No

UL9C45 185mm (7.3") 3.17mm (0.125") 44.0mm (1.73") 222 N ( 50 LBS) ERG50 / 6-8 -20oC (-4oF) 105oC (220oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK MX MEXICO No No No No
cULus 286mm (11.25") 1.57mm (0.06") 77.7mm (3.06") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No

UL9C45 282mm (11.1") 3.175mm (0.125") 76mm (3.00") 222 N (50 LBS) ERG50 6-8 -20oC (-4oF) 105oC (221oF) -40oC (-40oF) TYPE 21S N/A BLACK NYLON / NYLON NOIR MX MEXICO No No No No
cULus 364mm (14.35") 1.57mm (0.06") 101.6mm (4.0") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No

UL9C45 360mm (14.2") 3.17mm (0.12") 102mm (4.00") 222 N (50 LBS) ERG50 6-8 -20oC (-4oF) 105oC (221oF) -40oC (-40oF) TYPE 21S N/A BLACK NYLON / NYLON NOIR MX MEXICO No No No No
cULus 148mm (5.84") 1.57mm (0.06") 36.5mm (1.44") 178 N (40 LBS) ERG50 / 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON NATURAL US U.S.A. No No No No

UL9C45 142mm (5.60") 1.5mm (0.06") 32mm (1.25") 134 N (30 LBS) ERG50 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 N/A NYLON NATURAL MX MEXICO No No No No
cULus 105mm (4.13") 1.57mm (0.06") 22.2mm (0.87") 80 N (18 LBS) ERG50 / 1-3 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL US U.S.A. No No No No

UL9C45 102mm (4.00") 1.5mm (0.06") 16mm (.625") 80 N (18 LBS) ERG50 1-3 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 N/A NYLON NATURAL MX MEXICO No No No No
cULus 286mm (11.25") 1.57mm (0.06") 77.7mm (3.06") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL US U.S.A. No No No No

UL9C45 282mm (11.1") 3.175mm (0.125") 76mm (3.00") 222 N (50 LBS) ERG50 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 N/A NATURAL NYLON MX MEXICO No No No No
cULus 364mm (14.35") 1.57mm (0.06") 101.6mm (4.0") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL US U.S.A. No No No No

UL9C45 360mm (14.2") 3.17mm (0.12") 102mm (4.00") 222 N (50 LBS) ERG50 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S N/A NYLON NATURAL MX MEXICO No No No No
cULus 377mm (14.83") 4.75mm (0.19") 103.1mm (4.06") 534 N (120 LBS) ERG120 5-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL US U.S.A. No No No No

UL9C45 360mm (14.2") 3.17mm (0.12") 102mm (4.00") 222 N (50 LBS) ERG120 5-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S N/A NATURAL NYLON / NYLON NATUREL MX MEXICO No No No No
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DNV-GL
cULus 364mm (14.35") 1.57mm (0.06") 101.6mm (4.0") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No

UL9C45 360mm (14.2") 3.17mm (0.12") 102mm (4.00") 222 N (50 LBS) ERG50 6-8 -20oC (-4oF) 105oC (221oF) -40oC (-40oF) TYPE 21S N/A BLACK NYLON / NYLON NOIR MX MEXICO No No No No
cULus 105mm (4.13") 1.57mm (0.06") 22.2mm (0.87") 80 N (18 LBS) ERG50 / 1-3 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL US U.S.A. No No No No

UL9C45 102mm (4.00") 1.5mm (0.06") 16mm (.625") 80 N (18 LBS) ERG50 1-3 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 N/A NYLON NATURAL MX MEXICO No No No No
cULus 148mm (5.84") 1.57mm (0.06") 36.5mm (1.44") 178 N (40 LBS) ERG50 / 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON NATURAL US U.S.A. No No No No

UL9C45 142mm (5.60") 1.5mm (0.06") 32mm (1.25") 134 N (30 LBS) ERG50 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 N/A NYLON NATURAL MX MEXICO No No No No
cULus 192mm (7.56") 1.57mm (0.06") 47.6mm (1.87") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL US U.S.A. No No No No

UL9C45 190mm (7.50") 3.17mm (0.12") 44mm (1.73") 222 N (50 LBS) ERG50 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 N/A NATURAL NYLON MX MEXICO No No No No
cULus 286mm (11.25") 1.57mm (0.06") 77.7mm (3.06") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL US U.S.A. No No No No

UL9C45 282mm (11.1") 3.175mm (0.125") 76mm (3.00") 222 N (50 LBS) ERG50 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 N/A NATURAL NYLON MX MEXICO No No No No
cULus 364mm (14.35") 1.57mm (0.06") 101.6mm (4.0") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON NATURAL US U.S.A. No No No No

UL9C45 360mm (14.2") 3.17mm (0.12") 102mm (4.00") 222 N (50 LBS) ERG50 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S N/A BLACK NYLON / NYLON NOIR MX MEXICO No No No No
cULus 105mm (4.13") 1.57mm (0.06") 22.2mm (0.87") 80 N (18 LBS) ERG50 / 1-3 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No

UL9C45 102mm (4.00") 1.5mm (0.06") 16mm (.625") 80 N (18 LBS) ERG50 1-3 -20oC (-4oF) 105oC (221oF) -40oC (-40oF) TYPE 21 N/A BLACK NYLON / NYLON NOIR MX MEXICO No No No No
cULus 148mm (5.84") 1.57mm (0.06") 36.5mm (1.44") 178 N (40 LBS) ERG50 / 3-5 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21 AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No

UL9C45 142mm (5.60") 1.5mm (0.06") 32mm (1.25") 134 N (30 LBS) ERG50 3-5 -20oC (-4oF) 105oC (221oF) -40oC (-40oF) TYPE 21 N/A BLACK NYLON / NYLON NOIR MX MEXICO No No No No
cULus 192mm (7.56") 1.57mm (0.06") 47.6mm (1.87") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No

UL9C45 190mm (7.50") 3.17mm (0.12") 45mm (1.75") 222 N (50 LBS) ERG50 3-5 -20oC (-4oF) 105oC (221oF) -40oC (-40oF) TYPE 21S N/A BLACK NYLON / NYLON NOIR MX MEXICO No No No No
cULus 286mm (11.25") 1.57mm (0.06") 77.7mm (3.06") 222 N (50 LBS) ERG50 / 6-8 -20oC (-4oF) 85oC (185oF) -40oC (-40oF) TYPE 21S AH-2 NYLON WEATHERABLE / UV BLACK US U.S.A. No No No No

UL9C45 282mm (11.1") 3.175mm (0.125") 76mm (3.00") 222 N (50 LBS) ERG50 6-8 -20oC (-4oF) 105oC (221oF) -40oC (-40oF) TYPE 21S N/A BLACK NYLON / NYLON NOIR MX MEXICO No No No No
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