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U-RAD®

Double Hairpin Element Radiant Heater (cont’d.) 
Specifications and Ordering Information

kW Volts

Length (In.)

Model stock PCN
Optional
Grille2

Replacement
Elements1

Wt.
(Lbs.)Overall A heated b

2.2 120 31-3/4 22-7/8 U-RAD-33 NS 110971 (1) GR-3 (2) UTU-3 10
2.2 208 31-3/4 22-7/8 U-RAD-33V NS 110980 (1) GR-3 (2) UTU-3V 10
2.2 240 31-3/4 22-7/8 U-RAD-33 NS 110998 (1) GR-3 (2) UTU-3 10
2.2 275 31-3/4 22-7/8 U-RAD-33V NS 111000 (1) GR-3 (2) UTU-3V 10
2.6 208 36-9/16 27-11/16 U-RAD-42V NS 111026 (1) GR-3 (1) UTU-2V, (1) UTU-4V 11
2.6 240 36-9/16 27-11/16 U-RAD-42 NS 111018 (1) GR-3 (1) UTU-2, (1) UTU-4 11
2.6 275 36-9/16 27-11/16 U-RAD-42V NS 111034 (1) GR-3 (1) UTU-2V, (1) UTU-4V 11
2.9 208 39-11/16 30-13/16 U-RAD-43V NS 111050 (2) GR-2 (1) UTU-3V, (1) UTU-4V 12
2.9 240 39-11/16 30-13/16 U-RAD-43 NS 111042 (2) GR-2 (1) UTU-3, (1) UTU-4 12
2.9 275 39-11/16 30-13/16 U-RAD-43V NS 111069 (2) GR-2 (1) UTU-3V, (1) UTU-4V 12
3.6 208 47-9/16 38-11/16 U-RAD-44V NS 111085 (1) GR-4 (2) UTU-4V 13
3.6 240 47-9/16 38-11/16 U-RAD-44 NS 111077 (1) GR-4 (2) UTU-4 13
3.6 275 47-9/16 38-11/16 U-RAD-44V NS 111093 (1) GR-4 (2) UTU-4V 13
3.3 208 44 35-1/8 U-RAD-52V NS 111114 (2) GR-2 (1) UTU-2V, (1) UTU-5V 11
3.3 240 44 35-1/8 U-RAD-52 NS 111106 (2) GR-2 (1) UTU-2, (1) UTU-5 11
3.3 275 44 35-1/8 U-RAD-52V NS 111122 (2) GR-2 (1) UTU-2V, (1) UTU-5V 11
3.6 208 47-1/8 38-1/4 U-RAD-53V NS 111149 (1) GR-4 (1) UTU-3V, (1) UTU-5V 12
3.6 240 47-1/8 38-1/4 U-RAD-53 NS 111130 (1) GR-4 (1) UTU-3, (1) UTU-5 12
3.6 275 47-1/8 38-1/4 U-RAD-53V NS 111157 (1) GR-4 (1) UTU-3V, (1) UTU-5V 12
4.3 208 55-1/16 46-3/16 U-RAD-54V NS 111173 (3) GR-2 (1) UTU-4V, (1) UTU-5V 14
4.3 240 55-1/16 46-3/16 U-RAD-54 NS 111165 (3) GR-2 (1) UTU-4, (1) UTU-5 14
4.3 275 55-1/16 46-3/16 U-RAD-54V NS 111181 (3) GR-2 (1) UTU-4V, (1) UTU-5V 14
5 208 62-7/16 53-9/16 U-RAD-55V NS 111202 (1) GR-5 (2) UTU-5V 15
5 240 62-7/16 53-9/16 U-RAD-55 NS 111190 (1) GR-5 (2) UTU-5 15
5 275 62-7/16 53-9/16 U-RAD-55V NS 111229 (1) GR-5 (2) UTU-5V 15
5 480 62-7/16 53-9/16 U-RAD-55 NS 111210 (1) GR-5 (2) UTU-5 15
3.8 208 50 41-1/8 U-RAD-62V NS 111245 (1) GR-2, (1) GR-3 (1) UTU-2V, (1) UTU-6V 13
3.8 240 50 41-1/8 U-RAD-62 NS 111237 (1) GR-2, (1) GR-3 (1) UTU-2, (1) UTU-6 13
3.8 275 50 41-1/8 U-RAD-62V NS 111253 (1) GR-2, (1) GR-3 (1) UTU-2V, (1) UTU-6V 13
4.1 208 53-1/8 44-1/4 U-RAD-63V NS 111270 (2) GR-3 (1) UTU-3V, (1) UTU-6V 14
4.1 240 53-1/8 44-1/4 U-RAD-63 NS 111261 (2) GR-3 (1) UTU-3, (1) UTU-6 14
4.1 275 53-1/8 44-1/4 U-RAD-63V NS 111288 (2) GR-3 (1) UTU-3V, (1) UTU-6V 14
4.8 208 61-1/16 52-3/16 U-RAD-64V NS 111309 (1) GR-5 (1) UTU-4V, (1) UTU-6V 16
4.8 240 61-1/16 52-3/16 U-RAD-64 NS 111296 (1) GR-5 (1) UTU-4, (1) UTU-6 16
4.8 275 61-1/16 52-3/16 U-RAD-64V NS 111317 (1) GR-5 (1) UTU-4V, (1) UTU-6V 16
5.5 208 68-1/2 59-5/8 U-RAD-65V NS 111333 (1) GR-3, (1) GR-4 (1) UTU-5V, (1) UTU-6V 17
5.5 240 68-1/2 59-5/8 U-RAD-65 NS 111325 (1) GR-3, (1) GR-4 (1) UTU-5, (1) UTU-6 17
5.5 275 68-1/2 59-5/8 U-RAD-65V NS 111350 (1) GR-3, (1) GR-4 (1) UTU-5V, (1) UTU-6V 17
5.5 480 68-1/2 59-5/8 U-RAD-65 NS 111341 (1) GR-3, (1) GR-4 (1) UTU-5, (1) UTU-6 17
6 208 74-1/2 65-5/8 U-RAD-66V NS 111376 (1) GR-6 (2) UTU-6V 20
6 240 74-1/2 65-5/8 U-RAD-66 NS 111368 (1) GR-6 (2) UTU-6 20
6 275 74-1/2 65-5/8 U-RAD-66V NS 111392 (1) GR-6 (2) UTU-6V 20
6 480 74-1/2 65-5/8 U-RAD-66 NS 111384 (1) GR-6 (2) UTU-6 20
4.4 208 56-1/8 47-1/4 U-RAD-72V NS 111413 (1) GR-2, (1) GR-4 (1) UTU-2V, (1) UTU-7V 15
4.4 240 56-1/8 47-1/4 U-RAD-72 NS 111405 (1) GR-2, (1) GR-4 (1) UTU-2, (1) UTU-7 15
4.4 275 56-1/8 47-1/4 U-RAD-72V NS 111421 (1) GR-2, (1) GR-4 (1) UTU-2V, (1) UTU-7V 15
4.7 208 59-1/4 50-3/8 U-RAD-73V NS 111448 (3) GR-2 (1) UTU-3V, (1) UTU-7V 16
4.7 240 59-1/4 50-3/8 U-RAD-73 NS 111430 (3) GR-2 (1) UTU-3, (1) UTU-7 16
4.7 275 59-1/4 50-3/8 U-RAD-73V NS 111456 (3) GR-2 (1) UTU-3V, (1) UTU-7V 16
5.4 208 67-1/8 58-1/4 U-RAD-74V NS 111472 (1) GR-2, (1) GR-4 (1) UTU-4V, (1) UTU-7V 18
5.4 240 67-1/8 58-1/4 U-RAD-74 NS 111464 (1) GR-2, (1) GR-4 (1) UTU-4, (1) UTU-7 18
5.4 275 67-1/8 58-1/4 U-RAD-74V NS 111480 (1) GR-2, (1) GR-4 (1) UTU-4V, (1) UTU-7V 18
6.1 208 74-1/2 65-5/8 U-RAD-75V NS 111501 (1) GR-6 (1) UTU-5V, (1) UTU-7V 19
6.1 240 74-1/2 65-5/8 U-RAD-75 NS 111499 (1) GR-6 (1) UTU-5, (1) UTU-7 19
6.1 275 74-1/2 65-5/8 U-RAD-75V NS 111528 (1) GR-6 (1) UTU-5V, (1) UTU-7V 19
6.1 480 74-1/2 65-5/8 U-RAD-75 NS 111510 (1) GR-6 (1) UTU-5, (1) UTU-7 19
6.6 208 80-5/8 71-3/4 U-RAD-76V NS 111544 (1) GR-2, (1) GR-5 (1) UTU-6V, (1) UTU-7V 21
6.6 240 80-5/8 71-3/4 U-RAD-76 NS 111536 (1) GR-2, (1) GR-5 (1) UTU-6, (1) UTU-7 21
6.6 275 80-5/8 71-3/4 U-RAD-76V NS 111560 (1) GR-2, (1) GR-5 (1) UTU-6V, (1) UTU-7V 21
6.6 480 80-5/8 71-3/4 U-RAD-76 NS 111552 (1) GR-2, (1) GR-5 (1) UTU-6, (1) UTU-7 21
7.2 208 86-3/4 77-7/8 U-RAD-77V NS 111587 (2) GR-4 (2) UTU-7V 24
7.2 240 86-3/4 77-7/8 U-RAD-77 NS 111579 (2) GR-4 (2) UTU-7 24
7.2 275 86-3/4 77-7/8 U-RAD-77V NS 111608 (2) GR-4 (2) UTU-7V 24
7.2 480 86-3/4 77-7/8 U-RAD-77 NS 111595 (2) GR-4 (2) UTU-7 24

Stock	Status:	 S = stock NS = non-stock
To	Order—Specify model, PCN, kW, volts, quantity, optional grille and replacement elements (if needed).

1. Refer to Tubular Heaters section.  2. See Accessories in this section for ordering information.


