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Single Hairpin Element 
Radiant Heater (cont’d.)
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A

Specifications and Ordering Information

kW Volt

Length (In.)

Model Stock PCN
Optional
Grille2

Replacement
Elements1

Wt.
(Lbs.)Overall A Heated B

0.8 120 12-3/4 8-5/16 U-RAD-2 NS 110672 (1) GR-800 UTU-2 4
0.8 208 12-3/4 8-5/16 U-RAD-2V NS 110680 (1) GR-800 UTU-2V 4
0.8 240 12-3/4 8-5/16 U-RAD-2 NS 110699 (1) GR-800 UTU-2 4
0.8 275 12-3/4 8-5/16 U-RAD-2V NS 110701 (1) GR-800 UTU-2V 4
1.1 120 15-7/8 11-7/16 U-RAD-3 NS 110710 (1) GR-800 UTU-3 5
1.1 208 15-7/8 11-7/16 U-RAD-3V NS 110728 (1) GR-800 UTU-3V 5
1.1 240 15-7/8 11-7/16 U-RAD-3 S 110736 (1) GR-800 UTU-3 5
1.1 275 15-7/8 11-7/16 U-RAD-3V NS 110744 (1) GR-800 UTU-3V 5
1.8 208 23-13/16 19-3/8 U-RAD-4V NS 110760 (1) GR-2 UTU-4V 7
1.8 240 23-13/16 19-3/8 U-RAD-4 NS 110752 (1) GR-2 UTU-4 7
1.8 275 23-13/16 19-3/8 U-RAD-4V NS 110779 (1) GR-2 UTU-4V 7
1.8 480 23-13/16 19-3/8 U-RAD-4 S 114497 (1) GR-2 UTU-4 7
2.5 208 31-1/4 26-13/16 U-RAD-5V S 110795 (1) GR-3 UTU-5V 8
2.5 240 31-1/4 26-13/16 U-RAD-5 NS 110787 (1) GR-3 UTU-5 8
2.5 275 31-1/4 26-13/16 U-RAD-5V NS 113793 (1) GR-3 UTU-5V 8
2.5 480 31-1/4 26-13/16 U-RAD-5 S 110808 (1) GR-3 UTU-5 8
3 208 37-1/4 32-13/16 U-RAD-6V NS 110824 (2) GR-2 UTU-6V 10
3 240 37-1/4 32-13/16 U-RAD-6 NS 110816 (2) GR-2 UTU-6 10
3 275 37-1/4 32-13/16 U-RAD-6V NS 110840 (2) GR-2 UTU-6V 10
3 480 37-1/4 32-13/16 U-RAD-6 S 110832 (2) GR-2 UTU-6 10
3.6 208 43-3/8 38-15/16 U-RAD-7V NS 110867 (1) GR-4 UTU-7V 12
3.6 240 43-3/8 38-15/16 U-RAD-7 S 110859 (1) GR-4 UTU-7 12
3.6 275 43-3/8 38-15/16 U-RAD-7V NS 110883 (1) GR-4 UTU-7V 12
3.6 480 43-3/8 38-15/16 U-RAD-7 S 110875 (1) GR-4 UTU-7 12

Stock Status:	 S = stock	 NS = non-stock
To Order — Specify model, PCN, kW, volts, quantity, optional grille and 

replacement elements (if needed).

1. Refer to Tubular Heaters section.
2. See Accessories in this section for ordering information.


