
Comfort

F-22

Wall Mounted Universal Bracket

Note — A fan only operation (optional) is available by  
   means of a built-in switch or by external control.

Thermostat Kit

(4) 13/32" dia. wall 
mounting holes.1

Swivel bolt permits heater to be  
rotated to face desired direction.  
Four bolts are provided for field attach-
ment of swivel bracket to  
welded fasteners on top of unit.

Stop for limiting rotation.
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(4) Welded fasteners2  
for threaded rod 

mounting to 
overhead steel.

 

Notes —  
1. Wall mounting fasteners to be supplied by customer. 
2. Threaded rod to be supplied by customer.
 

Dimensions (Inches)

LUH
Horizontal Blower Heater (cont’d.)

(1) 11/16" dia.  
swivel 
mounting  
hole.
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Summer Fan Switch

Optional Control Accessories & Remote Thermostats 
Fan Only Operation Kits 

3 Pole, 600V 
Rating

Power Disconnect Kits

Minimum mounting height 
is 7 feet from floor.

Mounting Limitations
Hazardous Atmosphere — Unit heaters should not be used in 
potentially explosive atmospheres. Corrosive Atmosphere —The finish 
is not intended for direct salt spray exposure in marine applications 
or the highly corrosive atmospheres of greenhouses, swimming 
pools, chemical storage bins, etc. Mounting Height — Do not install 
unit heaters above recommended maximum mounting height. 
Obstructions must not block unit heater air inlet or discharge.

Ceiling Mounted

Wall Mounted Heaters

Heater

Dimensions (In.)
Wall

Bracket PCN Stock
Wt.

(Lbs.)P Q R S T
LUH-02	to	-05 1-3/4 21-1/2 6-3/4 5-1/2 14-15/16 WUH-01A 303474 S 3

LUH-07,	10,	12,	15 2 28-7/16 9-1/2 8-3/8 22-1/4 WUH-02 300484 S 5

LUH-20,	25 2 32 9-1/2 8-3/8 22-1/4 WUH-02 300484 S 7

LUH-30,	35,	40,	45 5-1/2 28-11/16 5 3-1/2 33-1/4 WUH-03 300492 S 10

Ceiling Mounted Heaters

Heater

Dimensions (In.)
Ceiling 
Bracket PCN Stock

Wt. 
(Lbs.)A B C D E F G H I J K M N U V W

LUH-02 to -05 16 13-1/8 8-7/8 11-5/8 10-3/4 9-3/4 5-1/2 3-13/16 4-1/2 4-15/16 6-5/8 6 4-7/16 4 4-1/2 10-1/2 WUH-04A 303466 NS 1
LUH-07, 10, 12, 15 20-1/2 17-1/4 11-1/2 16-3/8 14-3/8 12-3/8 8-1/4 4-1/2 6-1/4 7-7/16 8-5/8 8 6-1/4 6 7-1/4 16 WUH-05 300513 NS 2
LUH-20, 25 24 20-1/8 11-1/2 20-1/2 16-3/4 16 8-1/4 6 6-1/4 12 10-1/16 8 6-1/4 6 7-1/4 16 WUH-05 300513 NS 3
LUH-30, 35, 40, 45 24 20-1/8 17 26 16-3/4 16 8-1/4 6 11-3/4 12 10-1/16 13-3/4 9-5/16 6 7-1/4 21 WUH-06 300521 NS 3

Thermostat Kits

Model PCN Stock
Wt. 

(Lbs.)
LUH-TK1	(SPST) 301129 S 0.25
LUH	TK2	(DPST) 300530 S 0.25

Model Rating PCN Stock
Wt. 

(Lbs.)
EDS-1 40 Amp* 303431 S 0.5
EDS-2 80 Amp 303440 S 0.5
EDS-3 100 Amp 303458 NS 1

* EDS-1 Rating for 480V or less is 50 Amp.Summer Fan Switch

2 - 15 kW 20 - 45 kW

Stock
Wt. 

(Lbs.)Model PCN Model PCN
Internal 208 - 277V ISFS-022 305007 ISFS-02 305007 NS 0.25
External1 with Relay ESFS-40 305015 ESFS-40A 305058 NS 0.5
(24V control)
External1 with Relay ESFS-41 305023 ESFS-41A 305066 NS 0.5
(120V control)
External1 with Relay ESFS-42 305031 ESFS-42A 305074 NS 0.5
(240V control)
External1 with Relay  ESFS-47 305040 — — NS 0.5
(277V control)

1. Kit includes wall plate (discard plate if switch is to be installed on heater).
2. Do not use for 480V rated heaters. 480V heaters require fan relay option 
 with proper control voltage relay coil.


