Controls

3204
1/32 DIN Temperature
Controller (cont’d.)

Ordering Information
Complete the model number using the matrix provided.

Model 3204 1/32 DIN Auto Tuning PID Controller

3204 Compact 1/32 DIN AutoTune PID controller with the following standard features: User selectable inputs (thermocouple, RTD or
0-20, 4-20 mV or mA** linear process inputs), dual outputs for heat, cool and alarm; single ramp & soak program, latching alarm
and limit control capabiliy, with user program security levels. Also, NEMA 4X / IEC IP66 front panel; large 4-digit display. Optional
features include RS-485 or RS-232 ModBus RTU digital communications. 3 year warranty. Approvals: UL, cUL, CE

Code Outputs 1 and 2, Control Output or Alarm
11*  Two Relay Outputs: Output 1: 2 Amps at 250 VAC. Output 2: 1 Amp at 250 VAC. Both resistive loads
n Two Outputs: Output 1: Solid State Relay Drive, 5 Vdc, 15 mA. Output 2: Relay, 1 Amp at 250 VAC
77 Two Solid State Relay Drive Outputs: 5 Vdc, 15mA (X 2)
Code
0 Add to complete model number
9 Special Configuration
Code Options
0 None
1 RS-485 ModBus/RTU Digital Communications Interface
2 RS-232 ModBus/RTU Digital Communications Interface
Code Power Supply
0 90-264 Vac
1 12-24 VDC/AC +/20%

3204 - 4 0 0 0 Typical Model Number
*2 Relay Output Code “11” is not available with the 12-24 VDC/AC Power supply option
**0-20 mA or 4-20 mA input signal requires 1€ resistor. See accessories.

Stocked Items Accessories
T Description | PeN

3204-11000 305090 Resistor, 1Q (2% tolerance) 305630

3204-71000 305082

3204-77000 305103 »
3204-71001 305146 g
3204-77001 305162 S
3204-11010 305120 3
3204-71010 305111 =
3204-77010 305138

3204-11020 305189

3204-71020 305170

3204-77020 305197

Chromalox® H-17



	H-001 to 005 FrontMatter
	H-006 to H-042
	H-043 to H-73 SCR
	H-74 to 104
	H-105 to 146 IntelliTrace
	H-147 to H-174 ElectroMech
	H-175 to H-204 Sensors

