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+ Protects Thermostat Sensors in ﬂmﬂmﬂm[ﬂ | DF'

Suitable Corrosive Applications

+ Seals Sensor Inserted Through a
Tank, Pipe or Duct Wall

Quartz, 1/2 0.D., 3/8 1.D.,
200°F Max. Temp.
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18 ‘ 48 ‘

(457) ‘ (1219) \
Quariz Tube Flexible Plastic
Tube

Applications

* Protective wells are used to enclose and pro-  « Compression fittings are used for sealing the
tect the sensing device from some physical aperture required for the sensor to penetrate
damage and corrosive liquids. the wall of pipe, tank or duct.

Ordering Information — Protective Wells

Dimensions (In )
Well Wit.
Material | 0. | L | 1D | )

For AR, BCT and 400 Series Thermostats

Steel 1/2 12 0.43 CPWS-12 S 265981 1
Steel 1/2 24 0.43 CPWS-24 S 265990 1
Steel 1/2 36 0.43 CPWS-36 NS 266001 1
MONEL®| 1/2 12 0.43 CPWM-12 S 266044 1
SST 1/2 12 0.43 CPWSS-12 S 266010 1
SST 1/2 24 0.43 CPWSS-24 S 266028 1
SST 1/2 36 0.43 CPWSS-36 NS 266036 1
Quartz 1/2 18 0.375 CPWQ-18 NS 269958 1
' Stock Status: S =stock NS =non-stock

Compression Fittings

Wt.
o

300 Series SST | 3/8-18 | CCF-25D | S | 266351 | 0.1
0.1

AR, BCT & 400 Series
AR, BCT & 400 Series

300 Series SST 1/2-14 | CCF-25E S 266360

Stock Status: S =stock AS =assembly stock NS = non-stock

[ H-152 | Chromalox®



	H-001 to 005 FrontMatter
	H-006 to H-042
	H-043 to H-73 SCR
	H-74 to 104
	H-105 to 146 IntelliTrace
	H-147 to H-174 ElectroMech
	H-175 to H-204 Sensors

