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17000 & 18000
Cartridge and Immersion 
Temperature Controllers 
(cont’d.)

Dimensions

Cartridge 
(Model 17000)

A

B

Coupling Head
(Model 18000)

A

B

All Dimensions in Inches (mm)

Ordering Information

Temperature 
Range (˚F)

Contact
Oper./
Temp.
Rise

Max. Amps AC Dimensions (In.)

120V 240V A B Model Stock PCN
Wt. 

(Lbs.)
Cartridge Type
-100 to +400 Opens 10 5 3-23/32 5/8 17000-0 S 265480 2

-100 to +400 Closes 10 5 3-23/32 5/8 17021-0 NS 227918 2
-100 to +600 Opens 10 5 3-23/32 5/8 17002-0 S 265498 2
-100 to +600 Closes 10 5 3-23/32 5/8 17023-0 NS 227900 2
-100 to +600 Opens 25 12.5 3-23/32 13/16 17052-0 NS 265519 3
Coupling Head Immersion Type
-100 to +400 Opens 10 5 4-21/32 5/8 18000-0 S 227870 5
-100 to +400 Closes 10 5 4-21/32 5/8 18021-0 NS 227862 5
-100 to +600 Opens 10 5 4-21/32 5/8 18002-0 NS 227854 5
-100 to +600 Closes 10 5 4-21/32 5/8 18023-0 NS 227846 5

Stock Status:	 S = stock     NS = non-stock     
Notes —
1.	 All models are UL Recognized
Important:  Connect 0.1 µf capacitor across switch leads on all 240 Vac applications. 
                    Obtain from radio supply store.
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