
Heating Cable

G-24

CWM
Constant Wattage Medium  
Temperature (cont’d.)

Ordering Information

Ordering  
Information

To Order —  
Complete the  
Model Number  
using the Matrix 
provided.

Model Constant Wattage Medium Temperature

CWM Constant Wattage, Medium Temperature Heating Cable
 Code Output (W/Ft.)

  4 Four 
 8  Eight 
 12 Twelve
  Code Nominal Voltage (Vac)

  1 120 
  2 240 
  4 480

   Code Braid and Overcoat Options 

   C Standard tinned-copper metallic  
    braid for additional protection and 
    ground path
   CT Fluoropolymer corrosion resistant  
    overjacket over braid for hostile/ 
    corrosive environments
 CWM 4 1 C Typical Model Number

Accessories

Output
(W/Ft.)

Nominal
Voltage (Vac) Model Stock PCN

Wt./1000'
(Lbs.)

4
120 CWM 4-1C

CWM 4-1CT
S
S

392040
392075

96
110

240 CWM 4-2C
CWM 4-2CT

S
S

392059
392083

96
110

8
120 CWM 8-1C

CWM 8-1CT
S
S

392139
392163

96
110

240 CWM 8-2C
CWM 8-2CT

S
S

392147
392171

96
110

12

120 CWM 12-1C
CWM 12-1CT

S
S

392227
392251

96
110

240 CWM 12-2C
CWM 12-2CT

S
S

392235
392260

96
110

480 CWM 12-4C
CWM 12-4CT

S
S

392243
392278

96
110

Accessories U Series DL EL
Power Connection Heat trace to electrical service connection UPC RTPC SSK 
Splice & Tee UMC RTST RT-TST
End Seal For terminating cable UES RTES N/A
Lighted End Seal UESL RTST-SL N/A
Thermostat Ambient air sensing thermostat UAS RTAS THL/TXL

Line sensing mechanical thermostat UBC RTBC THR/TXR
To Order — General Application & Installation Accessories such as tape, pipe straps, 
  warning labels, etc., refer to the U Series, DL & EL General Application 
  Accessories page at the end of this section.


	G-01 to 47
	G-048 to 119
	G-120 to 162



