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HVH Horizontal or Vertical Discharge Fan Forced Unit Heater (cont’d.)
When	ordering	HVH	heaters,	specify	the	model	number	and	corresponding	PCN	(Product	Code	Number).	If	controls	(thermostat,	fan	switch,	transformer,	discon-
nect) or other options are required, designate these options in the model number when ordering, as shown below.  Always specify voltage, phase and kW by listing 
them on the purchase order specifications.

HVH Horizontal or Vertical Discharge Blower Heater
 kW
 02 2.6 kW 20	 19.8	kW	 	  
 04	 4.0	k	W	 25	 25.0	kW	
 05	 5.0	kW	 30	 30.0	kW
 07	 7.5	kW	 35 33.3 kW
 10	 10.0	kW	 40	 37.5	kW
 12	 12.5	kW	 45	 45.0	kW
 15	 15.0	kW	 50	 50.0	kW

 Volts

  2	 240V		 	
  4	 480V		 	 	
  6	 600V		 	 	
  7	 277V
  8 208V
  A	 220V
  B	 380V
  C	 400V
  D	 415V

    Phase

    1 1
    3 3

     Control

     00 No Contactor   
     30	 Contactor	with	24V	Transformer	 	  
     31	 Contactor	with	24V	Externally	Supplied	 	 	
     32	 Contactor	with	120V	Transformer
     33	 Contactor	with	120V	Externally	Supplied
     34	 Contactor	with	208/240V	Internally	Supplied
     35	 Contactor	with	277V	Internally	Supplied

 Integral Thermostat

 0 None  
 TL	 40-90˚F	Range	(4°	to	32°C) 
 TH	 55-105˚F	Range	(13°	to	41°C)

 Disconnect Switch

 0 None 
 D Yes

 Fan Only Switch

 00 None 
 FI Internal (In Heater)
 FE	 External	(On	Wall)

 Time Delay (Standard on 20kW and above)

 0 None 
 R Yes

 Pilot Light

 0 None
 P Yes

 Outlet Screen

 0 None
 S Yes
         

HVH 05 2 1 34 TL D FI -0 -0 -0 Typical Model Number


