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For Unidrive SP Free Standing and Unidrive SP Modular 
drive dimensions and ratings please refer to the relevant 
brochures.

Options

Keypads

Order Code Details

SM – Keypad Low cost, hot pluggable, LED display

SM – Keypad 
Plus

Multi-lingual, hot pluggable, backlit LCD 
display. The display can be customised to 
provide application specifi c text.

SP0 – Keypad Hot Pluggable LED for the compact Size 0

Braking Resistors

Braking Resistor Order Code

SP0 Braking Resistor 1299-0001

SP1 Braking Resistor 1220-2756-01

SP2 Braking Resistor 1220-2758-01

EMC Filters

Unidrive SP built-in EMC fi lter complies with EN 61800-3, 
External EMC Filters are required for compliance with EN 
61000-6-4.

Drive Order Code Drive Order Code

SP0201 to 
SP0205 
(1ph)

4200-6000 SP2401 to 
SP2404

4200-6210

SP0201 to 
SP0205

4200-6001 SP3401 to 
SP3403

4200-6305

SP0401 to 
SP0405

4200-6002 SP4401 to 
SP4403

4200-6406

SP1201 to 
SP1202

4200-6118 SP4601 to 
SP4606

4200-6408

SP1203 to 
SP1204

4200-6119 SP5401 to 
SP5402

4200-6503

SP2201 to 
SP2203

4200-6210 SP3501 to 
SP3507

4200-6309

SP3201 to 
SP3202

4200-6307 SP5601 to 
SP5602

4200-6504

SP4201 to 
SP4203

4200-6406 SP6401 to 
SP6402

4200-6603

SP1401 to 
SP1404

4200-6118 SP6601 to 
SP6602

4200-6604

SP1405 to 
SP1406

4200-6119

Dimensions and Options

298mm
(11.7in)

310mm
(12.2in)

1131mm
(44.5in)

298mm
(11.7in)

310mm
(12.2in)

820mm
(32.3in)

250mm
(9.8in)

368mm
(14.5in)

260mm
(10.2in)

155mm
(6.1in)

368mm
(14.5in)

219mm
(8.6in)

368mm
(14.5in)

100mm
(3.9in)

219mm
(8.6in)

10 min

M

322mm
(12.7in)

249.7mm
(9.8in)

226mm
(8.9in)

62mm
(2.4in)

SP0
Weight:
2.1kg (4.6lbs)

SP1
Weight: 5kg (11lbs)

SP1405 / SP1406:
5.8kg (13lbs)

SP2
Weight:
7kg (15.5lbs)

SP3
Weight:
15kg (33lbs)

SP4
Weight:
30kg 
(66lbs)

SP5
Weight:
55kg (121lbs)

SP6
Weight:
75kg 
(165.3lbs)

310mm
(12.2in)

510mm
(20.1in)

298mm
(11.7in)


