Beams

¢ Unique Guide-Rite™
2 fastener provides
for fast and easy

Guide-Rite Conduit
To Beam Fasteners

@

installation.

¢ Fasteners will rotate
360°.

e Simply installed with a
hammer and pliers.

UPC/Part Catalog Conduit  Flange Box

Number Number Size Thickness  Qty.
78101118430 BG-6-E-2-4* %" %' - V' 100
78101118435 BG-6-E-5-8* %" %' - V2" 100
78101118440 BG-6-E-9-12* %" %e" - 4" 100
78101118505 BG-8-12-E-2-4 %', %" %" - ' 100
78101118510 BG-8-12-E-5-8 %', %' %" - 12" 100
78101118515 BG-8-12-E-9-12 %', %" %6 - %" 100
78101118575 BG-16-E-2-4 1" - ' 100
78101118580 BG-16-E-5-8 1" %' - V2" 100
78101118585 BG-16-E-9-12 1" %e" - 4" 100
78101118660 BG-20-E-2-4 1" ' - Va' 100
78101118665 BG-20-E-5-8 1" %" - Yo" 100
78101118670 BG-20-E-9-12 1%" %" - %" 100
78101118705 BG-24-E-2-4 1" - ' 50
78101118710 BG-24-E-5-8 1" %he" - 12" 50
78101118715 BG-24-E-9-12 1'%" %" - 4" 50
78101118745 BG-32-E-2-4 2" ' - Va' 50
78101118750 BG-32-E-5-8 2" %" - V2" 50
78101118755 BG-32-E-9-12 2" %" - 4" 50
Patent #4958792 _

o s B e, Static Load

10/4 MC/AC cable and %' or %' Capacity

flexible conduit
Read fon sheats in before use.

These products are des:qnad for positioning only. No load rating.

Eaton’s B-Line series fasteners
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