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UPC/Part Catalog Conduit Size Box

Number Number E(EMT) R(Rigid) Qty.
W2 Series for #12 thru ¥4" Rod **

78205123615 BP8-S18-W2 %" EMT 25

78205123619 BP12-S18-W2 %"Eor's" R 25

78205123627 BP16-S18-W2 1"E, %" R 25
W2 Series for #12 thru 4" Rod & Multiple Conduit Plate **

78205152847 BP8-S18-W2-MC3 %' EMT 25

78205152848 BP12-S18-W2-MC3 34" E or 4" R 25

78205152849 BP16-S18-W2-MC3 1'E, %'R 25
W6 Series for %" Plain or Threaded Rod **

78205123628 BP8-S18-W6 " EMT 25

78205123629 BP12-S18-W6 %"Eor's" R 25

78205123630 BP16-S18-W6 1"E, %" R 25
W6 Series for %" Plain or Threaded Rod & Multiple Conduit Plate **

78205152850 BP8-S18-W6-MC3 %' EMT 25

78205152851 BP12-S18-W6-MC3 34" E or 4" R 25

78205152854 BP16-S18-W6-MC3 1°E, %" R 25

Static Load
Capacity

** Note:
An independent means of support is required by NEC Article 300.11.

Read safaty)ii ion i ion sheets in before use.

Eaton’s B-Line series fasteners
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