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CP Steel Square Boxes & Covers

4� SQUARE EXTENSION RINGS – 21.0 CUBIC INCH CAPACITY
11⁄2� DEEP WITH CONDUIT KNOCKOUTS

TP424 TP422 TP426 TP428,
TP833*, TP841*

* For Air Plenum (No Mounting Holes)

KNOCKOUTS
Product Std. Unit Wt. Lbs.
Number Sides Bottom Pkg. Per 100
TP424 12-1⁄2� — 50 46
TP422 8-1⁄2�, 4-1⁄2�+3⁄4�E — 50 50
TP426 8-3⁄4� — 50 46
TP428 8-1⁄2�, 4-3⁄4� — 50 46

Air Plenum

TP833* 8-1⁄2�, 4-3⁄4� — 50 48

21⁄8� DEEP WITH CONDUIT KNOCKOUTS
Air Plenum

TP841* 8-1⁄2�, 4-3⁄4� — 25 66

Note: TP833 and TP841 require the use of TP854, purchased separately.

4� SQUARE BRACKETED OUTLET BOXES
BRACKETED BOXES OFFER QUICK AND EASY INSTALLATION ONTO EITHER SIDE OF A STEEL STUD. FOR
USE WITH CONDUIT, ARMORED/METAL CLAD CABLE OR NON-METALLIC SHEATHED CABLE.

TP404SSB TP444SSB TP454SSB TP403SSB TP450SSB TP431SSB TP563SSB

Catalog
Number

Box
Size

Box
Depth For Use With

Cubic Inch
Capacity Sides Bottom

Description

TP404SSB 4� 1-1⁄2� Conduit 22.0 8-1⁄2�, 4-1⁄2� & 3⁄4� E 2-1⁄2�, 2-1⁄2� & 3⁄4� E
TP444SSB 4� 1-1⁄2� Non-metallic Sheathed Cable 22.0 4 Cable, 4-1⁄2�, 2-1⁄2� & 3⁄4� E 1-1⁄2�
TP454SSB 4� 1-1⁄2� Armored/Metal Clad Cable 22.0 4 Cable, 4-1⁄2�, 2-1⁄2� & 3⁄4� E 1-1⁄2�
TP403SSB 4� 2-1⁄8� Conduit 30.3 8-1⁄2�, 4-1⁄2� & 3⁄4� E 2-1⁄2�, 2-1⁄2� & 3⁄4� E
TP450SSB 4� 2-1⁄8� Non-metallic Sheathed Cable 30.3 4 Cable, 4-1⁄2�, 2-1⁄2� & 3⁄4� E 1-1⁄2�
TP431SSB 4� 2-1⁄8� Armored/Metal Clad Cable 30.3 4 Cable, 4-1⁄2�, 2-1⁄2� & 3⁄4� E 1-1⁄2�
TP563SSB 4-11⁄16� 2-1⁄8� Conduit 42.0 6-1⁄2�, 6-1⁄2� & 3⁄4� -C 3-1⁄2�, 2-3⁄4�
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CPSteel Square Boxes & Covers

UNI-MOUNTTM COVERS
THE UNIMOUNT COMBINES THE FEATURES OF A MOUNTING
DEVICE PLATE WITH THOSE OF A BOX SUPPORT; GIVING YOU
ONE UNIVERSAL PLATE FOR ALL OF YOUR NEEDS.
SPECIFICALLY DESIGNED FOR USE WITH METAL OR WOOD
STUDS:

NO FAR SIDE SUPPORT REQUIRED
UL LISTED AND CSA CERTIFIED †

� Guide tabs ensure
consistant alignment
on stud

� Stud alignment hole
ensures consistent
mounting height

� Rigid bracket design
eliminates the need for
far side support

� Available as a single or
two device cover 

� Universal design fits all
4� Square boxes

� Available in 1⁄2�, 5⁄8� and 3⁄4�
raised.

� Can be ordered preassembled
to popular 4� square boxes.

� Fast and easy installation

� Can be used in multiple
applications, resulting in less
items to stock.

� Less labor intensive.

� Less material handling.

� No multiple assemblies to
handle.

� Can be used in Class 2
communications outlets for
low voltage without a box.

� UL listed and CSA certified.

Single Gang Two Gang

Product Capacity Std. Unit Wt. Lbs.
Number Description Cu. In. Pkg. Per 100

SINGLE GANG
TP30000 1⁄2� Raised 3.8 50 43
TP31000 5⁄8� Raised 4.3 50 46
TP32000 3⁄4� Raised 5.5 50 50

TWO GANG
TP35000 1⁄2� Raised 6 50 38
TP36000 5⁄8� Raised 8 50 52
TP37000 3⁄4� Raised 9 50 54

LOW PROFILE SCREWS
TP710 L.P. Screws — 1000 .5

† CSA requires a far side support.
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CPSteel Square Covers

COVERS FOR 4� SQUARE BOXES – CUBIC INCH CAPACITY (SEE BELOW)
# 8-32 screw used on covers

TP472 TP474 TP478 TP473, TP475, TP476, TP850* TP854*
TP477, TP479, TP 483

*For Air Plenum

Product Std. Unit Wt. Lbs. Capactiy
Number Description Pkg. Per 100 Cu. In.
TP472† Flat Blank 50 31 —
TP474 Flat Blank, Open With Ears 23⁄4� 50 21 —
TP478† Flat with 1⁄2�, ko 50 31 —
TP473 Raised 1⁄4�, Open With Ears 23⁄4� 50 23 1.3
TP476† Raised 1⁄2�, Open With Ears 23⁄4� 50 26 4.0
TP477 Raised 5⁄8�, Open With Ears 23⁄4� 50 27 5.0
TP475 Raised 3⁄4�, Open With Ears 23⁄4� 25 31 6.0
TP479 Raised 1�, Open With Ears 23⁄4� 25 34 7.0
TP483 Raised 11⁄4�, Open With Ears 23⁄4� 25 37 8.5

Air Plenum

TP850* Flat Blank Gasketed With Captive Screws 25 31 —
TP854* Flat Ring Double Gasketed 25 12 —

† CSA Certified

ONE DEVICE

TP480
TP482, TP484, TP486,
TP488, TP489, TP490

Product Std. Unit Wt. Lbs. Capacity
Number Description Pkg. Per 100 Cu. In
TP480 Flat 50 20 —
TP482 1⁄4� Raised 50 21 1.8
TP484 1⁄2� Raised 50 23 3.5
TP489 5⁄8� Raised 50 26 4.3
TP486 3⁄4� Raised 50 30 5.5
TP488 1� Raised 50 34 6.8
TP490 11⁄4� Raised 25 39 8.8

TWO DEVICE

TP494 TP496, TP488, TP499,
TP500, TP501, TP502

Product Std. Unit Wt. Lbs. Capacity
Number Description Pkg. Per 100 Cu. In
TP494 Flat 50 12 —
TP496‡ 1⁄4� Raised 50 13 3.0
TP498‡ 1⁄2� Raised 50 18 6.0
TP499‡ 5⁄8� Raised 50 22 8.0
TP500‡ 3⁄4� Raised 50 24 9.0
TP501 11⁄4� Raised 25 31 14.0
TP502 1� Raised 25 30 11.7

‡ Slotted design for use with 4� square box partitions
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CP Steel Square Covers

SURFACE COVERS FOR 4� SQUARE BOXES –
5.5 CUBIC INCH CAPACITY
RAISED 1⁄2�

TP503 TP504 TP506 TP508

TP510 TP512 TP507 TP516 TP509
TP514 TP518
TP519

TP513 TP511 TP515 TP517

Product Std. Unit Wt. Lbs.
Number Description Pkg. Per 100
TP503† Raised Blank 50 35
TP504† For One Toggle Switch, One Single Receptacle 113⁄32� Dia. 50 31
TP506† For One Toggle Switch, One Duplex Receptacle 50 31
TP508 For Two Toggle Switches 50 35
TP510 For Two Duplex Receptacles 50 26
TP512 For One Toggle Switch 50 35
TP507 For One 20 Amp, Single Receptacle 119⁄32� Dia. 50 37
TP514 For One Single Receptacle 113⁄32� Dia. 50 34
TP519† For One 30 Amp. Twist-Lock Single Receptacle 123⁄32� Dia. 50 37
TP516 For One Duplex Receptacle 50 31
TP509 For One 30–60 Amp. Receptacle (4-wire) 27⁄16� Dia. 50 23
TP518 For One 30–50 Amp. Receptacle 29⁄64� Dia. 50 34
TP513 For One GFCI Receptacle 50 31
TP511 For Two GFCI Receptacles 50 26
TP515 For One Toggle Switch, One GFCI Receptacle 50 31
TP517 For One Duplex Receptacle, One GFCI Receptacle 50 26

† CSA certified
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CPSteel Square Boxes

TILE WALL COVERS FOR 4� SQUARE BOXES –
CUBIC INCH CAPACITY (SEE BELOW)
APPLICATIONS: TYPICALLY USED WITH TILE
OR BRICK

TP524 TP534

Product Std. Unit Wt. Lbs. Capacity
Number Description Pkg. Per 100 Cu. In.

ONE DEVICE
TP520 1⁄2� Raised 50 30 3.7
TP522 3⁄4� Raised 50 36 5.5
TP524 1� Raised 50 40 7.4
TP526 11⁄4� Raised 25 46 9.2
TP528 11⁄2� Raised 25 50 11.0
TP530 2� Raised 25 62 14.7

TWO DEVICE
TP532 1⁄2� Raised 10 24 5.0
TP534 3⁄4� Raised 10 30 7.8
TP536 1� Raised 10 36 10.3
TP538 11⁄4� Raised 10 44 13.0
TP540 11⁄2� Raised 10 50 15.5
TP542 2� Raised 10 66 20.8

4� SQUARE BOX PARTITIONS

TP860 TP861 TP862 TP863

Product Std. Unit Wt. Lbs.
Number Description Pkg. Per 100

FOR 11⁄2� DEEP BOX WITH SQUARE CUT TILE WALL TWO-GANG COVERS
TP860 For 1⁄2�, 3⁄4�, 1� Raised Covers 25 13
TP861 For 11⁄4�, 11⁄2�, 2� Raised Covers 25 18

FOR 21⁄8� DEEP BOX WITH SQUARE CUT TILE WALL TWO-GANG COVERS
TP862 For 1⁄2�, 3⁄4�, 1� Raised Covers 25 16
TP863 For 11⁄4�, 11⁄2�, 2� Raised Covers 25 21

411⁄16� SQUARE OUTLET BOXES –
29.5 CUBIC INCH CAPACITY
11⁄2� DEEP WITH CONDUIT KOs

TP548 TP550
KNOCKOUTS

Product Std. Unit Wt. Lbs.
Number Sides Bottom Pkg. Per 100
TP548 8-1⁄2�, 4-3⁄4� 3-1⁄2�, 2-3⁄4� 25 84

411⁄16� SQUARE EXTENSION RING
TP550 8-1⁄2�, 4-3⁄4� — 25 66
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CPSteel Square Covers

411⁄16� SQUARES COVERS – CUBIC INCH CAPACITY (SEE BELOW)

TP568 TP569, TP570, TP571, TP574, – TP582, TP584, TP586, TP589, TP851* TP852*

* For Air Plenum
TP573, TP575 TP529, TP531 TP593, TP541, TP543

Product Std. Unit Wt. Lbs. Capacity
Number Description Pkg. Per 100 Cu. In.
TP568† Flat Blank 25 40 —
TP569 1⁄2� Raised, With Ears 23⁄4� 25 36 3.3
TP570 Raised 5⁄8�, With Ears 23⁄4� 25 38 3.8
TP571 3⁄4� Raised, With Ears 23⁄4� 25 40 5.0
TP572† Flat, With 1⁄2� KO 25 40 —
TP573 1� Raised, With Ears 23⁄4� 25 44 7.0
TP575 11⁄4� Raised, With Ears 23⁄4� 25 48 9.0

Air Plenum

TP851* Flat Blank Gasketed Captive Screws 50 42 —
TP852 Flat Ring Double Gasketed 25 20 —

ONE DEVICE
TP574 1⁄4� Raised 25 32 1.8
TP576 1⁄2� Raised 25 36 3.3
TP578 3⁄4� Raised 25 42 5.0
TP579 5⁄8� Raised 25 39 4.3
TP580 1� Raised 25 46 6.8
TP582 11⁄4� Raised 25 52 8.8
TP529 11⁄2� Raised 25 64 11.3
TP531 2� Raised 25 76 15.0

TWO DEVICE
TP590 Flat 25 21 —
TP583 1⁄4� Raised 25 26 3.0
TP584 1⁄2� Raised 25 30 6.0
TP587 5⁄8� Raised 25 32 8.0
TP586 3⁄4� Raised 25 34 8.8
TP589 1� Raised 25 38 11.7
TP593 11⁄4� Raised 25 42 14.0
TP541 11⁄2� Raised 25 63 18.8
TP543 2� Raised 25 79 24.5

† CSA Certified

411⁄16� SQUARE SURFACE COVERS – 9.0 CUBIC INCH CAPACITY
1⁄2� DEEP

TP720 TP722 TP724 TP726 TP728 TP732 TP734 TP738
TP730
TP736

Product Std. Unit Wt. Lbs.
Number Description Pkg. Per 100
TP720 For One Toggle Switch 10 52
TP722 For One Duplex Receptacle 10 49
TP724 For One Single Receptacle 113⁄32� Dia. 10 53
TP730 For One 20 Amp Single Receptacle 1.620� Dia. 10 50
TP736 For One 1.730� Dia. Power Outlet 10 51
TP726 For Two Toggle Switches 10 52
TP728 For Two Duplex Receptacles 10 44
TP732 For One 2.125� Dia. Range/Dryer Receptacle 10 48
TP734 For One 2.480� Dia. Power Outlet 10 45
TP738 For One Ground Fault Interrupter 10 45
TP741 For Two GFI Receptacles 10 43
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