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CP Steel Square Boxes & Covers

4� SQUARE EXTENSION RINGS – 21.0 CUBIC INCH CAPACITY
11⁄2� DEEP WITH CONDUIT KNOCKOUTS

TP424 TP422 TP426 TP428,
TP833*, TP841*

* For Air Plenum (No Mounting Holes)

KNOCKOUTS
Product Std. Unit Wt. Lbs.
Number Sides Bottom Pkg. Per 100
TP424 12-1⁄2� — 50 46
TP422 8-1⁄2�, 4-1⁄2�+3⁄4�E — 50 50
TP426 8-3⁄4� — 50 46
TP428 8-1⁄2�, 4-3⁄4� — 50 46

Air Plenum

TP833* 8-1⁄2�, 4-3⁄4� — 50 48

21⁄8� DEEP WITH CONDUIT KNOCKOUTS
Air Plenum

TP841* 8-1⁄2�, 4-3⁄4� — 25 66

Note: TP833 and TP841 require the use of TP854, purchased separately.

4� SQUARE BRACKETED OUTLET BOXES
BRACKETED BOXES OFFER QUICK AND EASY INSTALLATION ONTO EITHER SIDE OF A STEEL STUD. FOR
USE WITH CONDUIT, ARMORED/METAL CLAD CABLE OR NON-METALLIC SHEATHED CABLE.

TP404SSB TP444SSB TP454SSB TP403SSB TP450SSB TP431SSB TP563SSB

Catalog
Number

Box
Size

Box
Depth For Use With

Cubic Inch
Capacity Sides Bottom

Description

TP404SSB 4� 1-1⁄2� Conduit 22.0 8-1⁄2�, 4-1⁄2� & 3⁄4� E 2-1⁄2�, 2-1⁄2� & 3⁄4� E
TP444SSB 4� 1-1⁄2� Non-metallic Sheathed Cable 22.0 4 Cable, 4-1⁄2�, 2-1⁄2� & 3⁄4� E 1-1⁄2�
TP454SSB 4� 1-1⁄2� Armored/Metal Clad Cable 22.0 4 Cable, 4-1⁄2�, 2-1⁄2� & 3⁄4� E 1-1⁄2�
TP403SSB 4� 2-1⁄8� Conduit 30.3 8-1⁄2�, 4-1⁄2� & 3⁄4� E 2-1⁄2�, 2-1⁄2� & 3⁄4� E
TP450SSB 4� 2-1⁄8� Non-metallic Sheathed Cable 30.3 4 Cable, 4-1⁄2�, 2-1⁄2� & 3⁄4� E 1-1⁄2�
TP431SSB 4� 2-1⁄8� Armored/Metal Clad Cable 30.3 4 Cable, 4-1⁄2�, 2-1⁄2� & 3⁄4� E 1-1⁄2�
TP563SSB 4-11⁄16� 2-1⁄8� Conduit 42.0 6-1⁄2�, 6-1⁄2� & 3⁄4� -C 3-1⁄2�, 2-3⁄4�
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