
CERTIFICATIONS 

AND COMPLIANCES

• UL Listed

• cUL Listed

FEATURES AND BENEFITS

• Liquidtight, raintight, oiltight

• Furnished with locknut and sealing ring

• Corrosion resistant

• Suitable for wet locations

• No-spin ferrule

• No disassembly required for installation

•  90º has smooth, gradual radius bend to 

prevent abrasion of conductors

MATERIALS

• Body and Sealing Ring: Nylon

• Locknut: Zinc die cast

UL and cUL Approved

NON-METALLIC
LIQUIDTIGHT
CONDUIT FITTINGS
Cooper Crouse-Hinds® Non-Metallic 

Liquidtight conduit fi ttings are for use 

with non-metallic Type B liquidtight 

conduit and fl exible non-metallic 

tubing to terminate and seal conduit 

to a liquidtight, oiltight, or raintight 

box or enclosure. They are used 

in applications such as wiring 

motors, transformers, processing 

equipment, pumps, etc. The non-

metallic liquidtight connectors are 

made of nylon construction that is 

corrosion resistant and UV Rated for 

long outdoor life. They are furnished 

with a zinc die cast locknut and 

sealing ring that seals out water 

and other corrosive liquids. They 

feature a no-spin ferrule that allows 

for easy installation (no disassembly 

required). The fi ttings are available 

in two styles, straight and 90° in 

trade sizes 1/2" – 1".
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ORDERING AND DIMENSIONAL INFORMATION

Catalog No. Trade Size Unit Qty. Std Pkg. Weight Lbs. 

Per 100

Dimension
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LT50NM 1/2" 25 250 6 .55 .85 .56

LT75NM 3/4" 10 150 8 .72 1.08 .72

LT100NM 1" 5 80 10 .94 1.30 .94

9
0
˚ D

eg
re

e LT5090NM 1/2" 25 150 7 .55 .85 .56

LT7590NM 3/4" 10 100 9 .72 1.08 .72

LT10090NM 1" 5 50 13 .94 1.30 .94

Trade Size
T&B 

Catalog Number

Arlington

Catalog Number

Bridgeport

Catalog Number

Regal

Catalog Number

EGS 

Catalog Number

CCH 

Catalog Number

1/2" LT-501 NMLT50 430-NMLT 3801 4Q-50P LT50NM

3/4" LT-502 NMLT75 431-NMLT 3802 4Q-75P LT75NM

1" LT-503 NMLT100 432-NMLT 3803 4Q-100P LT100NM

1/2" LT-591 NMLT9050 470-NMLT 3841 4Q-950P LT5090NM

3/4" LT-592 NMLT9075 471-NMLT 3842 4Q-975P LT7590NM

1" LT-593 NMLT90100 473-NMLT 3843 4Q-9100P LT10090NM

CROSS REFERENCE INFORMATION 

LT75NM LT50NM LT5090NM

NON-METALLIC LIQUIDTIGHT CONDUIT FITTINGS
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