
4

BA

C

H

BA

C

D

E

C

B

F

C

B

G

D

E

CH

B

 Conduit/NPT
 Size A B C D E 

 3/8" 1 3/16 19/32 1 1/4 1 7/16 1 3/8 
 1/2" 1 5/16 19/32 1 1/4 1 1/2 1 3/8 
 3/4" 1 5/16 19/32 1 1/2 1 11/16 1 1/2 
 1" 1 7/16 13/16 1 3/4 2 1 13/16 
 1 1/4" 1 9/16 13/16 2 1/4 2 7/16 2 5/32 
 1 1/2" 1 13/16 13/16 2 1/2 2 13/16 2 7/16 
 2" 1 3/4 7/8 3 3 3/16 2 7/8 
 2 1/2" 2 1/4 1 1/16 3 3/4    
 3" 2 7/16 1 1/8 4 1/2    
 3 1/2" 2 7/8 1 3/16 5 1/8    
 4" 2 15/16 1 1/4 5 5/8

 Conduit/NPT
 Size A B C D E F G H

 3/8" 1 1/8 1/2 1 1/8 1 5/16 1 5/8 1 15/16 1 1/2 3/4
 1/2" 1 1/4 1/2 1 1/4 1 7/16 1 5/8 2 1 1/2 3/4
 3/4" 1 1/4  1/2 1 9/16 1 5/8 1 3/4 2 3/16 1 9/16 3/4
 1" 1 7/16 5/8 1 13/16 2 5/16 2 1/8 2 1/2 1 13/16 3/4
 1 1/4" 1 1/2 11/16 2 1/4 2 3/8 2 1/4 2 13/16 2 3/16 3/4
 1 1/2" 1 5/8 3/4 2 7/16 3 11/16 2 3/8 3 2 7/16 3/4
 2" 1 3/4 3/4 3 3 3/16 2 3/4 3 11/16 2 13/16 3/4
 2 1/2" 2 3/16 1 4 8 5/16 8 3/16 7 5/16 4 7/16 1 1/8
 3" 2 1/2 1 1/8 4 3/16 9 13/16 9 3/8 7 5/8 5 1/2 1 1/8
 3 1/2" 2 5/8 1 3/16 5 1/4 11 3/16 11 1/4 9 5/8 5 15/16 1 1/2
 4" 2 3/4 1 1/4 5 3/4 13 12 9/16 11 1/16 8 5/16 1 1/2
 5" 3 1/8 1 7/16 6 1/16     1 11/16
 6" 3 3/8 1 1/2 7 3/4     1 11/16

Non-Insulated Malleable Iron

Non-Insulated Aluminum

 Straight 45° 90°

 Straight 90°

LIQUIDATOR™ LIQUIDTIGHT FITTINGS

Dimensions (in inches)




