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THROUGH-BULKHEAD FITTING
ALUMINUM

Weight
Unit Standard Lbs. Per

Cat. # Size Quantity Package 100
STTBA-1 1⁄2� 5 75 20
STTBA-2 3⁄4� 5 75 35
STTBA-3 1� 5 75 30

STTBA-4 11⁄4� 5 50 40
STTBA-5 11⁄2� 5 50 50
STTBA-6 2� 5 25 70

STTBA-7 21⁄2� 4 20 106
STTBA-8 3� 2 20 138

THROUGH-BULKHEAD FITTING without nipples
ZINC

STTTB-1 1⁄2� 5 75 35
STTTB-2 3⁄4� 5 75 60
STTTB-3 1� 5 75 75

STTTB-4 11⁄4� 5 50 85
STTTB-5 11⁄2� 5 50 120
STTTB-6 2� 5 25 170

THROUGH-BULKHEAD FITTING without nipples
ALUMINUM

STTTBA-1 1⁄2� 5 75 15
STTTBA-2 3⁄4� 5 75 25
STTTBA-3 1� 5 75 35

STTTBA-4 11⁄4� 5 50 40
STTTBA-5 11⁄2� 5 50 50
STTTBA-6 2� 5 25 75

NON-HAZARDOUS DRAIN PLUG
STAINLESS STEEL
UL File No. E23223

SSTC-1 1⁄2� 25 25 13
SSTC-1CD 1⁄2� 25 25 13

Note: SSTC-1 is for knockouts and is supplied with a locknut and straight threads.
SSTC-1CD is for threaded openings and is supplied without locknut and NPT threads.
Not gasketed to allow for water drainage

NON-HAZARDOUS DRAIN PLUG
ALUMINUM
UL File No. E23223

Weight
Unit Standard Lbs. Per

Cat. # Size Quantity Package 100
STAC-1ST 1⁄2� 25 25 6
STAC-1CD 1⁄2� 25 25 6

Note: STAC-1ST is for knockouts and is supplied with a locknut and straight threads.
STAC-1CD is for threaded openings and is supplied without locknut and NPT threads.
Not gasketed to allow for water drainage

METRIC TO NPT ADAPTER
ZINC

Weight
Unit Standard Lbs. Per

Cat.† Size Quantity Package 100
STM-1 M20 to 1⁄2� 25 25 12
STM-2 M25 to 3⁄4� 25 25 32
STM-3 M32 to 1� 25 25 32

STM-4 M40 to 11⁄4 � 25 25 40
STM-5 M50 to 11⁄2� 10 10 50
STM-6 M63 to 2� 10 10 70

Note: The Myers Metric to NPT hub adapter is used to convert a threaded metric entry to a
NPT entry. The female thread is NPT and the male thread is metric.

METRIC TO NPT ADAPTER
STAINLESS STEEL

Weight
Unit Standard Lbs. Per

Cat.† Size Quantity Package 100
SSTM-1 M20 to 1⁄2� 10 10 12
SSTM-2 M25 to 3⁄4� 10 10 20
SSTM-3 M32 to 1� 10 10 32

SSTM-4 M40 to 11⁄4 � 5 5 40
SSTM-5 M50 to 11⁄2� 5 5 50
SSTM-6 M63 to 2� 5 5 70

CONDUIT HUBS – MALLEABLE IRON
(Insulated Throat)

Features:
� Male thread type
� Tapered female thread for rigid conduit and IMC
� Recessed O-ring gasket assures raintight
and dust tight connections
� Insulated throat provides smooth pulling surface
� Locking screw on the nut doubles as a grounding screw for added safety
� Complete size range from 1⁄2� to 6�
� Hubs fit standard knockouts. No special tools required

Certifications and Compliances:
� Class I, Division 2 – NEC 501.4(B)
� Class II, Divisions 1 & 2 – NEC 502.4(A)(B)
� Class III, Division 1 & 2 – NEC 503.3(A)(B)
� UL Listed – UL Standard 514B
� cUL Listed – Certified by UL to CSA Standard C22.2 No. 18
� NEMA: FB-1
� Suitable for wet locations

Cat. #
Trade
Size

Unit
Quantity

Standard
Package

Weight
Lbs. Per
100

MHUB1 1⁄2� 25 100 18
MHUB2 3⁄4� 25 100 25
MHUB3 1� 5 50 50

MHUB4 11⁄4� 5 25 25
MHUB5 11⁄2� 2 20 20
MHUB6 2� 1 10 10

MHUB7 21⁄2� 1 10 10
MHUB8 3� 1 5 5
MHUB9 31⁄2� 1 5 5

MHUB10 4� 1 2 2
MHUB11 5� 1 1 1
MHUB12 6� 1 1 1

Conduit
Hub
Dimension

Conduit
Cat. # Size a b c d x

HUB1 1⁄2 1 11⁄4 1 1⁄8 9⁄64

HUB2 3⁄4 11⁄8 19⁄16 13⁄8 5⁄32 1⁄4
HUB3 1 13⁄8 17⁄8 15⁄8 3⁄16 9⁄32

HUB4 11⁄4 11⁄2 25⁄16 2 1⁄4 7⁄16

HUB5 11⁄2 15⁄8 21⁄2 23⁄8 1⁄4 7⁄16

HUB6 2 111⁄16 3 213⁄16 1⁄4 7⁄16

HUB7 21⁄2 23⁄16 35⁄8 37⁄16 1⁄4 7⁄16

HUB8 3 27⁄16 41⁄4 41⁄16 1⁄4 7⁄16

HUB9 31⁄2 27⁄16 43⁄4 411⁄16 5⁄16 3⁄4
HUB10 4 29⁄16 51⁄4 51⁄16 5⁄16 11⁄8
NOTE: Dimension ‘‘x’’ is maximum wall thickness of box that will meet the requirement for
three full threads engagement of nipple and fitting body when liquidtight box connector or
rigid conduit hub is installed in a knockout or slip hole.
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