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CPSteel Square Boxes & Covers

UNI-MOUNTTM COVERS
THE UNIMOUNT COMBINES THE FEATURES OF A MOUNTING
DEVICE PLATE WITH THOSE OF A BOX SUPPORT; GIVING YOU
ONE UNIVERSAL PLATE FOR ALL OF YOUR NEEDS.
SPECIFICALLY DESIGNED FOR USE WITH METAL OR WOOD
STUDS:

NO FAR SIDE SUPPORT REQUIRED
UL LISTED AND CSA CERTIFIED †

� Guide tabs ensure
consistant alignment
on stud

� Stud alignment hole
ensures consistent
mounting height

� Rigid bracket design
eliminates the need for
far side support

� Available as a single or
two device cover 

� Universal design fits all
4� Square boxes

� Available in 1⁄2�, 5⁄8� and 3⁄4�
raised.

� Can be ordered preassembled
to popular 4� square boxes.

� Fast and easy installation

� Can be used in multiple
applications, resulting in less
items to stock.

� Less labor intensive.

� Less material handling.

� No multiple assemblies to
handle.

� Can be used in Class 2
communications outlets for
low voltage without a box.

� UL listed and CSA certified.

Single Gang Two Gang

Product Capacity Std. Unit Wt. Lbs.
Number Description Cu. In. Pkg. Per 100

SINGLE GANG
TP30000 1⁄2� Raised 3.8 50 43
TP31000 5⁄8� Raised 4.3 50 46
TP32000 3⁄4� Raised 5.5 50 50

TWO GANG
TP35000 1⁄2� Raised 6 50 38
TP36000 5⁄8� Raised 8 50 52
TP37000 3⁄4� Raised 9 50 54

LOW PROFILE SCREWS
TP710 L.P. Screws — 1000 .5

† CSA requires a far side support.
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PRE–FABRICATED BOXES
Cooper Crouse–Hinds new Pre–Fabricated Boxes take labor savings
to a whole new level! Includes the Uni–MountTM cover attached to a 4�
square box with ground screw and lead installed.

Step 1 – Receive Uni–MountTM Pre–Fabricated Box
(Includes Uni–Mount cover attached to box with ground screw +lead installed)

Step 2 – Attach to wood or metal stud. You’re done!

Description Catalog Capacity Std. Unit Wt. lbs
Pre–Fabricated Box, Cover, Ground Screw and Lead Assembly Number Cu. In. Pkg. Per 100
1 1⁄2� Welded Box, 1⁄2� Raised Single Gang Uni–Mount Cover, ground screw and lead TP30404PF 25.8 25 115
1 1⁄2� Welded Box, 5⁄8� Raised Single Gang Uni–Mount Cover, ground screw and lead TP31404PF 26.3 25 118
1 1⁄2� Welded Box, 5⁄8� Raised Single Gang Uni–Mount Cover, ground screw and lead TP31436PF 26.3 25 130
1 1⁄2� Welded Box, 5⁄8� Raised Single Gang Uni–Mount Cover, ground screw and lead TP31467PF 26.3 25 113
1 1⁄2� Welded Box, 3⁄4� Raised Single Gang Uni–Mount Cover, ground screw and lead TP32404PF 27.5 25 122
1 1⁄2� Welded Box, 3⁄4� Raised Single Gang Uni–Mount Cover, ground screw and lead TP32454PF 27.5 25 121
1 1⁄2� Welded Box, 1⁄2� Raised Two Gang Uni–Mount Cover, ground screw and lead TP35404PF 28.0 25 110
1 1⁄2� Welded Box, 5⁄8� Raised Two Gang Uni–Mount Cover, ground screw and lead TP36404PF 30.0 25 124
1 1⁄2� Welded Box, 5⁄8� Raised Two Gang Uni–Mount Cover, ground screw and lead TP36467PF 30.0 25 119
1 1⁄2� Welded Box, 3⁄4� Raised Two Gang Uni–Mount Cover, ground screw and lead TP37404PF 31.0 25 126

2 1⁄8� Welded Box, 1⁄2� Raised Single Gang Uni–Mount Cover, ground screw and lead TP30403PF 34.1 25 107
2 1⁄8� Welded Box, 5⁄8� Raised Single Gang Uni–Mount Cover, ground screw and lead TP31403PF 34.6 25 110
2 1⁄8� Welded Box, 3⁄4� Raised Single Gang Uni–Mount Cover, ground screw and lead TP32403PF 35.8 25 114
2 1⁄8� Welded Box, 1⁄2� Raised Two Gang Uni–Mount Cover, ground screw and lead TP35403PF 36.3 25 102
2 1⁄8� Welded Box, 5⁄8� Raised Two Gang Uni–Mount Cover, ground screw and lead TP36403PF 38.3 25 116
2 1⁄8� Welded Box, 3⁄4� Raised Two Gang Uni–Mount Cover, ground screw and lead TP37403PF 39.3 25 118

PREASSEMBLED BOXES
The Uni–MountTM cover is available preassembled to four popular 4� square boxes for even greater
labor savings and reduced costs.

Description Catalog Capacity Std. Unit Wt. lbs
Preassembled Uni–MountTM Cover to 4� Square Box Number Cu. In. Pkg. Per 100

For Conduit
1 1⁄2� Drawn Box assembled to 1⁄2� Raised Single Gang Uni–Mount Cover TP30414 24.8 25 110
1 1⁄2� Drawn Box assembled to 5⁄8� Raised Single Gang Uni–Mount Cover TP31414 25.3 25 113
1 1⁄2� Drawn Box assembled to 3⁄4� Raised Single Gang Uni–Mount Cover TP32414 26.5 25 117
1 1⁄2� Drawn Box assembled to 1⁄2� Raised Two Gang Uni–Mount Cover TP35414 27.0 25 105
1 1⁄2� Drawn Box assembled to 5⁄8� Raised Two Gang Uni–Mount Cover TP36414 29.0 25 119
1 1⁄2� Drawn Box assembled to 3⁄4� Raised Two Gang Uni–Mount Cover TP37414 30.0 25 121
2 1⁄8� Drawn Box assembled to 1⁄2� Raised Single Gang Uni–Mount Cover TP30434 34.1 25 127
2 1⁄8� Drawn Box assembled to 5⁄8� Raised Single Gang Uni–Mount Cover TP31434 34.6 25 130
2 1⁄8� Drawn Box assembled to 3⁄4� Raised Single Gang Uni–Mount Cover TP32434 35.8 25 134
2 1⁄8� Drawn Box assembled to 1⁄2� Raised Two Gang Uni–Mount Cover TP35434 36.3 25 122
2 1⁄8� Drawn Box assembled to 5⁄8� Raised Two Gang Uni–Mount Cover TP36434 38.3 25 136
2 1⁄8� Drawn Box assembled to 3⁄4� Raised Two Gang Uni–Mount Cover TP37434 39.3 25 138

For AC/MC Cable
1 1⁄2� Welded Box assembled to 1⁄2� Raised Single Gang Uni–Mount Cover TP30454 24.8 25 114
1 1⁄2� Welded Box assembled to 5⁄8� Raised Single Gang Uni–Mount Cover TP31454 25.3 25 117
1 1⁄2� Welded Box assembled to 3⁄4� Raised Single Gang Uni–Mount Cover TP32454 26.5 25 121
1 1⁄2� Welded Box assembled to 1⁄2� Raised Two Gang Uni–Mount Cover TP35454 27.0 25 109
1 1⁄2� Welded Box assembled to 5⁄8� Raised Two Gang Uni–Mount Cover TP36454 29.0 25 123
1 1⁄2� Welded Box assembled to 3⁄4� Raised Two Gang Uni–Mount Cover TP37454 30.0 25 125
2 1⁄8� Welded Box assembled to 1⁄2� Raised Single Gang Uni–Mount Cover TP30431 34.1 25 134
2 1⁄8� Welded Box assembled to 5⁄8� Raised Single Gang Uni–Mount Cover TP31431 34.6 25 137
2 1⁄8� Welded Box assembled to 3⁄4� Raised Single Gang Uni–Mount Cover TP32431 35.8 25 141
2 1⁄8� Welded Box assembled to 1⁄2� Raised Two Gang Uni–Mount Cover TP35431 36.3 25 129
2 1⁄8� Welded Box assembled to 5⁄8� Raised Two Gang Uni–Mount Cover TP36431 38.3 25 143
2 1⁄8� Welded Box assembled to 3⁄4� Raised Two Gang Uni–Mount Cover TP37431 39.3 25 145

TP404
1 1⁄2� Deep – Welded
22.0� Cubic Capacity

TP403
2 1⁄8� Deep – Welded
22.0� Cubic Capacity

TP436
2 1⁄8� Deep – Welded
30.3� Cubic Capacity

TP467
1 1⁄2� Deep – Welded
22.0� Cubic Capacity

TP414
1 1⁄2� Deep – Welded
21.0� Cubic Capacity

TP434
2 1⁄8� Deep – Welded
30.3� Cubic Capacity

TP454
1 1⁄2� Deep – Welded
22.0� Cubic Capacity

TP431
2 1⁄8� Deep – Welded
30.3� Cubic Capacity
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