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Applications:
• For use with nonmetallic Type B

liquidtight conduit to terminate and seal
conduit to liquidtight, oiltight, or raintight
box or enclosure.

• Typical applications include wiring
motors, transformers, processing
equipment, pumps, etc.

Features:
• Liquidtight, Raintight Oiltight

• Furnished with locknut and sealing ring

• Corrosion resistant

• Suitable for wet locations

• No-Spin ferrule

• 90° has smooth interior to prevent
abrasion of conductors

• Molded of Type Nylon 6

• Flammability classification 94V-2;
temperature index of 125° C

• No disassembly required

• No threading of conduit or tubing
required to install

Standard Materials:
• Body – Nylon

• Locknut – Steel
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Liquidtight Conduit Fittings

Non-Metallic Liquidtight Fittings

Cat. # Cat. # Trade Size
Unit 
Qty. Certification

Wt. Lbs.
Per 100 A B C

STRAIGHT

GRAY BLACK
LT38NM LT38NMBL 3/8" 25 cULus 5 2.000" 0.540" 1.400"
LT50NM LT50NMBL 1/2" 25 cULus 5 2.000" 0.540" 1.400"
LT75NM LT75NMBL 3/4" 10 cULus 7 2.200" 0.635" 1.700"
LT100NM LT100NMBL 1" 5 cULus 14 2.280" 0.740" 2.000"
LT125NM LT125NMBL 11/4" 5 cULus 20 2.44" 0.76" 2.4"
LT150NM LT150NMBL 11/2" 2 cULus 30 2.700" 0.800" 2.670"
LT200NM LT200NMBL 2" 2 cULus 40 2.990" 0.850" 3.280"

90° ANGLE 

GRAY BLACK
LT3890NM LT3890NMBL 3/8" 10 cULus 5 2.120" 0.500" 3.120"
LT5090NM LT5090NMBL 1/2" 10 cULus 5 2.120" 0.500" 3.120"
LT7590NM LT7590NMBL 3/4" 10 cULus 10 2.500" 0.520" 3.600"
LT10090NM LT10090NMBL 1" 5 cULus 16 3.125" 0.700" 4.125"
LT12590NM LT12590NMBL 11/4" 5 cULus 28 4.450" 0.760" 5.200"
LT15090NM LT15090NMBL 11/2" 2 cULus 40 4.750" 0.800" 5.200"
LT20090NM LT20090NMBL 2" 2 cULus 50 5.420" 0.860" 5.800"

NON-METALLIC LIQUIDTIGHT
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