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CP Rigid/Intermediate Grade
Conduit Fittings

� Bushing Pennies
� Knockout Reducing Washers
� Nailing Straps

� Clamps
� Clampbacks/Spacers
� Straps

BUSHING PENNIES – STEEL
A penny under a bushing will seal the end of conduit during
construction.

Cat. # Size
Unit
Quantity

Standard
Package

Weight
Lbs. Per
100

90 1⁄2� 100 1000 1
91 3⁄4� 100 1000 1
92 1� 100 1000 1

93 11⁄4� 50 500 1
94 11⁄2� 50 500 2
95 2� 50 50 3

96 21⁄2� 50 50 5
97 3� 50 50 7
98 31⁄2� 50 50 10
99 4� 50 50 14

KNOCKOUT REDUCING WASHERS – STEEL

Cat. # Size
Unit
Quantity

Standard
Package

Weight
Lbs. Per
100

342 3⁄4�–1⁄2� 100 2500 1
343 1�–1⁄2� 100 100 2
344 1�–3⁄4� 100 100 2

345 11⁄4�–1⁄2� 100 100 3
346 11⁄4�–3⁄4� 100 100 2
347 11⁄4�–1� 100 100 2

348 11⁄2�–1⁄2� 50 50 5
349 11⁄2�–3⁄4� 50 50 4
350S 11⁄2�–1� 50 50 4

351 11⁄2�–11⁄4� 50 50 3
352 2�–1⁄2� 50 50 7
353 2�–3⁄4� 50 50 7

354 2�–1� 50 50 6
355 2�–11⁄4� 50 50 5
356 2�–11⁄2� 50 50 3

360 21⁄2�–1⁄2� 25 250 7
361 21⁄2�–3⁄4� 25 250 7
362 21⁄2�–1� 25 250 7

363 21⁄2�–11⁄4� 25 250 7
364 21⁄2�–11⁄2� 25 250 7
365 21⁄2�–2� 25 250 7

366 3�–1� 25 250 14
367 3�–11⁄4� 25 250 14
368 3�–11⁄2� 25 250 14

369 3�–2� 25 250 14
370S 3�–21⁄2� 25 250 14
371 3�–11⁄2� 25 100 25

372 31⁄2�–2� 25 100 25
373 31⁄2�–21⁄2� 25 100 25
374 31⁄2�–3� 25 100 25

375 4�–2� 25 100 35
376 4�–21⁄2� 25 100 35
377 4�–3� 25 100 35
378 4�–31⁄2� 25 100 35

NAILING STRAPS – CAST STEEL
Support rigid conduit and IMC to mounting surface
� Standard material: Cast Steel
� Standard finish: Zinc plated

Cat. #
Conduit Sizes

EMT Rigid
Unit
Quantity

Standard
Package

Weight
Lbs. Per
100

NS-1 1⁄2� 3⁄8� 100 1000 2
NS-2 3⁄4� 1⁄2� 100 1000 2
NS-3 1� 3⁄4� 100 1000 3

Nailing Straps Dimensions – Inches
Cat. # A B C D
NS-1 3⁄16 1 17⁄8 3⁄4
NS-2 3⁄4 11⁄4 2 15⁄16

NS-3 3⁄16 11⁄2 21⁄2 11⁄8

CLAMPS – MALLEABLE IRON
UL File No. E-184283

Cat. # Size
Unit
Quantity

Standard
Package

Weight
Lbs. Per
100

510 1⁄2� 50 500 6
511 3⁄4� 50 250 8
512 1� 50 250 13

513 11⁄4� 25 100 20
514 11⁄2� 20 100 30
515 2� 10 50 64

516* 21⁄2� 5 25 104
517* 3� 2 10 120
518* 31⁄2� 2 10 150

519* 4� 2 10 220
520+ 5� 1 5 380
521+ 6� 1 5 690
* Also for use with Thinwall (EMT) Conduit
+ Not UL Listed

CLAMPBACKS/SPACERS – MALLEABLE IRON
UL File No. E-184283

Cat. # Size
Unit
Quantity

Standard
Package

Weight
Lbs. Per
100

CB1 1⁄2� 25 250 8
CB2 3⁄4� 25 250 10
CB3 1� 25 100 12

CB4 11⁄4� 25 100 21
CB5 11⁄2� 25 100 42
CB6 2� 10 50 40

CB7 21⁄2� 10 50 49
CB8 3� 10 50 62
CB9 31⁄2� 10 10 91

CB10 4� 10 10 110
CB11+ 5� 5 5 135
CB12+ 6� 5 5 225
+ Not UL Listed

STRAPS – STEEL GALVANIZED
(Two Hole)
UL File No. E-184283

Cat. # Size
Unit
Quantity

Standard
Package

Weight
Lbs. Per
100

496-2 3⁄8� 250 250 2
496-3 1⁄2� 150 150 2
496-4 3⁄4� 100 100 3

496-5 1� 50 50 7
496-6 11⁄4� 50 50 8
496-7 11⁄2� 50 50 10

496-8 2� 25 25 15
496-9 21⁄2� 25 25 19
496-10 3� 25 25 23

496-11 31⁄2� 25 25 93
496-12 4� 10 10 108
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