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Cabinet
35 mm
81 517 101
81 517 201

-

-

Cabinet
17.5 mm
81 513 060
81 513 065

-

-

Cabinet
-
-
-

81 513 011

-

Cabinet
-
-
-
-

81 513 001

Torque capacity
UL and cUL approval

Mounting

Weight
Connections	 Pneumatic

	 Electrical

3
MM15085
DIN rail 35 mm

55

2 -	Pneumatic output 
4/2 (NO)

4 -	Pneumatic output 
3/2 or 4/2 (NC)

	 Output at rest (NO)
2	 Output at rest  *
	 Output at rest  *
4	 Output operating (NC)

	 2 Supply ports

	 2 Exhaust ports

Integral push-in connections Ø 6 mm

81 513 011 - 81 513 001

mm2

g

Sub-bases and end bases for miniature control valves

Part numbers

3
MM15085
DIN rail 35 mm

110

-
-

DIN rail 35 mm

86

-
-

DIN rail 35 mm

44

Mounting
Version
Push-in connection for semi-
rigid tubing (NFE 49100)

Sub-bases

End bases (pair)
Intermediate supply 
module

Ø 4 mm
Ø 6 mm
Ø 6 mm

Ø 6 mm

Characteristics

Dimensions with miniature control valves (page 62) + miniature solenoid valves (page 58) + indicators (page 65)

2

4

02

03

Note :
Each sub-base can accept
- sub-base 81 513 060-065 : 1 relay 3/2 or 
4/2, width 17.5 mm
- sub-base 81 517 101-201 : 1 bistable 
relay 4/2 (width 35 mm) or 2 relays 3/2 or 
4/2 (width 17.5 mm)

A1 - Pilot signal
A2 - Common

	 Earth

A1 - Operating 
control signal 
(14)

A2 - Common
A1 - Rest control 

signal (12)
A2 - Common 

	 Earth

Degree of protection :
IP20 when assembled.
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Référence :Désignation :

DESSINE PAR ST

81513 / 81516

SODIPE

Pneumatique

1

2

3

4

1 3 1 3

5

6

1 3

80

12
,5

Ø 6Ø 4

17,5 17,5 35 17,5 17,5 77 max.

Intermediate 
baseModule

End bases

LED indicator

35 x (n module + 1)

Also available in  ATEX version for use in potentially explo-
sive atmospheres in accordance with  94/9/EC Directive

ATEX version products are available in the following catologues: Pneumatic products for explosive atmospheres or on our website 
www.crouzet.com


