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ZAMAC “HAMMER DRIVE” NAIL-IN ANCHORS

•  Economical choice for solid concrete, solid brick  
or block.

• Best suited for light-duty applications.

•  Not recommended for vibrating loads or  
overhead installations.

• Requires no layout or hold spotting.

•  1,300 lb ultimate pullout (reference value).  
Use 1/4 as safe working load (325#). 

DOUBLE DRYWALL ANCHOR

Best Merchandising Option

  Cardboard Box   Gravity Feed Jar   Job Jar

Size Bit Size Part # Box Qty Part #
Jar Qty/ 
Std Pk Part # Jar Qty

3/16 x 7/8 5/8 59011 100 59011J 100/600 —

1/4 x 3/4 5/8 59012 100 59012J 100/600 —

1/4 x 1 3/4 59016 100 59016J 100/600 59016-6 200

1/4 x 11/4 1 59020 100 59020J 100/600 59020-6 150

1/4 x 11/2 11/4 59024 100 59024J 100/600 —

1/4 x 2 11/2 59032 100 59032J 100/600 —

Best Merchandising Option

  Kits   Gravity Feed Jar   Job Jar

Description Part # Part # Part #

Double Drywall Anchor Phillips

#8 x 11/4 (50 Pieces) 
#2 Phillips Driver Bit (1 Piece)

39940 
(51 Piece Kit)

39940J 
(51 Piece Kit)

39940-6 
(101 Piece Kit)

• Works when penetrating wood stud behind drywall.

• No pre-drilling required.

• Quick and easy installation using a #2 Phillips.

• Up to 75lb load capacity when using 5/89 drywall.

• Easily removable.

• Not recommended for overhead use.

Concrete/Masonry Anchors

Installation

1.  Drill hole 1/49 deeper than required, blow hole 
clean of debris.

2.  Insert anchor through fixture and hammer pin.




